Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11PO0OMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 7™ Floor Fan Coil Unit Replacement Project DATE:

10 Feb 01

MARK W/ X, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

See Asbestos Abatement Monitoring Checklist and Log of Events- Daily Log of Events for details

concerning project.

Page 3 of 3

Date: 10Feb 01

T

Signature of Inspector/Project Monitor/:—%

Project Monitor: Ryan S. Reed

(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 PO2642534
BUILDING: New Executive Office Bidg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 7™ Floor Fan Coil Unit Replacement Project DATE: 10 Feb 01

ﬁ PCM SAMPLE LOG
Microscopist:

&~ /(éibnr—”

Sample Number Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on | off
2534-021001-35RR POST New Executive Office Building: 10.0 | 10.0 3:06 5.:06 120 1200 50 <0.003
Room 7224 Riser 65A Work Area PM PM
E inside Mini-Containment
2534-021001-36RR POST New Executive Office Building: 10.0 { 10.0 3:.06 5.06 120 1200 7.5 0.003
Room 7224 Riser 65A Work Area PM PM
E inside Mini-Containment
2534-021001-37RR POST New Executive Office Building: 10.0 | 10.0 4:18 6:18 120 1200 3.5 <0.003
: Room 7224 Riser 64A Work Area PM PM
F inside Mini-Containment
2534-021001-38RR POST New Executive Office Building: 10.0 | 10.0 4:18 6:18 120 1200 40 <0.003
Room 7224 Riser 64A Work Area PM PM
F inside Mini-Containment

Page 5 of 7
Signature of Inspector/Project MonitW? : Date:_10Feb 01

L

Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019
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Industrial Hygiene Technologies, Inc. Report Prepared for:

Environmental & Industrial Hygiene Consultants

GSA, NCR, Service Delivery Support
Safety, Environmental, & Fire

7" & D Streets, SW

Room 2080

Washington, D.C. 20407

PROJECT PROGRESS / CLOSEOUT REPORT

Site Name:

Project Name:

Work Area Location:

Order Number:
P-11-01-DC-0107

Project Date (s):

Sampling Conducted:

Project Description:

New Executive Office Building

Fan Coil Unit Replacement Project - Chilled Water / Hot Water
Supply Line Access Door Installation, Asbestos Hazard Reduction

5" Floor 5221 - 5235, Odd Room Risers 42A to 53A, Work Areas
A B &C

Contract Number: ACT Number:
GS11POOMQDO0098 P02642534

February 16, 17, 2001

Pre-abatement, Area, Work Area, Remote, and Final Clearance
Monitoring - PCM Analysis (NIOSH 7400 Method)

Industrial Hygiene Technologies, Inc. (IHT) was retained to
conduct asbestos abatement project monitoring and design
conformance control during the demolition of perimeter walls to
allow for future installation of perimeter wall plumbing access
doors associated with the New Executive Office Building Fan Coil
Unit replacement Project.

Hillian Brothers, inc. was retained to erect mini-negative pressure
enclosures to be used in the demolition of perimeter plaster walls,
cleaning of plumbing chases, and removal of asbestos TSI, as
encountered. Known asbestos hazards associated with this
project include over-spray / delaminated spray applied asbestos
fire retardant, cementitious fittings, pipe insulation, and
contaminated debris. Hillian Brothers is utilizing asbestos
engineering controls to ensure demolition activities which may
disturb friable asbestos materials and contaminated debris within
the chases, do not contaminate adjacent office areas. When
encountered, asbestos is removed using wet methods.
Regardless of the existence of asbestos TS| on plumbing, each
chase area is presumed to be contaminated with asbestos fire
retardant, and decontaminated.

7220-U Telegraph Square Drive, Lorton, Virginia 22079  (703) 541-9015, Fax (703) 541-9019 Page 1



Industrial Hygiene Technologies, Inc. Report Prepared for:

Environmental & Industrial Hygiene Consultants

Project Description
Continued:

Deviations:

Asbestos Removed:

GSA, NCR, Service Delivery Support
Safety, Environmental, & Fire

7" & D Streets, SW

Room 2080

Washington, D.C. 20407

Work began at 6:45 pm, February 16, 2001. Preparation of the work
area, and pre-abatement monitoring were conducted. All work was
conducted as per abatement plan, with the exception of fan coil unit
decontamination. This work will take place during another phase of
the project.

The following work shift began at 6:15am, February 17, 2001 and
involved lock-out / tag-out of the HVAC systems, additional
preparations, demolition of perimeter walls, decontamination of wall
chases, and removal of cementitious fittings.

IHT conducted sampling in each of 2 mini-containments (WA B & C),
full containment A, within each separate office, at AFD Exhaust,
remotely within adjacent hallways, outside the work area, and on the
floors above and below. The sampliing plan was developed by Mark
Sovich, Michael MacCabe, and Ryan Reed during a pre-work
walkthrough conducted February 9, 2001. The sampling plan
involves assessment of each functional area of abatement, within
the control areas, staging areas, AFD exhaust, and remotely such
that the “sampling train” is sufficient to rapidly assess and delineate
fiber migration, should a fiber release episode occur during the
operation. Immediate analysis of samples mid and end of shift is
conducted to ensure safety of un-protected workers outside of the
control area, and rapid response to fiber release.

Work was completed and contractors fully demobilized by 7:30 PM
02/17/01. All work was completed as per modified scope of work /
abatement plan, with no elevated fiber concentrations reported
outside of the control area. Final clearance was achieved within
each NPE with all results reported below 0.01 F/cc.

The GSA scope of work specifies cleaning of the Fan Coil Units.
This work will be conducted during a future phase of the project. Due
to the size of each mini-containment, 2 final clearance samples were
utilized in WA’'s B & C. This is a deviation from the GSA clearance
protocol, but in conformance with District of Columbia Asbestos
Regulation. Deviation was taken as the change was in compliance
with applicable regulations, provided adequate assessment for
completion, facilitated timely project completion, and provided
significant overall cost savings for the client.

Overspray and fire retardant debris was removed from each wall
penetration. Each of 22 pipe chase penetrations, and 3 NPE’s were
fully decontaminated and encapsulated. A total of 13 cementitious
fittings were removed.

7220-U Telegraph Square Drive, Lorton, Virginia 22079  (703) 541-9015, Fax (703) 541-9019 Page 2



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQDO098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

pDATE: 16 Feb 01

REMOVAL CONTRACTOR: Hillian Brothers

CONTRACTOR SUPERVISOR: Juan A, Giron

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME START: 1845 TIME COMPLETE:2215
ABATEMENT SCOPE OF WORK: Prep work for Class | removal operations
TYPE OF ASBESTOS Category 1 Friable | QTY. OF ASBESTOS | Unknown
MATERIAL TO BE ABATED MATERIAL TO BE
ABATED
OSHA ACTIVITY CLASS | X CLASS Il CLASS HI CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
WORK SITE BARRIER TAPE TO ISOLATE STAGING AREA AND DECON X- Prep Work
ISOLATION FULL CONTAINMENT X- Prep Work
NEGATIVE PRESSURE -0.02 MINIMUM X- Prep Work
FOUR AIR CHANGES PER HOUR X- Prep Work
CRITICAL BARRIERS INTACT (DUCTS, WINDOWS, DOORS, ALL X- Prep Work
PENETRATIONS)
FLOOR COVERED X- Prep Work
WALLS COVERED X- Prep Work
AREA VENTILATION OFF & VENTS COVERED X- Prep Work
GLOVEBAGS SMOKE TESTED AND FOUND SATISFACTORY X- Prep Work
SIGNAGE CAUTION SIGNS AT STAGING AREA X- Prep Work
OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X- Prep Work
WASTE CONTAINERS LABELED PER NESHAP & GENERATOR X- Prep Work
HVAC SYSTEM TAGGED OUT X- Prep Work
NO SMOKING, EATING OR DRINKING IN THE WORK AREA X- Prep Work
MARK W/ X, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG
Page 1 of

Date: 16 Feb 01

Signature of Inspector/Project Monitor; W roe KRS

Project Monitor:

Ryan S. Reed

(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-8015, Fax (703) 541-9019




industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 16 Feb 01
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
INSPECTION HIGH-SPEED ABRASIVE DISC SAWS, COMPRESSED AlR, DRY X- Prep Work
SWEEPING, SHOVELING, EMPLOYEE ROTATION - NOT TO BE USED
LABELED WASTE CONTAINERS ON SITE X- Prep Work
HEPA VACUUM FOUND WORKING AND ACCEPTABLE X- Prep Work
ACCESS TO WATER FOR WET METHODS X- Prep Work
AIRLESS SPRAYER WORKING AND IN WORK AREA X- Prep Work
WORKER DISPOSABLE COVERALLS & BOOT COVERS X- Prep Work
PROTECTION PROPER NIOSH RESPIRATORS X- Prep Work
TYPE RESPIRATOR:
FILTER:
HEAD PROTECTION X- Prep Work
EYE PROTECTION X- Prep Work
SHOWERS FUNCTIONING X- Prep Work
HOT AND COLD RUNNING WATER X- Prep Work
WATER COLLECTION / FILTERING DEVICE FUNCTIONAL X- Prep Work
WORK HABITS | HOUSE KEEPING - MATERIALS AND EQUIPMENT STORED. LOCKERS X
AND PERSONAL ITEM CONTAINERS
SAFETY COMPETENT PERSON HAS CONDUCTED A SAFETY MEETING X
MEETING
BASELINE BASELINE MONITORING CONDUCTED PRIOR TO START OF X
MONITORING PREPARATIONS
PROJECT PROJECT DESIGN ON SITE, AND ALL PREPARATIONS COMPLETED IN X
DESIGN ACCORDANCE WITH DESIGN
DOCUMENTS NOTIFICATION, PERMIT, ABATEMENT PLAN, CONTRACTOR LICENSE, X
SUPERVISOR LICENSE, WORKER LICENSE, TRAINING, & MEDICAL,
FIT TEST DOCUMENTATION ON SITE AND IN ORDER
MARK W/ X, MARK N/A iF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG
Page 2 of 6

Date: 16 Feb 01

Signature of Inspector/Project Monitorz‘//@

Project Monitor:

L
Ryan S. Reed

(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-8015, Fax (703) 541-9019



industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 16 Feb 01
DAILY LOG OF EVENTS

Remediation Activities

1845:Hillian on site New Executive Office Building 725 17™ Street NW Washington DC . Juan A Giron, Hillian
superintendent informs IHT that Hillian shall be commencing prepwork for ACM Class | removal operations
using Mini-Containments, hand tools, and wet methods. These removal activities are to occur in 5™ Floor
5221 - 5235 Odd Rooms Risers 42A to 53A Mini-Containment Work Area's A, B, & C.

1935: Hillian workers mobilize and commence prepwork in 5™ Floor 5221 - 5235 Odd Rooms Risers 42A to 53A
Mini-Containment Work Area's A, B, & C.

2145: Hillian workers halt prep work operations. Hillian to return to site tomorrow 2/17/01 @ 6:30AM to continue
prepwork operations and commence demolition and decontamination with potential TSI fitting removal.

2200: Hillian departed the site.
Sampling
1830: IHT on site to perform area air monitoring and abatement quality control.
1920: IHT began sampling.
2200: IHT completed sampling. IHT off site.
Inspections
No inspections necessary.
Comments
Hillian Prepwork operations proceeded without incident.

PCM pre abatement air sample analysis preformed: IHT reported no elevated sample results: All area
samples reported airborne fiber concentration levels below 0.01 fibers/cc. Deemed Satisfactory.

Page 3 of 6
Signature of Inspector/Project Monitor:%/c/ Date: 16 Feb 01
e
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industnial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11.01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coii Unit Replacement Project DATE: 16 Feb 01

PCM SAMPLE LOG
Microscom

- L signf\

e —— —_
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber/
Type elapsed 100 fields cc
on off on off
2534-021601-01RR PRE New Executive Office Building: 100 | 100 | 7:28 9:34 126 1260 135 0.005
Hall adj to Room 5218 PM PM
2534-021601-02RR PRE New Executive Office Building: 10.0 | 100 | 7:31 9:36 125 1250 12.5 0.005
Hall adj to Room 5236 PM PM
2534-021601-03RR PRE New Executive Office Building: 10.0 | 100 | 7:22 9:27 125 1250 18.0 0.007
Room 5221 adj to Riser 43A PM PM
Work Area A
2534-021601-04RR PRE New Executive Office Building: 100 | 100 | 7.22 9:27 125 1250 15.0 0.006
Room 5221 adj to Riser 44A PM PM
Work Area A
2534-021601-05RR PRE New Executive Office Building: 10.0 | 10.0 | 7:35 9:37 122 1220 14.0 0.006
Room 5233 adj to Riser 47A PM PM
Work Area A
Page 4 of 6
Signature of Inspector/Project M / /f_ Date: 16 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type}

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industnial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQDO0098

ACT NUMBER:
PO2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 16 Feb 01
PCM SAMPLE LOG
e
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber/
Type elapsed 100 fields cc
on off on off
2534-021601-06RR PRE New Executive Office Building: 10.0 | 10.0 7:35 9:37 122 1220 145 0.006
Room 5233 adj to Riser 48A PM PM
Work Area A
2534-021601-07RR PRE New Executive Office Building: 10.0 | 10.0 7:42 9:43 121 1210 15.0 0.006
Room 5235 adj to Riser 50A PM PM
Work Area B
2534-021601-08RR PRE New Executive Office Building: 10.0 | 10.0 7:42 9:43 121 1210 17.5 0.007
Room 5235 adj to Riser 51A PM PM
Work Area B
2534-021601-09RR PRE New Executive Office Building: 10.0 | 10.0 7:38 9:39 121 1210 20.0 0.008
Room 5235 adj to Riser 50A PM PM
Work Area B
Page 5 of 6

Signature of Inspector/Project Moniton/%

Project Monitor:

Ryan S. Reed

Z—

(Print/Type)

Training Cert./ License No:

01-0104

Date:_16 Feb 01

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bidg:

LOCATION: 725 17™ Street NW. Washington, DC

Signature of Inspector/Project Monitor: @

Project Monitor: Ryan S. Reed

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No:

01-0104

Date: 16 Feb 01

(Print/Type)

(703) 541-9015, Fax (703) 541-9019

PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 16 Feb 01
W PCM SAMPLE LOG
Microscopist: /
£~ (sign)
e ———as
Sample Number Location Flow rate Time Minutes | Liters Fibers / Fiber/
Type elapsed 100 fields cc
on off on off
2534-021601-10RR New Executive Office Building: 10.0 | 10.0 | 7:38 9:39 121 1210 21.5 0.009
Room 5235 adj to Riser 50A PM PM
Work Area B
Page 6 of 6



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consuitants

GSA ABATEMENT PERSONNEL REPORT

BUILDING: New Executive Office Building

LOCATION: 725 17™ Street NW. Washington, DC

Project

PROJECT: 5™ Floor Fan Coil Unit Replacement

DATE: 16 February 01

REMOVAL CONTRACTOR: Hillian Brothers

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC

SHIFT START TIME: 1845

SHIFT COMPLETION TIME: 2215

SCOPE OF WORK
ASBESTOS WORK: 5™ Floor Fan Coil Unit Replacement Project Prep Work & PCM Pre-Sampling
ASBESTOS CLASS | ASBESTOS CLASS 1 ASBESTOS CLASS Il ASBESTOS CLASS IV
NEA OBTAINED NEA OBTAINED NEA OBTAINED NEA OBTAINED
LEAD WORK: N/A
LEAD ABATEMENT LEAD DEMOLITION INTACT ITEMS STRIPPING
NEG. INIT. DETERM. NEG. INIT. DETERM. NEG. INIT. DETERM. NEG. INIT. DETERM.

ll PERSONAL INFORMATION

NAME: (LAST, FIRST, Mi - PRINT) | SOCIAL SECURITY | MEDICALS/FIT | STATE LICENSE NO./
NO. TESTS ON SITE TYPE
_ e Qocenyea MEDICAL | (TRAINING CERT. NO)
e B enn 578235460
glvm Flres S&-21- 02
Necsow  Oretcann SW- 25~ el 5
Jokse A Poerietd 2/G- 43208
Roemo  Froegs 2/Y-19 2207
. 230590772
(Coviasa  Floges é@&jﬁ_{ﬂi

(Pcerma Y. \VecpseweEz

23Qe«L5 G4/}

éu, s Crifing

243-59-0923

ELSIRA REYES

Go6 -5€-599¢

Signature of Inspector/Project Monitor:

Project Monitor:

Lypor 5 LD

Page 1 of 1

Date; /& €6 o/

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No:

20020

{Print/Type)

(703) 541-9015, Fax (703) 541-9019



industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER

GS11POOMQD0098

CONTRACT NUMBER:

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bidg:

NUMBER: P-11-01-DC-0101

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 17 Feb 01

REMOVAL CONTRACTOR: Hillian

CONTRACTOR SUPERVISOR: Juan A. Giron

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME START: 0630

TIME COMPLETE: 1830

ABATEMENT SCOPE OF WORK: Prep work for potential Class | removal operations

TYPE OF ASBESTOS Category 1 Friable | QTY. OF ASBESTOS | Unknown
MATERIAL TO BE ABATED MATERIAL TO BE
ABATED
OSHA ACTIVITY CLASS | X CLASS I CLASS I X CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
WORK SITE BARRIER TAPE TO ISOLATE STAGING AREA AND DECON N/A
ISOLATION FULL CONTAINMENT MINI
NEGATIVE PRESSURE -0.02 MINIMUM X
FOUR AIR CHANGES PER HOUR X
CRITICAL BARRIERS INTACT (DUCTS, WINDOWS, DOORS, ALL X
PENETRATIONS)
FLOOR COVERED
WALLS COVERED
AREA VENTILATION OFF & VENTS COVERED
GLOVEBAGS SMOKE TESTED AND FOUND SATISFACTORY N/A
SIGNAGE CAUTION SIGNS AT STAGING AREA X
OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X
WASTE CONTAINERS LABELED PER NESHAP & GENERATOR X
HVAC SYSTEM TAGGED OUT X
NO SMOKING, EATING OR DRINKING IN THE WORK AREA X
MARK W/ X, MARK NA IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG
Page 1 of 2

Date: 17 Feb 01

Signature of Inspector/Project Monitor: W/
~

Project Monitor: Ryan S. Reed

(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



- industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
PO2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 17 Feb 01

SUPERVISOR LICENSE, WORKER LICENSE, TRAINING, & MEDICAL,
FIT TEST DOCUMENTATION ON SITE AND IN ORDER

INSPECTION ACTWITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
INSPECTION HIGH-SPEED ABRASIVE DISC SAWS, COMPRESSED AIR, DRY X
SWEEPING, SHOVELING, EMPLOYEE ROTATION - NOT TO BE USED
LABELED WASTE CONTAINERS ON SITE X
HEPA VACUUM FOUND WORKING AND ACCEPTABLE X
ACCESS TO WATER FOR WET METHODS X
AIRLESS SPRAYER WORKING AND IN WORK AREA X
WORKER DISPOSABLE COVERALLS & BOOT COVERS X
PROTECTION PROPER NIOSH RESPIRATORS X
TYPE RESPIRATOR:__ % face APR
FILTER: __P-100
HEAD PROTECTION NO
EYE PROTECTION NO
SHOWERS FUNCTIONING N/A
HOT AND COLD RUNNING WATER N/A
WATER COLLECTION / FILTERING DEVICE FUNCTIONAL
WORK HABITS | HOUSE KEEPING - MATERIALS AND EQUIPMENT STORED. LOCKERS
AND PERSONAL ITEM CONTAINERS
SAFETY COMPETENT PERSON HAS CONDUCTED A SAFETY MEETING X
MEETING
BASELINE BASELINE MONITORING CONDUCTED PRIOR TO START OF X
PROJECT PROJECT DESIGN ON SITE, AND ALL PREPARATIONS COMPLETED IN X
DESIGN ACCORDANCE WITH DESIGN
DOCUMENTS NOTIFICATION, PERMIT, ABATEMENT PLAN, CONTRACTOR LICENSE, X

MARK W/ X, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

See Asbestos Abatement Monitoring Checklist and Log of Events- for details concerning project.

Page 2 of 2
Signature of Inspector/Project Monito% Date: 17 Feb 01
'z V —
Project Monitor: Ryan 8. Reed Training Cert./ License No; 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER

NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bidg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 17 Feb 01

REMOVAL CONTRACTOR: Hillian

CONTRACTOR SUPERVISOR: Juan A. Giron

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME ON SITE: 0630 TIME OFF SITE: 1830

TiIME ON SITE: 0630 TIME OFF SITE: 1830

ABATEMENT SCOPE OF WORK: Demolition, Decontamination w/ possible TSI removal

GENERAL SHIFT WORK PLAN: (3) Mini-Containments w/ Non-ACM demolition & ACM decontamination

TYPE AND QUANTITY OF ASBESTOS REMOVED THIS SHIFT: N/A

OSHA ACTIVITY CLASS | X CLASS Il CLASS HI X CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN | PROBLEMS
CATEGORY LIMITS | ENCOUNTERED
WORK SITE BARRIER TAPE N/A
ISOLATION FULL CONTAINMENT Mini(s)

NEGATIVE PRESSURE -0.02 MINIMUM X

FOUR AIR CHANGES PER HOUR X

FLOOR COVERED X

WALLS COVERED X

CRITICAL BARRIERS INTACT X

AREA VENTILATION OFF & VENTS COVERED X

NEGATIVE PRESSURE GLOVEBAG USED N/A
SIGNAGE CAUTION SIGNS AT STAGING AREA X

OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X

WASTE CONTAINERS LABELED PER NESHAP & GENERATOR X

HVAC TAG OUT X

MARK W/ X - EXPLAIN IN NOTES, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

Signature of Inspector/Project Monito%

Project Monitor:

Ryan S. Reed

Page 1 of 11

Date: 17 Feb 01

——

(Print/Type)

01-0104
(Print/Type)

Training Cert./ License No:

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 17 Feb 01
INSPECTION ACTIVITY TO BE CHECKED WITHIN LIMITS | PROBLEMS
CATEGORY ENCOUNTERED
WORK PRACTICES HIGH-SPEED TOOLS, COMPRESSED AIR, X

DRY SWEEPING, SHOVELING, EMPLOYEE
ROTATION NOT IN USE

REMOVED MATERIAL PROPERLY BAGGED X

WASTE REMOVED PRIOR TO SHIFT END X

HEPA VACUUM IN USE X

MATERIAL KEPT WET / USE OF WET X

METHODS

AIRLESS SPRAYER IN USE X (Hudson
Sprayer)

OSHA COMPLIANT GLOVEBAG PROCEDURE N/A

WORKER DISPOSABLE CLOTHING USED ONCE X
PROTECTION PROPER NIOSH RESPIRATORS X
TYPE RESPIRATOR:
FILTER: % Face APR P-100
PROPER DECON SEQUENCE FOLLOWED X
SHOWERS FUNCTIONING N/A
HOT AND COLD RUNNING WATER N/A

USED EACH DEPARTURE

WATER COLLECTED & FILTERED PROPERLY

WORK HABITS IN NO SMOKING, EATING OR DRINKING IN THE
WORK AREA WORK AREA
DOCUMENTS NOTIFICATION, PERMIT, ABATEMENT PLAN, X

CONTRACTOR LICENSE, SUPERVISOR
LICENSE, WORKER LICENSE, TRAINING, &
MEDICAL, FIT TEST DOCUMENTATION ON
SITE AND IN ORDER

MARK W/ X - EXPLAIN IN NOTES, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

Page 2 of 11
Signature of Inspector/Project Monitor: @ Date: 17 Feb 01
& V
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P02642534
BUILDING: New Executive Office Bidg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 17 Feb 01

DAILY LOG OF EVENTS

Remediation Activities

0615:Hillian on site New Executive Office Building 725 17™ Street NW Washington DC . Juan A. Giron Hillian
superintendent informs IHT that Hillian shall be commencing demolition and decontamination operations with
the potential for ACM Class | removal operations using Mini-Containments, hand tools, and wet methods.
These removal activities are to occur in 5™ Floor 5221 - 5235 Odd Rooms Risers 42A to 53A Mini-
Containment Work Area's A, B, & C. Hillian has been contracted to cut out (2) 2'x2' sections of non-ACM
plaster wall per riser at the general location of the fittings associated with the Fan Coil Unit with a Mini-
Containment. Spray-On Surfacing material is located above the position of the cut and there is the possibility
of TSI hard plaster fittings on the elbows. Hillian has been contracted to conduct decontamination operations
for Spray-On Surfacing Material Debris and possible TSl fitting removal once the access panels have been
cut. All debris to be disposed of as regulated ACM waste in EPA approved landfill.

0645 Hillian workers mobilize and continue prepwork in 5™ Floor 5221 - 5235 Odd Rooms Risers 42A to 53A Mini-

Containment Work Area's A, B, & C. Hillian expects to be ready to commence removal operations around
8:00™

0810: Hillian workers commence demolition operations in 5™ Floor Room 5235 Risers 53A Mini-Containment Work
Area C.

0910: Hillian workers commence demolition operations in 5™ Floor Room 5221 Risers 42A-50A Mini-Containment
Work Area A.

1235-1330: Hillian Break

1350: Hillian workers commence demolition operations in 5™ Floor Room 5235 Risers 50A-53A Mini-Containment
Work Area B.

1515: Hillian workers complete demolition and decontamination operations in 5™ Floor Room 5235 Risers 53A
Mini-Containment Work Area C. Hillian informs IHT that Hillian encountered a total of (13) TSI fittings.

1930: Hillian departed the site.
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Signature of Inspector/Project Monitor: % Date:_17 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQDO098 P02642534
BUILDING: New Executive Office Bidg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 17 Feb 01
Sampling

0615: IHT on site to perform area air monitoring and abatement quality control.
0710: IHT began sampling.

1920: IHT completed sampling. IHT off site.

Inspections

0705: IHT conducts pre-commencement inspection of Room 5235 Risers 53A Mini-Containment Work Area C. |HT
notes that Hillian has set up a Mini-Containment, with single layer Critical Barrier, Drop Layer of Poly, AFD
in operation, signs & DCON bucket in place. Deemed satisfactory Hillian authorized to commence demolition
& decontamination operations in Mini-Containment C.

1020: IHT conduct pre-sealant inspection of Room 5235 Risers 53A Mini-Containment Work Area C.. IHT notes area
free of visible ACM dust and debris. Hillian supervisor informs IHT that Hillian worker did not encounter any
TSI fittings. Deemed satisfactory. Hillian authorized to encapsulate work area.

0855: IHT conducts pre-commencement inspection of Room 5221 Risers 42A-50A Mini-Containment Work Area A.
IHT notes that Hillian has set up a Mini-Containment, with single layer Critical Barrier, Drop Layer of Poly,
AFD’s in operation, signs & DCON bucket in place. Deemed satisfactory Hillian authorized to commence
demolition & decontamination operations in Mini-Containment A.

1220: IHT conduct pre-sealant inspection of Room 5221 Risers 42A-50A Mini-Containment Work Area A. IHT notes
area not free of visible ACM dust and debris. IHT notes TSl fitting residue on elbows, plaster debris on the
ground and Surfacing Material overspay on brick behind fiberglass pipe runs. Deemed un-satisfactory.
Hillian requested to re-clean work area.

1345: IHT conducts pre-commencement inspection of Room 5235 Risers 50A-53A Mini-Containment Work Area B.
IHT notes that Hillian has set up a Mini-Containment, with single layer Critical Barrier, Drop Layer of Poly,
AFD in operation, signs & DCON bucket in place. Deemed satisfactory Hillian authorized to commence
demolition & decontamination operations in Mini-Containment B.

1500: IHT conduct pre-sealant inspection of Room 5221 Risers 42A-50A Mini-Containment Work Area A. IHT notes
area free of visible ACM dust and debris. Hillian supervisor informs IHT that Hillian workers removed 11 TSI
fittings in Work Area A. Deemed satisfactory. Hillian authorized to encapsulate work area.

1520: IHT conduct pre-sealant inspection of 5235 Risers 50A-53A Mini-Containment Work Area B. IHT notes area
free of visible ACM dust and debris. Hillian supervisor informs IHT that Hillian workers removed (2) TSI
fittings in Work Area A. Deemed satisfactory. Hillian authorized to encapsulate work area.

Page 4 of 11
Signature of Inspector/Project Monitor: ”gz—’ Date:_17 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industnal Hygiene Consuiltants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bidg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 17 Feb 01
Comments

ACM Class | demolition and decontamination operations in proceeded without incident. PCM air sample
analysis preformed: IHT reported no elevated sample results: All area samples outside 5™ Floor Room 5221
- 7235 Odd Rooms Risers 42A to 53A Mini-Containment Work Area's A, B, & C reported airborne fiber
concentration levels below 0.01 fibers/cc.

PCM post abatement air sample analysis preformed: IHT reported no elevated sample results: All area
samples inside 5™ Floor Room 5221 - 7235 Odd Rooms Risers 42A to 53A Mini-Containment Work Area's
A, B, & C work area reported airborne fiber concentration levels below 0.01 fibers/cc. Deemed Satisfactory.
IHT authorizes Hillian to tear down 5™ Floor Room 5221 - 7235 Odd Rooms Risers 42A to 53A Mini-
Containment Work Area's A, B, & C.

Page 5 of 11
Signature of Inspector/Project Monitor: -y% Date: 17 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bidg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 17 Feb 01

Microscopist: =
- L—"sign)
Sample Sample Location Flow rate Time Minutes | Liters | Fibers/ Fiber/
Number Type elapsed 100 fields cc
on off on off

2534-021701- REM New Executive Office Building: Hall adjto | 3.0 30 7:55 | 12:05 250 750 35 <0.005
01RR Room 4220 AM PM

2534-021701- REM New Executive Office Building: Room 3.0 3.0 7:48 | 12:03 255 765 20 <0.004
02RR 6227 AM PM

2534-021701- REM New Executive Office Building: Hall adjto | 5.0 5.0 7:06 | 11.07 241 1205 7.5 0.003
03RR Room 5218 AM AM

2534-021701- REM New Executive Office Building: Hall adjto | 5.0 5.0 7:.07 | 11:.08 241 1205 6.0 <0.003
04RR Room 5234 AM AM

2534-021701- | DCON New Executive Office Building: Room 10.0 | 10.0 | 7:03 8:23 80 800 13.0 0.008
05RR 5235 Riser 53A Work Area C DCON AM AM

Clean Room
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Signature of Inspector/Project Monitor: % Date:_17 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079
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Industrial Hygiene Technologies, Inc.
Environmental & Industnial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bidg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 17 Feb 01

@ PCM SAMPLE LOG
Microscopist:

— L (sign)

“m
Sample Sample Location Flow rate Time Minutes | Liters | Fibers/ Fiber /
Number Type elapsed 100 fields cc
on off on off
2534-021701- CcB New Executive Office Building: Room 10.0 | 100 | 7:.03 8:23 80 800 14.5 0.009
06RR 5235 Riser 53A Work Area C critical AM AM
barrier adj to DCON
2534-021701- STA New Executive Office Building: Room 3.0 3.0 7:01 8:26 85 255 36.5 0.070
07RR 5235 Riser 53A Work Area C inside Mini- AM AM
Containment
2534-021701- | DCON New Executive Office Building: Room 100 { 100 | 9114 | 11:16 122 1220 18.0 0.007
08RR 5221 Riser 42A -50A Work Area A DCON AM AM
Clean Room
2534-021701- CB New Executive Office Building: Room 10.0 | 100 | 914 | 11:16 122 1220 8.5 0.003
09RR 5221 Riser 42A -50A Work Area A critical AM AM
barrier adj to DCON
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Signature of Inspector/Project Monitor: % Date: 17 Feb 01
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Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-8019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 PO2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coit Unit Replacement Project DATE: 17 Feb 01
PCM SAMPLE LOG
Microscopig%‘
(sign) —
Sample Sample Location Flow rate Time Minutes | Liters | Fibers/ Fiber/
Number Type elapsed 100 fields cc
on off on off
2534-021701- DCON New Executive Office Building: Room 10.0 | 100 9:07 11:18 131 1310 19.5 0.007
10RR 5221 Riser 42A -50A Work Area A DCON AM AM
Clean Room
2534-021701- CB New Executive Office Building: Room 10.0 § 100 9:07 11:18 131 1310 9.0 0.003
11RR 5221 Riser 42A -50A Work Area A critical AM AM
barrier adj to DCON
2534-021701- STA New Executive Office Building: Room 3.0 3.0 9:02 11:32 150 450 29.0 0.032
12RR 5221 Riser 43A Work Area A inside Mini- AM AM
Containment
2534-021701- STA New Executive Office Building: Room 3.0 3.0 9:02 11:32 150 450 325 0.035
13RR 5221 Riser 48A Work Area A inside Mini- AM AM
Containment
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Signature of Inspector/Project Monitor: @ Date: 17 Feb 01
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Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-8015, Fax (703) 541-3019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:

CLIENT: GSA, NCR, SDS, WPYG
PO2642534

BUILDING: New Executive Office Bidg: LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 17 Feb 01

PCM SAMPLE LOG
Microscopm
- &~ (sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber/
Number Type elapsed 100 fields cc
on off on off
2534-021701- DCON New Executive Office Building: Room 10.0 { 10.0 1:46 3:11 85 850 12.5 0.007
14RR 5235 Riser 50A-53A Work Area B DCON PM PM
Ciean Room
2534-021701- CB New Executive Office Building: Room 10.0 | 10.0 1:46 3:11 85 850 7.0 <0.004
15RR 5235 Riser 50A-53A Work Area B critical PM PM
barrier adj to DCON
2534-021701- STA New Executive Office Building: Room 3.0 3.0 12216 | 3:16 180 540 255 0.023
16RR 5235 Riser 50A-53A Work Area B inside PM PM
Mini-Containment
2534-021701- REM New Executive Office Building: Hall adjto | 3.0 3.0 12:.05 | 4.05 240 720 05 <0.005
17RR Room 4220 PM PM
2534-021701- REM New Executive Office Building: Room 3.0 3.0 12:03 | 4.03 240 720 1.0 <0.005
18RR 6227 PM PM
Page 9 of 11

Signature of Inspector/Project Monitor:\///%>

Date: 17 Feb 01
e

Ryan S. Reed
(Print/Type)

01-0104
(Print/Type)

Project Monitor: Training Cert./ License No:

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bidg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 17 Feb 04

PCM SAMPLE LOG
wwﬂ
Sample Sample Location Flow rate Time Minutes | Liters Fibers /
Number Type elapsed 100 fields
on off on off
| 2534-021701- REM New Executive Office Building: Hall adjto | 5.0 5.0 11:07 3:22 255 1275 2.0
19RR Room 5218 AM PM
2534-021701- REM New Executive Office Building; Hall adjto | 5.0 50 | 11:08 | 3:23 255 1275 1.5
i 20RR Room 5234 AM PM
! 2534-021701- DCON New Executive Office Building: Room 50 50 11:17 3:02 225 1125 16.0
| 21RR 5221 Riser 42A -50A Work Area A DCON AM PM
Clean Room
I 2534-021701- cB New Executive Office Building: Room 5.0 50 | 11:17 | 3:.02 225 1125 45
i 22RR 5221 Riser 42A -50A Work Area A critical AM PM
barrier adj to DCON
| 2534-021701- DCON New Executive Office Building: Room 5.0 50 14:20 3:00 220 1100 14.0
23RR 5221 Riser 42A -50A Work Area A DCON AM PM
Clean Room

Page 10 of 11

Signature of Inspector/Project Monitor:% Date: 17 Feb 01
L

——

Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 17 Feb 01

REMOVAL CONTRACTOR: Hillian

CONTRACTOR SUPERVISOR: Juan A. Giron

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME START: 0615 TIME COMPLETE:
ABATEMENT SCOPE OF WORK: Demolition, Decontamination w/ possible TSI removal
TYPE OF ASBESTOS N/A QTY. OF ASBESTOS | N/A
MATERIAL ABATED MATERIAL ABATED
OSHA ACTIVITY CLASS | CLASS il CLASS lii CLASS IV
CLASSIFICATION

DESCRIBE SPECIFIC WORK AREA INSPECTED: NEOB: 5™ Floor 5221 - 5235 Odd Rooms Risers 42A to
53A Mini-Containment Work Area's A, B, & C.

TOTAL SQUARE FOOTAGE OF WORK AREA: 3 Mini-Containments (A- 400ft?)( B- 60ft*) (C -20ft?)

FINAL CLEARANCE (AHERA, PCM, NIOSH 7402, AGGRESSIVE): PCM

INSPECTION ACTIVITY TO BE WITHIN PROBLEMS ENCOUNTERED
CATEGORY CHECKED LIMITS
Residual Dust / Floor YES
Debris
Horizontal Surfaces YES
Pipes YES
Ventilation Equip. YES
Ductwork N/A
Registers N/A
Lights N/A
Other N/A

(The above questions are to be answered “YES” or “Problem Encountered Noted”.)

Page 1 of 4

Date: 17 Feb 01

Signature of Inspector/Project Monitor:%
/ )/

Training Cert./ License No:

Project Monitor: Ryan S. Reed

(Print/Type)

01-0104

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 17 Feb 01

See Asbestos Abatement Monitoring Checklist and Log of Events- Daily Log of Events for details

concerning project.

Signature of Inspector/Project Monitor%%

Project Monitor: Ryan S. Reed
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Date: 17 Feb 01

(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

CLIENT: GSA, NCR, SDS, WPYG ACT NUMBER:

PO2642534

BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Fioor Fan Coil Unit Replacement Project DATE: 17 Feb 01

PCM SAMPLE LOG

Microscopist: /4/

~ “{sign)

P ——— B — ——
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber/
Type elapsed 100 fields cc
on off on off
2534-021701-27RR POST New Executive Office Building: 100 { 100 | 1043 | 12.43 120 1200 4.0 <0.003
Room 5235 Riser 53A Work Area AM PM
C inside Mini-Containment
2534-021701-28RR POST New Executive Office Building: 10.0 | 10.0 | 10:43 | 12:43 120 1200 95 0.004
Room 5235 Riser 53A Work Area AM PM
C inside Mini-Containment
2534-021701-29RR POST New Executive Office Building: 10.0 | 100 3.44 5:44 120 1200 8.0 0.003
Room 5221 Riser 42A-50A Work PM PM
Area A inside Mini-Containment
2534-021701-30RR POST New Executive Office Building: 10.0 | 10.0 3:44 5:44 120 1200 10.5 0.004
Room 5221 Riser 42A-50A Work PM PM
Area A inside Mini-Containment
2534-021701-31RR POST New Executive Office Building: 10.0 | 100 3:.47 5:47 120 1200 55 <0.003
Room 5221 Riser 42A-50A Work PM PM
Area A inside Mini-Containment

Page 3 of 4

Signature of Inspector/Project Monitor: Date:_17 Feb 01

(=S VAR

Project Monitor: Ryan 8. Reed Training Cert./ License No:

(Print/Type)

01-0104
(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079  (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG | ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bidg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Fioor Fan Coil Unit Replacement Project DATE: 17 Feb 01

PCM SAMPLE LOG
Microscopist: /@/

~Tsign)
Sample Location Flow rate Time Minutes | Liters Fibers /
Type elapsed 100 fields cc

Sample Number

on off on off
2534-021701-32RR POST New Executive Office Building: 10.0 | 100 3:.47 5.47 120 40
Room 5221 Riser 42A-50A Work PM PM

Area A inside Mini-Containment

2534-021701-33RR POST New Executive Office Building: 10.0 | 100 3:52 5:52 120
Room 5235 Riser 50A-53A Work PM PM
Area B inside Mini-Containment

2534-021701-34RR

POST New Executive Office Building: 10.0 | 10.0 | 3:52 5:52 120
Room 5235 Riser 50A-53A Work PM PM
Area B inside Mini-Containment

Page 4 of 4
Signature of Inspector/Project Monitor: % Date:_17 Feb 01
—
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-8015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & industrial Hygiene Consuitants

GSA ABATEMENT PERSONNEL REPORT

BUILDING: New Executive Office Building

LOCATION: 725 17™ Street NW. Washington, DC

Project

PROJECT: 5™ Floor Fan Coil Unit Replacement

DATE: 17 February 01

REMOVAL CONTRACTOR: Hillian Brothers

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC

SHIFT START TIME: 0630

SHIFT COMPLETION TIME:

SCOPE OF WORK

ASBESTOS WORK: 5™ Floor Fan Coil Unit Replacement Project Demolition & Decontamination

ASBESTOS CLASS | ASBESTOS CLASS I ASBESTOS CLASS 1li X} ASBESTOS CLASS IV
NEA OBTAINED NEA OBTAINED NEA OBTAINED NEA OBTAINED
LEAD WORK: N/A

LEAD ABATEMENT LEAD DEMOLITION INTACT {TEMS STRIPPING

NEG. INIT. DETERM. NEG. INIT. DETERM. NEG. INIT. DETERM. NEG. INIT. DETERM.

PERSONAL INFORMATION
NAME: (LAST, FIRST, MI - PRINT) SOCIAL SECURITY NO. | MEDICALS / FIT TESTS | STATE LICENSE NO./ TYPE
ON SITE (TRAINING CERT. NO)
T , “3). 71 ~ &5 v/ / 3 30 ud
Juw A Guow 5N-23-94¢ 0 10/29/0C g Z
Sy Tegres 576 -2~ 6278 1/3/¢0 | 047959
Cowy  HAvguetn L5 56172 2—// 3 /0/ Y9268
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Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
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Industrial Hygiene Technologies, Inc. Report Prepared for:

Environmental & Industrial Hygiene Consultants

GSA, NCR, Service Delivery Support
Safety, Environmental, & Fire

7" & D Streets, SW

Room 2080

Washington, D.C. 20407

PROJECT PROGRESS / CLOSEOUT REPORT

Site Name:

Project Name:

Work Area Location:

Order Number:
P-11-01-DC-0107

Project Date (s):

Sampling Conducted:

Project Description:

New Executive Office Building

Fan Coil Unit Replacement Project - Chilled Water / Hot Water
Supply Line Access Door Installation, Asbestos Hazard Reduction

5" Floor 5226 - 5236, Even Room Risers 54A to 64A, Work Areas
A,B,C,D,E F &G

Contract Number: ACT Number:
GS11POOMQDO0O098 P02642534

February 23, 24, 2001

Pre-abatement, Area, Work Area, Remote, and Final Clearance
Monitoring - PCM Analysis (NIOSH 7400 Method)

Industrial Hygiene Technologies, Inc. (IHT) was retained to
conduct asbestos abatement project monitoring and design
conformance control during the demolition of perimeter walls to
allow for future installation of perimeter wall plumbing access
doors associated with the New Executive Office Building Fan Coil
Unit replacement Project.

Hillian Brothers, Inc. was retained to erect mini-negative pressure
enclosures to be used in the demolition of perimeter plaster walls,
cleaning of plumbing chases, and removal of asbestos TSI, as
encountered. Known asbestos hazards associated with this
project include over-spray / delaminated spray applied asbestos
fire retardant, cementitious fittings, pipe insulation, and
contaminated debris. Hillian Brothers is utilizing asbestos
engineering controls to ensure demolition activities which may
disturb friable asbestos materials and contaminated debris within
the chases, do not contaminate adjacent office areas. When
encountered, asbestos is removed using wet methods.
Regardless of the existence of asbestos TSI on plumbing, each
chase area is presumed to be contaminated with asbestos fire
retardant, and decontaminated.

7220-U Telegraph Square Drive, Lorton, Virginia 22079  (703) 541-9015, Fax (703) 541-9019 Page 1



Industrial Hygiene Technologies, Inc. Report Prepared for:

Environmental & Industrial Hygiene Consultants

Project Description
Continued:

Deviations:

Asbestos Removed:

GSA, NCR, Service Delivery Support
Safety, Environmental, & Fire

7% & D Streets, SW

Room 2080

Washington, D.C. 20407

Work began at 6:45 pm, February 23, 2001. Preparation of the work
area, and pre-abatement monitoring were conducted. All work was
conducted as per abatement plan, with the exception of fan coil unit
decontamination. Fan coil units are protected and covered during
these operations. Work to clean fan coil units will take place during
another phase of the project.

The following work shift began at 6:15am, February 24, 2001 and
involved lock-out / tag-out of the HVAC systems, additional
preparations, demolition of perimeter walls, decontamination of wall
chases, and removal of cementitious fittings.

IHT conducted sampling in each of 7 mini-containments (A, B, C, D,
E, F, &G), within each separate office, at AFD Exhaust, remotely
within adjacent hallways, outside the work area, and on the floors
above and below. The sampling plan was developed by Mark
Sovich, Michael MacCabe, and Ryan Reed during a pre-work
walkthrough conducted February 9, 2001. The sampling plan
involves assessment of each functional area of abatement, within
the control areas, staging areas, AFD exhaust, and remotely such
that the “sampling train” is sufficient to rapidly assess and delineate
fiber migration, should a fiber release episode occur during the
operation. Immediate analysis of samples mid and end of shift is
conducted to ensure safety of un-protected workers outside of the
control area, and rapid response to fiber release.

Work was completed and contractors fully demobilized by 6:15 PM
02/24/01. All work was completed as per modified scope of work /
abatement plan, with no elevated fiber concentrations reported
outside of the control area. Final clearance was achieved within
each NPE with all results reported below 0.01 F/cc.

The GSA scope of work specifies cleaning of the Fan Coil Units.
This work will be conducted during a future phase of the project. Due
to the size of each mini-containment, 2 final clearance samples were
utilized to clear each containment. This is a deviation from the GSA
clearance protocol, but in conformance with District of Columbia
Asbestos Regulation. Deviation was taken as the change was in
compliance with applicable regulations, provided adequate
assessment for completion, facilitated timely project completion, and
provided significant overall cost savings for the client.

Overspray and fire retardant debris was removed from each wall
penetration. Each pipe chase penetration, and 7 NPE’s were fully
decontaminated and encapsulated. A total of 13 cementitious
fittings were removed.
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:

CLIENT: GSA, NCR, SDS, WPYG
P02642534

BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 23 Feb 01

REMOVAL CONTRACTOR: Hillian Brothers MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

CONTRACTOR SUPERVISOR: silvio Argueta

TIME START: 1845 TIME COMPLETE:2215

ABATEMENT SCOPE OF WORK: Prep work for Class | removal operations

TYPE OF ASBESTOS Category 1 Friable | QTY. OF ASBESTOS Unknown

MATERIAL TO BE ABATED MATERIAL TO BE

ABATED
OSHA ACTIVITY CLASS | X CLASS I CLASS 1l CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS

WORK SITE BARRIER TAPE TO ISOLATE STAGING AREA AND DECON X- Prep Work

ISOLATION
FULL CONTAINMENT X- Prep Work
NEGATIVE PRESSURE -0.02 MINIMUM X- Prep Work
FOUR AIR CHANGES PER HOUR X- Prep Work
CRITICAL BARRIERS INTACT (DUCTS, WINDOWS, DOORS, ALL X- Prep Work
PENETRATIONS)
FLOOR COVERED X- Prep Work
WALLS COVERED X- Prep Work
AREA VENTILATION OFF & VENTS COVERED X- Prep Work
GLOVEBAGS SMOKE TESTED AND FOUND SATISFACTORY X- Prep Work

SIGNAGE CAUTION SIGNS AT STAGING AREA X- Prep Work
OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X- Prep Work
WASTE CONTAINERS LABELED PER NESHAP & GENERATOR X- Prep Work
HVAC SYSTEM TAGGED OUT X- Prep Work
NO SMOKING, EATING OR DRINKING IN THE WORK AREA X- Prep Work

Page 1 of 7

s

Training Cert./ License No:

Signature of inspector/Project Monitor: Date: 23 Feb 01

Ryan S. Reed
(Print/Type)

Project Monitor: 01-0104

(Print/Type)
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

Signature of Inspector/Project Monitor:

Project Monitor:

B

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 23 Feb 01
MARK W/ X, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
INSPECTION HIGH-SPEED ABRASIVE DISC SAWS, COMPRESSED AIR, DRY X- Prep Work
SWEEPING, SHOVELING, EMPLOYEE ROTATION - NOT TO BE USED
LABELED WASTE CONTAINERS ON SITE X- Prep Work
HEPA VACUUM FOUND WORKING AND ACCEPTABLE X- Prep Work
ACCESS TO WATER FOR WET METHODS X- Prep Work
AIRLESS SPRAYER WORKING AND IN WORK AREA X- Prep Work
WORKER DISPOSABLE COVERALLS & BOOT COVERS X- Prep Work
PROTECTION
PROPER NIOSH RESPIRATORS X- Prep Work
TYPE RESPIRATOR:
FILTER:
HEAD PROTECTION X- Prep Work
EYE PROTECTION X- Prep Work
SHOWERS FUNCTIONING X- Prep Work
HOT AND COLD RUNNING WATER X- Prep Work
WATER COLLECTION / FILTERING DEVICE FUNCTIONAL X- Prep Work
WORK HABITS { HOUSE KEEPING - MATERIALS AND EQUIPMENT STORED. LOCKERS | X
AND PERSONAL ITEM CONTAINERS
SAFETY COMPETENT PERSON HAS CONDUCTED A SAFETY MEETING X
MEETING
BASELINE BASELINE MONITORING CONDUCTED PRIOR TO START OF X
MONITORING PREPARATIONS
PROJECT PROJECT DESIGN ON SITE, AND ALL PREPARATIONS COMPLETED IN | X
DESIGN ACCORDANGE WITH DESIGN
DOCUMENTS NOTIFICATION, PERMIT, ABATEMENT PLAN, CONTRACTOR LICENSE, X
SUPERVISOR LICENSE, WORKER LICENSE, TRAINING, & MEDICAL,
FIT TEST DOCUMENTATION ON SITE AND IN ORDER
Page 2 of 7

Date: 23 Feb 01

Ryan S. Reed

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 23 Feb 01

MARK W/ X, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

DAILY LOG OF EVENTS
Remediation Activities
1845:Hillian on site New Executive Office Building 725 17™ Street NW Washington DC . Silvio Argueta, Hillian
superintendent informs IHT that Hillian shall be commencing prepwork for ACM Class | removal operations
using Mini-Containments, hand tools, and wet methods. These removal activities are to occur in 5™ Floor

5226 - 5236 Even Rooms Risers 54A to 64A Mini-Containment Work Area's A, B, C, D, E, F, & G.

1935: Hillian workers mobilize and commence prepwork in 5™ Floor 5226 - 5236 Even Rooms Risers 54A to 64A Mini-
Containment Work Area's A, B,C, D, E, F, & G.

2145; Hillian workers halt prep work operations. Hillian to return to site tomorrow 2/24/01 @ 6:30AM to continue
prepwork operations and commence demolition and decontamination with potential TSI fitting removal.

2200: Hillian departed the site.
Sampling
1830: IHT on site to perform area air monitoring and abatement quality control.
1920: IHT began sampling.
2200: IHT completed sampling. IHT off site.
Inspections
No inspections necessary.
Comments
Hillian Prepwork operations proceeded without incident.

PCM pre abatement air sample analysis preformed: IHT reported no elevated sample results: All area samples
reported airborne fiber concentration levels below 0.01 fibers/cc. Deemed Satisfactory.

Page 3 of 7
Signature of Inspector/Project Monitor; 7:——2 Date: 23 Feb 01
Project Monitor: Rvan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG

ORDER CONTRACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQDO0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 23 Feb 01

Microscopist:

T

PCM SAMPLE LOG

Signature of Inspector/Project Monitor:

Project Monitor: Ryan S. Reed

i

Date: 23 Feb 01

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type})

Training Cert./ License No:

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019

(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters | Fibers/ Fiber /
Type elapsed 100 fields cc
on off on off
2534-022301-01RR PRE New Executive Office Building: 10.0 | 10.0 | 7:22 9:27 125 1250 9.0 0.004
Hall adj to Room 5218 PM PM
2534-022301-02RR PRE New Executive Office Building: 10.0 | 10.0 | 7:25 9:28 123 1230 10.0 0.004
Hall adj to Room 5236 PM PM
2534-022301-03RR PRE New Executive Office Building: 10.0 | 10.0 7:31 9:32 121 1210 12.5 0.005
Room 5226 adj to Riser 63A -64A PM PM
Work Area A
2534-022301-04RR PRE New Executive Office Building: 10.0 | 10.0 | 7:31 9:32 121 1210 14.0 0.006
Room 5226 adj to Riser 63A-64A PM PM
Work Area A
2534-021601-05RR PRE New Executive Office Building: 10.0 | 10.0 7:34 9:35 121 1210 15.0 0.006
Room 5228 adj to Riser 62A-63A PM PM
Work Area B
Page 4 of 7




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 23 Feb 01
— PCM SAMPLE LOG
Microscopist:
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-022301-06RR PRE New Executive Office Building: 10.0 | 10.0 7:34 9:35 121 1210 16.5 0.007
Room 5228 adj to Riser 62A-63A PM PM
Work Area B
2534-022301-07RR PRE New Executive Office Building: 10.0 | 10.0 7:36 9:38 122 1220 13.0 0.005
Room 5230 adj to Riser 60A-61A PM PM
Work Area C
2534-022301-08RR PRE New Executive Office Building: 10.0 | 10.0 7:36 9:38 122 1220 15.5 0.006
Room 5230 adj to Riser 60A-61A PM PM
Work Area C
2534-022301-09RR PRE New Executive Office Building: 10.0 | 10.0 7:41 9:44 123 1230 8.5 0.003
Room 5236 adj to Riser 60A PM PM
Work Area D
Page 5 of 7
Signature of inspector/Project Monitor: //_—4?—:_; Date: 23 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 23 Feb 01
Microscopist:
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-022301-10RR PRE New Executive Office Building: 10.0 | 10.0 7:41 9:44 123 1230 9.0 0.004
Room 5236 adj to Riser 60A PM PM
Work Area D
2534-022301-11RR PRE New Executive Office Building: 10.0 | 10.0 7:47 9:48 121 1210 12.5 0.005
Room 5236 adj to Riser 56A-59A PM PM
Work Area E
2534-022301-12RR PRE New Executive Office Building: 10.0 | 10.0 7.47 9:48 121 1210 13.5 0.005
Room 5236 adj to Riser 56A-59A PM PM
Work Area E
2534-022301-13RR PRE New Executive Office Building: 10.0 | 10.0 7:52 9:56 124 1240 16.0 0.006
Room 5236 adj to Riser 55A PM PM
Work Area F
Page 6 of 7
Signature of Inspector/Project Monitor: 7“;?_2 Date: 23 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11P0OMQD0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01
Microscopist:
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-022401- POST New Executive Office Building: 10.0 | 10.0 | 11:10 1:10 120 1200 3.5 <0.003
30RR Room 5236 adj to Riser 54A Work AM PM
Area G inside Mini-Containment
2534-022401- POST New Executive Office Building: 10.0 | 10.0 | 11:10 1:10 120 1200 4.0 <0.003
31RR Room 5236 adj to Riser 54A Work AM PM
Area G inside Mini-Containment
2534-022401- POST New Executive Office Building: 10.0 | 10.0 | 11:08 1:08 120 1200 20 <0.003
32RR Room 5236 adj to Riser 55A Work AM PM
Area F inside Mini-Containment
2534-022401- POST New Executive Office Building: 10.0 | 10.0 | 11:08 1:08 120 1200 3.0 <0.003
33RR Room 5236 adj to Riser 55A Work AM PM
Area F inside Mini-Containment
Page 2 of 5
Signature of Inspector/Project Monitor: //—:;"7’_; Date: 24 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD00S8 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01
Microscopist:
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber/
Type elapsed 100 fields cc
on off on off
2534-022401- POST New Executive Office Building: 10.0 | 10.0 | 11:02 1:02 120 1200 1.0 <0.003
34RR Room 5236 adj to Riser 56A-59A AM PM
Work Area E inside Mini-
Containment
2534-022401- POST New Executive Office Building: 10.0 | 10.0 | 11:.02 1:02 120 1200 25 <0.003
35RR Room 5236 adj to Riser 56A-59A AM PM
Work Area E inside Mini-
Containment
2534-022401- POST New Executive Office Building: 10.0 | 10.0 1:56 3:56 120 1200 1.0 <0.003
36RR Room 5236 adj to Riser 60A Work PM PM
Area D inside Mini-Containment
2534-022401- POST New Executive Office Building: 10.0 | 10.0 1:56 3:56 120 1200 1.5 <0.003
37RR Room 5236 adj to Riser 60A Work PM PM
Area D inside Mini-Containment
Page 3 of 5
Signature of Inspector/Project Monitor: //’—;"7’_; Date: 24 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01
Microscopist:
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-022401- POST New Executive Office Building: 10.0 | 10.0 1:59 3:59 120 1200 4.5 <0.003
38RR Room 5230 adj to Riser 60A-61A PM PM
Work Area C inside Mini-
Containment
2534-022401- POST New Executive Office Building: 10.0 | 10.0 1:59 3:59 120 1200 5.0 <0.003
39RR Room 5230 adj to Riser 60A-61A PM PM
Work Area C inside Mini-
Containment
2534-022401- POST New Executive Office Building: 10.0 | 10.0 2:03 4:03 120 1200 8.0 0.003
40RR Room 5228 adj to Riser 62A-63A PM PM
Work Area B inside Mini-
Containment
Page 4 of 5
Signature of Inspector/Project Monitor: 7‘7’_2 Date: 24 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER

CONTRACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQDO0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01

Microscopist:

—=—=—_—— PCMSAMPLE LOG

Signature of Inspector/Project Monitor:

=

Date: 24 Feb 01

Project Monitor: Ryan S. Reed
(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019

(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-022401- POST New Executive Office Building: 10.0 | 10.0 2:03 4:03 120 1200 10.5 0.004
41RR Room 5228 adj to Riser 62A-63A PM PM
Work Area B inside Mini-
Containment
2534-022401- POST New Executive Office Building: 10.0 | 10.0 3:44 5:44 120 1200 6.0 <0.003
42RR Room 5226 adj to Riser 63A -64A PM PM
Work Area A inside Mini-
Containment
2534-022401- POST New Executive Office Building: 10.0 | 10.0 3:.44 5:44 120 1200 55 <0.003
43RR Room 5226 adj to Riser 63A -64A PM PM
Work Area A inside Mini-
Containment
Page 5 of 5




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534

BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01

REMOVAL CONTRACTOR: Hillian MONITORING CONTRACTOR:

INDUSTRIAL HYGIENE TECHNOLOGIES, INC.
CONTRACTOR SUPERVISOR: Juan A. Giron

TIME START: 0615 TIME COMPLETE: 1845

ABATEMENT SCOPE OF WORK: Demolition, Decontamination w/ possible TSI removal

TYPE OF ASBESTOS N/A QTY. OF ASBESTOS N/A
MATERIAL ABATED MATERIAL ABATED
OSHA ACTIVITY CLASS | CLASS I CLASS Il CLASS IV

CLASSIFICATION

DESCRIBE SPECIFIC WORK AREA INSPECTED: NEOB: 5™ Floor 5221 - 5235 Odd Rooms Risers 42A to
53A Mini-Containment Work Area's A, B, & C.

TOTAL SQUARE FOOTAGE OF WORK AREA: 7 Mini-Containments (E- 100ft?)( G- 60ft?) (F -20ft?)
(D- 40ft?) (C- 40ft?)(B- 40ft?) (A -40ft?)

FINAL CLEARANCE (AHERA, PCM, NIOSH 7402, AGGRESSIVE): PCM

INSPECTION ACTIVITY TO BE WITHIN PROBLEMS ENCOUNTERED
CATEGORY CHECKED LIMITS
Residual Dust / Floor YES
Debris
Horizontal Surfaces YES
Pipes YES
Ventilation Equip. YES
Ductwork N/A
Registers N/A
Lights N/A
Other N/A

(The above guestions are to be answered “YES” or “Problem Encountered Noted”.)

See Asbestos Abatement Monitoring Checklist and Log of Events- Daily Log of Events for details
concerning project.

Page 1 of 5
Signature of Inspector/Project Monitor: //';"7’-_/‘2— Date: 24 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079  (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER

NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11P0OOMQDO098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE:

23 Feb 01

Microscopist:

s =

PCM SAMPLE LOG

Signature of Inspector/Project Monitor:

Project Monitor;

Ryan S. Reed

e

Date: 23 Feb 01

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019

(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on oft
2534-022301-14RR PRE New Executive Office Building: 10.0 | 10.0 7:52 9:56 124 1240 14.0 0.006
Room 5236 adj to Riser 55A PM PM
Work Area F
2534-022301-15RR PRE New Executive Office Building: 10.0 | 10.0 7:49 9:54 125 1250 13.0 0.005
Room 5236 adj to Riser 54A PM PM
Work Area G
2534-022301-16RR PRE New Executive Office Building: 10.0 | 10.0 7:49 9:54 125 1250 11.5 0.005
Room 5236 adj to Riser 54A PM PM
Work Area G
Page 7 of 7




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER

NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DG

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 24 Feb 01

REMOVAL CONTRACTOR: Hillian

CONTRACTOR SUPERVISOR: Juan A. Giron

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME ON SITE: 0630 TIME OFF SITE: 1830

TIME ON SITE: 0615 TIME OFF SITE: 1830

ABATEMENT SCOPE OF WORK: Demolition, Decontamination w/ TS| removal

GENERAL SHIFT WORK PLAN: (7) Mini-Containments w/ Non-ACM demolition & ACM decontamination

TYPE AND QUANTITY OF ASBESTOS REMOVED THIS SHIFT: (7) ACM Hard Piaster Fitting on Elbows

OSHA ACTIVITY | CLASSI X CLASS I CLASS Il X CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN | PROBLEMS
CATEGORY LIMITS | ENCOUNTERED
WORK SITE | BARRIER TAPE N/A
ISOLATION FULL CONTAINMENT Mini(s)

NEGATIVE PRESSURE -0.02 MINIMUM X

FOUR AIR CHANGES PER HOUR X

FLOOR COVERED X

WALLS COVERED X

CRITICAL BARRIERS INTACT X

AREA VENTILATION OFF & VENTS COVERED X

NEGATIVE PRESSURE GLOVEBAG USED N/A
SIGNAGE CAUTION SIGNS AT STAGING AREA X

OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X

WASTE CONTAINERS LABELED PER NESHAP & GENERATOR X

HVAC TAG OUT X

MARK W/ X - EXPLAIN IN NOTES, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

Signature of Inspector/Project Monitor:

T =

Page 1 of 13

Date: 24 Feb 01

Ryan S. Reed
(Print/Type)

Project Monitor:

7220-U Telegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No:____01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS
CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01
INSPECTION ACTIVITY TO BE CHECKED WITHIN LIMITS | PROBLEMS
CATEGORY ENCOUNTERED
WORK PRACTICES HIGH-SPEED TOOLS, COMPRESSED AIR, X
DRY SWEEPING, SHOVELING, EMPLOYEE
ROTATION NOT IN USE
REMOVED MATERIAL PROPERLY BAGGED X
WASTE REMOVED PRIOR TO SHIFT END X
HEPA VACUUM IN USE X
MATERIAL KEPT WET / USE OF WET X
METHODS
AIRLESS SPRAYER IN USE X (Hudson
Sprayer)
OSHA COMPLIANT GLOVEBAG PROCEDURE N/A
WORKER DISPOSABLE CLOTHING USED ONCE X
PROTECTION
PROPER NIOSH RESPIRATORS X
TYPE RESPIRATOR:
FILTER: 2 Face APR P-100
PROPER DECON SEQUENCE FOLLOWED X
SHOWERS FUNCTIONING N/A
HOT AND COLD RUNNING WATER N/A
USED EACH DEPARTURE X
WATER COLLECTED & FILTERED PROPERLY | X
WORK HABITS IN NO SMOKING, EATING OR DRINKING IN THE X
WORK AREA WORK AREA
DOCUMENTS NOTIFICATION, PERMIT, ABATEMENT PLAN, X
CONTRACTOR LICENSE, SUPERVISOR
LICENSE, WORKER LICENSE, TRAINING, &
MEDICAL, FIT TEST DOCUMENTATION ON
SITE AND IN ORDER
Page 2 of 13
Signature of Inspector/Project Monitor: 7?_: - Date: 24 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01

MARK W/ X - EXPLAIN IN NOTES, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

DAILY LOG OF EVENTS
Remediation Activities

0615:Hillian on site New Executive Office Building 725 17™ Street NW Washington DC . Juan A. Giron Hillian
superintendent informs IHT that Hillian shall be commencing demolition and decontamination operations with
the potential for ACM Class | removal operations using Mini-Containments, hand tools, and wet methods.
These removal activities are to occur in 5™ Floor 5226 - 5236 Even Rooms Risers 54A to 64A Mini-
Containment Work Area's A, B, C, D, E, F, & G. Hillian has been contracted to cut out (17) 2'x2' sections of
non-ACM plaster wali per riser at the general location of the fittings associated with the Fan Coil Unit with a
Mini-Containment. Spray-On Surfacing material is located above the position of the cut and there is the
possibility of TS! hard plaster fittings on the elbows. Hillian has been contracted to conduct decontamination
operations for Spray-On Surfacing Material Debris and possible TSI fitting removal once the access panels
have been cut. All debris to be disposed of as regulated ACM waste in EPA approved landfill.

0645: Hillian workers mobilize and continue prepwork in 5™ Floor 5226 - 5236 Even Rooms Risers 54A to 64A Mini-
Containment Work Area's A, B, C, D, E, F, & G. Hillian expects to be ready to commence removal operations
around 7:30".

0720: IHT reviews Hillian Brothers paperwork ie. (DC licenses, training, physicals, and fit tests). IHT notes that Hillian
does not possesses fit test on site. IHT contacts Hillian Brothers Project Manager Paul Goodier to discuss
issue. Hillian informs IHT that Hillian air monitoring contractor to conduct fit test this morning. Deemed
satisfactory.

0730: Hillian workers commence demolition operations in 5™ Floor Room 5236 adj to Riser 56A-59A Mini-Containment
Work Area E.

0840: Hillian workers commence demolition operations in 5™ Floor Room 5236 adj to Riser 54A Mini-Containment
Work Area G & Room 5236 adj to Riser 55A Mini-Containment Work Area F.

0935: Hillian workers commence demolition operations in 5™ Floor Room 5236 adj to Riser 60A Mini-Containment
Work Area D.

1045: Hillian workers commence demolition operations in 5™ Floor Room 5230 adj to Riser 60A-61A Mini-Containment
Work Area C.

1105: Hillian workers commence demolition operations in 5™ Floor Room 5228 adjto Riser 62A-63A Mini-Containment

Page 3 of 13
Signature of Inspector/Project Monitor: ~ 7= Date: 24 Feb 01
Project Monitor:; Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01
Work Area B.

1235-1330: Hillian Break

1410: Hillian workers commence demolition operations in 5™ Floor Room 5226 Risers 63A-64A Mini-Containment
Work Area A.

1515: Hillian workers complete demolition and decontamination operations in 5™ Floor Room 5226 Risers 63A-64A
Mini-Containment Work Area A. Hillian informs IHT that Hillian encountered a total of (13) TSI fittings.

1830: Hillian departed the site.

Sampling

0615: IHT on site to perform area air monitoring and abatement quality control.
0700: IHT began sampling.

1830: IHT completed sampling. IHT off site.

Inspections

0705-0730: IHT conducts pre-commencement inspection of Room 5236 adjto Riser 56A-59A Mini-Containment Work
Area E; Room 5236 adj to Riser 55A Mini-Containment Work Area F; and Room 5236 adj to Riser 54A Mini-
Containment Work Area G. [HT notes that Hillian has set up a Mini-Containment, with single layer Critical
Barrier, Drop Layer of Poly, AFD in operation, signs & DCON bucket in place. Deemed satisfactory Hillian
authorized to commence demolition & decontamination operations in Mini-Containment E, F & G.

0920: IHT conduct pre-sealant inspection of Room 5236 adj to Riser 56A-59A Mini-Containment Work Area E. IHT
notes area free of visible ACM dust and debris. Hillian supervisor informs IHT that Hillian workers encountered
and removed (5)TSI fittings during demolition and decontamination operations. Deemed satisfactory. Hillian
authorized to encapsulate work area.

0930: IHT conducts pre-commencement inspection of Room 5236 adj to Riser 60A Mini-Containment Work Area D.
IHT notes that Hillian has set up a Mini-Containment, with single layer Critical Barrier, Drop Layer of Poly, AFD
in operation, signs & DCON bucket in place. Deemed satisfactory Hillian authorized to commence demolition
& decontamination operations in Mini-Containment D.

0950: IHT conduct pre-sealant inspection of Room 5236 adj to Riser 54A Mini-Containment Work Area G. IHT notes
area NOT free of visible ACM dust and debris. IHT noted ACM surfacing material debris on top of fiberglass
pipeline. Deemed UN-satisfactory. Hillian directed to re-clean work area.
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Signature of Inspector/Project Monitor: %_: : Date: 24 Feb 01
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01

0955: IHT conduct pre-sealant inspection of Room 5236 adj to Riser 55A Mini-Containment Work Area F. {HT notes
area free of visible ACM dust and debris. Hillian supervisor informs IHT that Hillian worker did not encounter
any TSI fittings. Deemed satisfactory. Hillian authorized to encapsulate work area.

1005: IHT conduct pre-sealant inspection of Room 5236 adj to Riser 54A Mini-Containment Work Area G. IHT notes
area free of visible ACM dust and debris. Hillian supervisor informs [HT that Hillian workers encountered and
removed (2)TSI fittings during demolition and decontamination operations. Deemed satisfactory. Hillian
authorized to encapsulate work area.

1030-1100: IHT conducts pre-commencement inspection of Room 5230 adj to Riser 60A-61A Mini-Containment Work
Area C and Room 5228 adj to Riser 62A-63A Mini-Containment Work Area B. IHT notes that Hillian has set
up a Mini-Containment, with single layer Critical Barrier, Drop Layer of Poly, AFD in operation, signs & DCON
bucket in place. Deemed satisfactory Hillian authorized to commence demolition & decontamination operations
in Mini-Containment B & C.

1135: IHT conduct pre-sealant inspection of Room 5236 adj to Riser 60A Mini-Containment Work Area D. IHT notes
area free of visible ACM dust and debris. Hillian supervisor informs IHT that Hillian worker did not encounter
any TSI fittings. Deemed satisfactory. Hillian authorized to encapsulate work area.

1205: IHT conduct pre-sealant inspection of Room 5230 adj to Riser 60A-61A Mini-Containment Work Area C. IHT
notes area free of visibie ACM dust and debris. Hillian supervisor informs IHT that Hillian worker did not
encounter any TSI fittings. Deemed satisfactory. Hillian authorized to encapsulate work area.

1215: IHT conduct pre-sealant inspection of Room 5228 adj to Riser 62A-63A Mini-Containment Work Area B. IHT
notes area free of visible ACM dust and debris. Hillian supervisor informs IHT that Hillian worker did not
encounter any TSI fittings. Deemed satisfactory. Hillian authorized to encapsulate work area.

1410: IHT conducts pre-commencement inspection of Room 5226 adj to Riser 63A-64A Mini-Containment Work Area
A. IHT notes that Hillian has set up a Mini-Containment, with single layer Critical Barrier, Drop Layer of Poly,
AFD in operation, signs & DCON bucket in place. Deemed satisfactory Hillian authorized to commence
demolition & decontamination operations in Mini-Containment A.

1500: IHT conduct pre-sealant inspection of Room 5226 adj to Riser 63A-64A Mini-Containment Work Area A. IHT
notes area free of visible ACM dust and debris. Hillian supervisor informs IHT that Hillian worker did not
encounter any TSI fittings. Deemed satisfactory. Hillian authorized to encapsulate work area.

Comments
ACM Class | demolition and decontamination operations in proceeded without incident. PCM air sample

analysis preformed: IHT reported no elevated sample results: All area samples outside 5™ Floor 5226 - 5236
Even Rooms Risers 54A to 64A Mini-Containment Work Area's A, B, C, D, E, F, & G reported airborne fiber
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Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Sireet NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01

concentration levels below 0.01 fibers/cc. IHT notes that a significant amount of PCM area samples located
inside the various work areas were overloaded. IHT recommends that Hillian employ an airless sprayer during
demolition operations.

PCM post abatement air sample analysis preformed: IHT reported no elevated sample results: All area
samples inside 5™ Floor 5226 - 5236 Even Rooms Risers 54A to 64A Mini-Containment Work Area's A, B,
C, D, E, F, & G work areas reported airborne fiber concentration levels below 0.01 fibers/cc. Deemed
Satisfactory. IHT authorizes Hillian to tear down 5™ Floor 5226 - 5236 Even Rooms Risers 54A to 64A Mini-
Containment Work Area's A, B, C, D, E, F, & G.
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Signature of Inspector/Project Monitor: —~ E = Date: 24 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG

ORDER

CONTRACT NUMBER:

ACT NUMBER:

NUMBER: P-11-01-DC-0101

GS11P0OMQD0098

P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 24 Feb 01

Microscopist:

P

PCM SAMPLE LOG

Signature of Inspector/Project Monitor:

Project Monitor:

Ryan S. Reed

s ==

Date: 24 Feb 01

7220-U Telegraph Square Drive, Lorton, Virginia 22079

{Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019

(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off
2534-022401- REM New Executive Office Building: Hall adj to 3.0 3.0 7:32 12:02 270 810 1.5 <0.004
01RR Room 4220 AM PM
2534-022401- REM New Executive Office Building: Room 3.0 3.0 7:28 11:58 270 810 3.0 <0.004
02RR 6228 AM AM
2534-022401- REM New Executive Office Building: Hall adj to 5.0 5.0 7:26 11:56 270 1350 6.0 <0.003
03RR Room 5218 AM AM
2534-022401- REM New Executive Office Building: Hall adj to 5.0 5.0 7:25 11:55 270 1350 7.5 0.003
04RR Room 5234 AM AM
2534-022401- DCON New Executive Office Building: Room 10.0 | 10.0 7:02 9:22 140 1400 11.0 0.004
05RR 5236 adj to Riser 56A-59A Work Area & AM AM
DCON Clean Room
Page 7 of 13




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

ORDER
NUMBER: P-11-01-DC-0101

CLIENT: GSA, NCR, SDS, WPYG

CONTRACT NUMBER:
GS11POOMQDO0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 24 Feb 01

=

Microscopist:

PCM SAMPLE LOG

T T

Signature of Inspector/Project Monitor:

Date: 24 Feb 01

Project Monitor: Ryan S. Reed

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No:

01-0104
(Print/Type)

(703) 541-9015, Fax (703) 541-9019

(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off
2534-022401- CB New Executive Office Building: Room 10.0 | 10.0 7:02 9:22 140 1400 9.0 0.003
06RR 5236 adj to Riser 56A-59A Work Area E AM AM
critical barrier adj to DCON
2534-022401- STA New Executive Office Building: Room 3.0 3.0 7:11 9:31 140 420 Particle Sample
07RR 5236 adj to Riser 56A-59A Work Area E AM AM Overload Void
inside Mini-Containment
2534-022401- DCON New Executive Office Building: Room 10.0 | 10.0 7:06 9:56 170 1700 15.5 0.004
08RR 5236 adj to Riser 55A Work Area F AM AM
DCON Clean Room
2534-022401- CB New Executive Office Building: Room 10.0 | 10.0 7:06 9:56 170 1700 9.5 0.003
09RR 5236 adj to Riser 55A Work Area F critical AM AM
barrier adj to DCON
Page 8 of 13




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

Mini-Containment

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 | GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01
—= PCM SAMPLE LOG
Microscopist:
(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off
2534-022401- STA New Executive Office Building: Room 3.0 3.0 712 9:57 165 495 Particle Sample
10RR 5236 adj to Riser 55A Work Area F AM AM Overload Void
DCON Clean Room
2534-022401- DCON New Executive Office Building: Room 10.0 | 10.0 7:09 10:07 178 1780 17.5 0.005
11RR 5236 adj to Riser 54A Work Area G AM AM
critical barrier adj to DCON
2534-022401- CB New Executive Office Building: Room 10.0 | 10.0 | 7:.09 10:07 178 1780 13.5 0.004
12RR 5236 adj to Riser 54A Work Area G inside AM AM
Mini-Containment
2534-022401- STA New Executive Office Building: Room 3.0 3.0 7:13 10:13 180 540 36.0 0.033
13RR 5236 adj to Riser 54A Work Area G inside AM AM

Page 9 of 13
Signature of Inspector/Project Monitor: ~ = Date: 24 Feb 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01
= PCM SAMPLE LOG
Microscopist:
(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off

2534-022401- DCON New Executive Office Building: Room 10.0 | 10.0 | 9:24 11:14 110 1100 145 0.006

14RR 5236 adj to Riser 60A Work Area D AM AM

DCON Clean Room

2534-022401- CB New Executive Office Building: Room 10.0 | 10.0 9:24 11:14 110 1100 8.5 0.004

15RR 5236 adj to Riser 60A Work Area D AM AM

critical barrier adj to DCON

2534-022401- STA New Executive Office Building: Room 3.0 3.0 9:21 11:11 110 330 35.5 0.053

16RR 5236 adj to Riser 60A Work Area D inside AM AM

Mini-Containment

2534-022401- REM New Executive Office Building: Hall adj to 3.0 3.0 12:02 | 3:32 210 630 1.5 <0.005

17RR Room 4220 PM PM
2534-022401- REM New Executive Office Building: Room 3.0 3.0 11:58 3:32 214 642 2.0 <0.005

18RR 6227 AM PM

Page 10 of 13
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Training Cert./ License No:

Signature of Inspector/Project Monitor: Date: 24 Feb 01

Ryan S. Reed
(Print/Type)

Project Monitor: 01-0104

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG

ORDER

CONTRACT NUMBER:

ACT NUMBER:

NUMBER: P-11-01-DC-0101

GS11POOMQD0098

P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 24 Feb 01

Microscopist:

P e

PCM SAMPLE LOG

(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber/
Number Type elapsed 100 fields cc
on off on off
2534-022401- REM New Executive Office Building: Hall adjto | 5.0 5.0 11:56 | 3:26 210 1050 5.0 <0.003
19RR Room 5218 AM PM
2534-022401- REM New Executive Office Building: Hall adjto | 5.0 5.0 11:55 | 3:25 210 1050 6.5 <0.003
20RR Room 5234 AM PM
2534-022401- DCON New Executive Office Building: Room 10.0 | 10.0 | 10:32 | 12:12 100 1000 14.5 0.007
21RR 5230 adj to Riser 60A-61A Work Area C AM PM
DCON Clean Room
2534-022401- CB New Executive Office Building: Room 10.0 | 10.0 | 10:32 | 1212 100 1000 10.5 0.005
22RR 5230 adj to Riser 60A-61A Work Area C AM PM
critical barrier adj to DCON
2534-022401- STA New Executive Office Building: Room 3.0 3.0 10:28 | 12:08 100 300 Particle Sample
23RR 5230 adj to Riser 60A-61A Work Area C AM PM Overload Void
inside Mini-Containment

Signature of Inspector/Project Monitor:

Project Monitor:

Ryan S. Reed

T =
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Date: 24 Feb 01

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)}

(703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 | GS11P0OMQD0098 P02642534

BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC

27RR 5226 adj to Riser 63A -64A Work Area A PM PM
DCON Clean Room

PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01
Microscopist:
(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off
2534-022401- DCON New Executive Office Building: Room 10.0 | 10.0 | 10:56 | 12:16 80 800 14.0 0.009
24RR 5228 adj to Riser 62A-63A Work Area B AM PM
DCON Clean Room
2534-022401- CB New Executive Office Building: Room 10.0 | 10.0 | 10:56 | 12:16 80 800 7.0 0.004
25RR 5228 adj to Riser 62A-63A Work Area B AM PM
critical barrier adj to DCON
2534-022401- STA New Executive Office Building: Room 3.0 3.0 10:28 | 12:18 110 330 20.5 0.030
26RR 5228 adj to Riser 62A-63A Work Area B AM PM
inside Mini-Containment
2534-022401- DCON New Executive Office Building: Room 10.0 | 10.0 1:51 3:06 75 750 13.5 0.009
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQDO0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 24 Feb 01

Microscopist:

T ==

PCM SAMPLE LOG

(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off
2534-022401- CB New Executive Office Building: Room 10.0 | 10.0 1:51 3:06 75 750 10.0 0.007
28RR 5226 adj to Riser 63A -64A Work Area A PM PM
critical barrier adj to DCON
2534-022401- STA New Executive Office Building: Room 3.0 3.0 1:06 3:06 120 360 36.5 0.050
29RR 5226 adj to Riser 63A -64A Work Area A PM PM
inside Mini-Containment

Signature of Inspector/Project Monitor:

Project Monitor:

Ryan S. Reed

G

Page 13 of 13

Date: 24 Feb 01

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT

CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER
NUMBER: P-11-01

-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 24 Feb 01

REMOVAL CONTRACTOR: Hillian

CONTRACTOR SUPERVISOR: Juan A. Giron

MONITORING CONTRACTOR:

INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME START: 0615

TIME COMPLETE: 1815

ABATEMENT SCOPE OF WORK: Prep work for potential Class | removal operations

T s

Signature of Inspector/Project Monitor:

Project Monitor: Ryan S. Reed
(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virgin

Training Cert./ License No:

ia 22079

TYPE OF ASBESTOS Category 1 Friable | QTY. OF ASBESTOS Unknown
MATERIAL TO BE ABATED MATERIAL TO BE
ABATED
OSHA ACTIVITY CLASS | X CLASS Il CLASS il X CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
WORK SITE BARRIER TAPE TO ISOLATE STAGING AREA AND DECON N/A
ISOLATION
FULL CONTAINMENT MINI
NEGATIVE PRESSURE -0.02 MINIMUM X
FOUR AIR CHANGES PER HOUR X
CRITICAL BARRIERS INTACT (DUCTS, WINDOWS, DOORS, ALL X
PENETRATIONS)
FLOOR COVERED X
WALLS COVERED X
AREA VENTILATION OFF & VENTS COVERED X
GLOVEBAGS SMOKE TESTED AND FOUND SATISFACTORY N/A
SIGNAGE CAUTION SIGNS AT STAGING AREA X
OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X
WASTE CONTAINERS LABELED PER NESHAP & GENERATOR X
HVAC SYSTEM TAGGED OUT X
NO SMOKING, EATING OR DRINKING IN THE WORK AREA X
Page 1 of 3

Date: 24 Feb 01

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

Signature of Inspector/Project Monitor:

Project Monitor:

P

Ryan S. Reed Training Cert./ License No:

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 24 Feb 01
MARK W/ X, MARK NA IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
INSPECTION HIGH-SPEED ABRASIVE DISC SAWS, COMPRESSED AIR, DRY X
SWEEPING, SHOVELING, EMPLOYEE ROTATION - NOT TO BE USED
LABELED WASTE CONTAINERS ON SITE X
HEPA VACUUM FOUND WORKING AND ACCEPTABLE X
ACCESS TO WATER FOR WET METHODS X
AIRLESS SPRAYER WORKING AND IN WORK AREA X
WORKER DISPOSABLE COVERALLS & BOOT COVERS X
PROTECTION
PROPER NIOSH RESPIRATORS X
TYPE RESPIRATOR:__ 2 face APR
FILTER:___P-100
HEAD PROTECTION NO
EYE PROTECTION NO
SHOWERS FUNCTIONING N/A
HOT AND COLD RUNNING WATER N/A
WATER COLLECTION/ FILTERING DEVICE FUNCTIONAL X
WORK HABITS | HOUSE KEEPING - MATERIALS AND EQUIPMENT STORED. LOCKERS | X
AND PERSONAL ITEM CONTAINERS
SAFETY COMPETENT PERSON HAS CONDUCTED A SAFETY MEETING X
MEETING
BASELINE BASELINE MONITORING CONDUCTED PRIOR TO START OF X
MONITORING PREPARATIONS
PROJECT PROJECT DESIGN ON SITE, AND ALL PREPARATIONS COMPLETED IN | X
DESIGN ACCORDANCE WITH DESIGN
DOCUMENTS | NOTIFICATION, PERMIT, ABATEMENT PLAN, CONTRACTOR LICENSE, | X
SUPERVISOR LICENSE, WORKER LICENSE, TRAINING, & MEDICAL,
FIT TEST DOCUMENTATION ON SITE AND IN ORDER
Page 2 of 3

Date: 24 Feb 01

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 24 Feb 01

MARK W/ X, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

See Asbestos Abatement Monitoring Checklist and Log of Events- for details concerning project.

Signature of Inspector/Project Monitor:

Project Monitor: Ryan S. Reed

T =

Page 3 of 3

Date: 24 Feb 01

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No:

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc. Report Prepared for:
Environmental & Industrial Hygiene Consultants GSA, NCR, Service Delivery Support

Safety, Environmental, & Fire
7" & D Streets, SW

Room 2080

Washington, D.C. 20407

PROJECT PROGRESS / CLOSEOUT REPORT

Site Name:

Project Name:

Work Area Location:

Order Number:
P-11-01-DC-0107

Project Date (s):

Sampling Conducted:

Project Description:

New Executive Office Building

Fan Coil Unit Replacement Project - Chilled Water / Hot Water
Supply Line Access Door Installation, Asbestos Hazard Reduction

5" Floor 5208 - 5216, Risers 37A to 39A, 71A to 80A, Work Areas
A B CDEF &G

Contract Number: ACT Number:
GS11POOMQD0098 P0O2642534

March 2,3, 2001

Pre-abatement, Area, Work Area, Remote, and Final Clearance
Monitoring - PCM Analysis (NIOSH 7400 Method)

Industrial Hygiene Technologies, Inc. (IHT) was retained to
conduct asbestos abatement project monitoring and design
conformance control during the demolition of perimeter walls to
allow for future installation of perimeter wall plumbing access
doors associated with the New Executive Office Building Fan Coll
Unit replacement Project.

Hillian Brothers, Inc. was retained to erect mini-negative pressure
enclosures to be used in the demolition of perimeter plaster walls,
cleaning of plumbing chases, and removal of asbestos TSI, as
encountered. Known asbestos hazards associated with this
project include over-spray / delaminated spray applied asbestos
fire retardant, cementitious fittings, pipe insulation, and
contaminated debris. Hillian Brothers is utilizing asbestos
engineering controls to ensure demolition activities which may
disturb friable asbestos materials and contaminated debris within
the chases, do not contaminate adjacent office areas. When
encountered, asbestos is removed using wet methods.
Regardless of the existence of asbestos TSI on plumbing, each
chase area is presumed to be contaminated with asbestos fire
retardant, and decontaminated.

7220-U Telegraph Square Drive, Lorton, Virginia 22079  (703) 541-9015, Fax (703) 541-9019 Page 1



Industrial Hygiene Technologies, Inc. Report Prepared for:
Environmental & Industrial Hygiene Consultants GSA, NCR, Service Delivery Support

Project Description
Continued:

Deviations:

Asbestos Removed:

Safety, Environmental, & Fire
7" & D Streets, SW

Room 2080

Washington, D.C. 20407

Work began at 6:45 pm, March 2, 2001. Preparation of the work
area, and pre-abatement monitoring were conducted. All work was
conducted as per abatement plan, with the exception of fan coil unit
decontamination. Fan coil units are protected and covered during
these operations. Work to clean fan coil units will take place during
another phase of the project.

The following work shift began at 6:15am, March 3, 2001 and
involved lock-out / tag-out of the HVAC systems, additional
preparations, demolition of perimeter walls, decontamination of wall
chases, and removal of cementitious fittings.

IHT conducted sampling in each of 7 mini-containments (A, B, C, D,
E, F, &G), within each separate office, at AFD Exhaust, remotely
within adjacent hallways, outside the work area, and on the floors
above and below. The sampling plan was developed by Mark
Sovich, Michael MacCabe, and Ryan Reed during a pre-work
walkthrough conducted February 9, 2001. The sampling pian
involves assessment of each functional area of abatement, within
the control areas, staging areas, AFD exhaust, and remotely such
that the “sampling train” is sufficient to rapidly assess and delineate
fiber migration, should a fiber release episode occur during the
operation. Immediate analysis of samples mid and end of shift is
conducted to ensure safety of un-protected workers outside of the
control area, and rapid response to fiber release.

Work was completed and contractors fully demobilized by 5:30 PM
03/03/01. All work was completed as per modified scope of work /
abatement plan, with no elevated fiber concentrations reported
outside of the control area. Final clearance was achieved within
each NPE with all results reported below 0.01 F/cc.

The GSA scope of work specifies cleaning of the Fan Coil Units.
This work will be conducted during a future phase of the project. Due
to the size of each mini-containment, 2 final clearance samples were
utilized to clear each containment. This is a deviation from the GSA
clearance protocol, but in conformance with District of Columbia
Asbestos Regulation. Deviation was taken as the change was in
compliance with applicable regulations, provided adequate
assessment for completion, facilitated timely project completion, and
provided significant overall cost savings for the client.

Overspray and fire retardant debris was removed from each wall
penetration. Each pipe chase penetration, and 7 NPE’s were fully
decontaminated and encapsulated. A total of 20 cementitious
fittings were removed.

7220-U Telegraph Square Drive, Lorton, Virginia 22079  (703) 541-9015, Fax (703) 541-9019 Page 2



Industrial Hygiene Technologies, Inc. Report Prepared for:
Environmental & Industrial Hygiene Consultants GSA, NCR, Service Delivery Support

Additional Notes:

Safety, Environmental, & Fire
7" & D Streets, SW

Room 2080

Washington, D.C. 20407

Installation of access hatch doors took place after encapsulation,
prior to final clearance. Access hatches were then closed, and
final clearance requested. |HT suggested keeping doors to
access hatches open during final clearance. This would allow for
clearing the entire work area. However, Grunley Walsh
Superintendent, Pablo Quinteros indicated that the GSA scope of
work dictates closing of access hatches prior to clearance testing.

IHT advises that closing doors to access hatches during
clearance, precludes the hatch areas from inclusion in results of
clearance. Therefore, the interior hatch area should not be
considered cleared for re-occupancy.

The entire work area should be cleared for re-occupancy, or
mechanical work to follow abatement, be conducted by trained
and protected staff.

If the final clearance procedure is to continue to involve closing of
access hatch doors, future work in the hatch should involve use
of PPE, and development of negative exposure assessment.
Such work should be conducted by individuals with current
medicals, respiratory protection training, and site specific
asbestos awareness / engineering control training. Upon
obtaining a negative exposure assessment for such work, PPE
may waved and work continue by individuals with asbestos
awareness training. Periodic monitoring should continue, on a
scheduled routine basis.

7220-U Telegraph Square Drive, Lorton, Virginia 22079  (703) 541-9015, Fax (703) 541-9019 Page 3



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER: ACT NUMBER:

GS11POOMQDO0098

P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 03 March 01

REMOVAL CONTRACTOR: Hillian

CONTRACTOR SUPERVISOR: Silvio Argueta

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME START: 0615

TIME COMPLETE: 1730

ABATEMENT SCOPE OF WORK: Demolition, Decont

amination w/ possible TSI removal

CLASSIFICATION

TYPE OF ASBESTOS N/A QTY. OF ASBESTOS N/A
MATERIAL ABATED MATERIAL ABATED
OSHA ACTIVITY CLASS | CLASS I CLASS Il CLASS IV

DESCRIBE SPECIFIC WORK AREA INSPECTED: NEOB: 5™ Floor 5208 & 5216 Risers 37A-39A to 71A-
80A Mini-Containment Work Area's A,B,C, D, E, F, & G.

(D- 40ft?) (C- 40ft%)(B- 40ft) (A -40ft?)

TOTAL SQUARE FOOTAGE OF WORK AREA: 7 Mini-Containments (E- 100ft?)( G- 60ft?) (F -20ft?)

FINAL CLEARANCE (AHERA, PCM, NIOSH 7402, AGGRESSIVE): PCM

INSPECTION ACTIVITY TO BE WITHIN PROBLEMS ENCOUNTERED
CATEGORY CHECKED LIMITS
Residual Dust / Floor YES
Debris
Horizontal Surfaces YES
Pipes YES
Ventilation Equip. YES
Ductwork N/A
Registers N/A
Lights N/A
Other N/A

(The above questions are to be answered “YES” or “Problem Encountered Noted”.)

See Asbestos Abatement Monitoring Checklist and Log of Events- Daily Log of Events for details

concerning project.

Signature of Inspector/Project Monitor:

=

Page 1 of 5

Date: 03 March 01

Project Monitor: Ryan S. Reed

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No:

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11P0OMQD0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 03 March 01
Microscopist:
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber/
Type elapsed 100 fields cc
on off on off
2534-030301- POST New Executive Office Building: 10.0 | 10.0 | 11:49 1:49 120 1200 10.0 0.004
30RR Room 5216 adj to Riser 39A Work AM PM
Area G inside Mini-Containment
2534-030301- POST New Executive Office Building: 10.0 | 10.0 | 11:49 1:49 120 1200 9.5 0.004
31RR Room 5216 adj to Riser 39A Work AM PM
Area G inside Mini-Containment
2534-030301- POST New Executive Office Building: 10.0 | 10.0 | 11563 1:53 120 1200 11.5 0.005
32RR Room 5216 ad] to Riser 38A -37A AM PM
80A-79A Work Area A inside Mini-
Containment
2534-030301- POST New Executive Office Building: 10.0 | 10.0 | 1163 1:53 120 1200 7.5 0.003
33RR Room 5216 adj to Riser 38A -37A AM PM
80A-79A Work Area A inside Mini-
Containment
Page 2 of &5
Signature of Inspector/Project Monitor: %_; Date: 03 March 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 03 March 01
Microscopist:
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-030301- POST New Executive Office Building: 10.0 | 10.0 | 11:57 1:57 120 1200 3.5 <0.003
34RR Room 5216 adj to Riser 79A-77A AM PM
Work Area B inside Mini-
Containment
2534-030301- POST New Executive Office Building: 10.0 | 10.0 | 11:57 1:57 120 1200 40 <0.003
35RR Room 5216 adj to Riser 79A-77A AM PM
Work Area B inside Mini-
Containment
2534-030301- POST New Executive Office Building: 10.0 | 10.0 1:59 3:59 120 1200 2.0 <0.003
36RR Room 5208 adj to Riser 77A-75A PM PM
Work Area C inside Mini-
Containment
Page 3 of 5
Signature of Inspector/Project Monitor: /;7”7’_2_ Date: 03 March 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bidg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 03 March 01
Microscopist:
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-030301- POST New Executive Office Building: 10.0 | 10.0 1:59 3:59 120 1200 1.5 <0.003
37RR Room 5208 adj to Riser 77A-75A PM PM
Work Area C inside Mini-
Containment
2534-030301- POST New Executive Office Building: 10.0 | 10.0 2:01 4:01 120 1200 6.0 <0.003
38RR Room 5208 adj to Riser 74A Work PM PM
Area D inside Mini-Containment
2534-030301- POST New Executive Office Building: 10.0 | 10.0 2:01 4.01 120 1200 7.5 0.003
39RR Room 5208 adj to Riser 74A Work PM PM
Area D inside Mini-Containment
2534-030301- POST New Executive Office Building: 10.0 | 10.0 2:03 4:03 120 1200 4.5 <0.003
40RR Room 5208 adj to Riser 72A-73A PM PM
Work Area E inside Mini-
Containment
Page 4 of 5
Signature of Inspector/Project Monitor: %Z Date: 03 March 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079  (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Fioor Fan Coil Unit Replacement Project DATE: 03 March 01
Microscopist:
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-030301- POST New Executive Office Building: 10.0 | 10.0 2:03 4:03 120 1200 3.0 <0.003
41RR Room 5208 adj to Riser 72A-73A PM PM
Work Area E inside Mini-
Containment
2534-030301- POST New Executive Office Buiiding: 10.0 | 10.0 2:23 4:23 120 1200 15 <0.003
42RR Room 5208 adj to Riser 71A-72A PM PM
Work Area F inside Mini-
Containment
2534-030301- POST New Executive Office Building: 10.0 | 10.0 2:23 4:23 120 1200 1.0 <0.003
43RR Room 5208 adj to Riser 71A-72A PM PM
Work Area F inside Mini-
Containment
Page 5 of 5
Signature of Inspector/Project Monitor: %—; Date:_ 03 March 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 | GS11P0OMQD0098

P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 03 March 01

REMOVAL CONTRACTOR: Hillian

CONTRACTOR SUPERVISOR: Silvio Argueta

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME ON SITE: 0630

TIME OFF SITE: 1730 TIME ON SITE: 0615

TIME OFF SITE: 1730

ABATEMENT SCOPE OF WORK: Demolition, Decontamination w/ TS| removal

GENERAL SHIFT WORK PLAN: (7) Mini-Containments w/ Non-ACM demoiition & ACM decontamination

TYPE AND QUANTITY OF ASBESTOS REMOVED THIS SHIFT: (20) ACM Hard Plaster Fitting on Elbows

OSHA ACTIVITY | CLASS| X | cLASS I CLASS Il X CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN | PROBLEMS
CATEGORY LIMITS | ENCOUNTERED
WORK SITE | BARRIER TAPE N/A
ISOLATION "\ | cONTAINMENT Mini(s)

NEGATIVE PRESSURE -0.02 MINIMUM X

FOUR AIR CHANGES PER HOUR X

FLOOR COVERED X

WALLS COVERED X

CRITICAL BARRIERS INTACT X

AREA VENTILATION OFF & VENTS COVERED X

NEGATIVE PRESSURE GLOVEBAG USED N/A
SIGNAGE CAUTION SIGNS AT STAGING AREA X

OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X

WASTE CONTAINERS LABELED PER NESHAP & GENERATOR | X

HVAC TAG OUT X

MARK W/ X - EXPLAIN IN NOTES, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

Project Monitor:

Page 1 of 13

Date: 03 March 01

Signature of Inspector/Project Monitor: ~ =
Ryan S. Reed Training Cert./ License No:
(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 03 March 01
INSPECTION ACTIVITY TO BE CHECKED WITHIN LIMITS | PROBLEMS
CATEGORY ENCOUNTERED
WORK PRACTICES HIGH-SPEED TOOLS, COMPRESSED AIR, X
DRY SWEEPING, SHOVELING, EMPLOYEE
ROTATION NOT IN USE
REMOVED MATERIAL PROPERLY BAGGED X
WASTE REMOVED PRIOR TO SHIFT END X
HEPA VACUUM IN USE X
MATERIAL KEPT WET / USE OF WET X
METHODS
AIRLESS SPRAYER IN USE X (Hudson
Sprayer)
OSHA COMPLIANT GLOVEBAG PROCEDURE N/A
WORKER DISPOSABLE CLOTHING USED ONCE X
PR TION
OTECTIO PROPER NIOSH RESPIRATORS X
TYPE RESPIRATOR:
FILTER: Y2 Face APR P-100
PROPER DECON SEQUENCE FOLLOWED X
SHOWERS FUNCTIONING N/A
HOT AND COLD RUNNING WATER N/A
USED EACH DEPARTURE X
WATER COLLECTED & FILTERED PROPERLY | X
WORK HABITS IN NO SMOKING, EATING OR DRINKING IN THE X
WORK AREA WORK AREA
DOCUMENTS NOTIFICATION, PERMIT, ABATEMENT PLAN, X
CONTRACTOR LICENSE, SUPERVISOR
LICENSE, WORKER LICENSE, TRAINING, &
MEDICAL, FIT TEST DOCUMENTATION ON
SITE AND IN ORDER
Page 2 of 13

T

Training Cert./ License No:

Signature of Inspector/Project Monitor: Date: 03 March 01

Ryan S. Reed
(Print/Type)

Project Monitor: 01-0104

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 03 March 01

MARK W/ X - EXPLAIN IN NOTES, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

DAILY LOG OF EVENTS
Remediation Activities

0615:Hillian on site New Executive Office Building 725 17™ Street NW Washington DC . Silvio Argueta, Hillian
superintendent informs IHT that Hillian shall be commencing demolition and decontamination operations with
the potential for ACM Class | removal operations using Mini-Containments, hand tools, and wet methods.
These removal activities are to occur in 5™ Floor 5208 & 5216 Risers 37A-39A to 71A-80A Mini-Containment
Work Area's A, B, C, D, E, F, & G. Hillian has been contracted to cut out (20) 2'x2' sections of non-ACM
plaster wall per riser at the general location of the fittings associated with the Fan Coil Unit with a Mini-
Containment. Spray-On Surfacing material is located above the position of the cut and there is the possibility
of TSI hard plaster fittings on the elbows. Hillian has been contracted to conduct decontamination operations
for Spray-On Surfacing Material Debris and possible TSI fitting removal once the access panels have been
cut. All debris to be disposed of as regulated ACM waste in EPA approved landfill.

0645: Hillian workers mobilize and continue prepwork in 5™ Floor 5208 & 5216 Risers 37A-39A to 71A-80A Mini-
Containment Work Area's A,B,C,D,E, F, & G.

0720: IHT reviews Hillian Brothers paperwork ie. {DC licenses, training, physicals, and fit tests). Deemed satisfactory

0730: Hillian workers commence demolition operations in Room 5216 adj to Riser 38A -37A 80A-79A Work Area A;
Room 5216 adj to Riser 79A-77A Work Area B: & Room 5216 adj to Riser 39A Work Area G.

1000: IHT notes that during encapsulation of Room 5216 adj to Riser 39A Work Area G Hillian supervisor
encapsulated inside the cut out hole in the wall, and installed the access hatch thus isolating the work area.
IHT discusses the issue with Grunley-Walsh Superintendent Pablo Quinteros. IHT points out that by isolating
the section of the work area behind the wall, that section was never subjected to clearance sampling. Grunley-
Walsh Superintendent states that procedure was in place and that it set up was to insure that spray-on
insulation behind the wall on the ceiling does not impact clearance sampling. IHT’s position is that the section
behind the wall will not be subjected to clearance sampling and not clear for re-occupancy. Therefore, when
subsequent work occurs behind the wall, workers will be entering a “contaminated” work area with the need
for workers to don PPE at least until a proper Negative Exposure Assessment is completed.

1300: Hillian workers complete demolition and decontamination operations in 5™ Floor Room 5208 adj to Riser 71A-
72A Work Area F. Hillian informs IHT that Hillian encountered a total of (20) TSI fittings.

1315-1430: Hillian Break
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 03 March 01

1730; Hillian departed the site.

Sampling

0615: IHT on site to perform area air monitoring and abatement quality control.
0700. IHT began sampling.

1730: IHT completed sampling. IHT off site.

Inspections

0705-0730: IHT conducts pre-commencement inspection of Room 5216 adj to Riser 38A -37A 80A-79A Work Area
A; Room 5216 adj to Riser 79A-77A Work Area B; and Room 5216 adj to Riser 39A Work Area G. IHT notes
that Hillian has set up a Mini-Containment, with single layer Critical Barrier, Drop Layer of Poly, AFD in
operation, signs & DCON bucket in place. Deemed satisfactory Hillian authorized to commence demolition
& decontamination operations in Mini-Containment A, B & G.

0825: IHT conduct pre-sealant inspection of Room 5216 adj to Riser 38A -37A 80A-79A Work Area A. IHT notes area
free of visible ACM dust and debris. Hillian supervisor informs [HT that Hillian workers encountered (5) TSI
fittings. Deemed satisfactory. Hillian authorized to encapsulate work area.

0835: IHT conduct pre-sealant inspection of Room 5216 adj to Riser 39A Work Area G. IHT notes area free of visible
ACM dust and debris. Hillian supervisor informs IHT that Hillian workers encountered (1) TSI fitting. Deemed
satisfactory. Hillian authorized to encapsulate work area.

0905: IHT conducts pre-commencement inspection of Room 5208 adj to Riser 77A-75A Work Area C. IHT notes that
Hillian has set up a Mini-Containment, with single layer Critical Barrier, Drop Layer of Poly, AFD in operation,
signs & DCON bucket in place. Deemed satisfactory Hillian authorized to commence demolition &
decontamination operations in Mini-Containment C.

0915: IHT conducts pre-commencement inspection of Room 5208 adj to Riser 74A Work Area D. IHT notes that
Hillian has set up a Mini-Containment, with single layer Critical Barrier, Drop Layer of Poly, AFD in operation,
signs & DCON bucket in place. Deemed satisfactory Hillian authorized to commence demolition &
decontamination operations in Mini-Containment D.

0955: 1HT conduct pre-sealant inspection of Room 5216 adj to Riser 79A-77A Work Area B. IHT notes area free of
visible ACM dust and debris. Hillian supervisor informs IHT that Hillian workers encountered (4) TSI fittings.
Deemed satisfactory. Hillian authorized to encapsulate work area.
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 03 March 01

1050: IHT conducts pre-commencement inspection of Room 5208 adj to Riser 72A-73A Work Area E. IHT notes that
Hillian has set up a Mini-Containment, with single layer Critical Barrier, Drop Layer of Poly, AFD in operation,
signs & DCON bucket in place. Deemed satisfactory Hillian authorized to commence demolition &
decontamination operations in Mini-Containment E.

1120: IHT conduct pre-sealant inspection of Room 5208 adj to Riser 77A-75A Work Area C. IHT notes area free of
visible ACM dust and debris. Hillian supervisor informs IHT that Hillian workers encountered (2) TSI fittings.
Deemed satisfactory. Hillian authorized to encapsulate work area.

1125: IHT conduct pre-sealant inspection of Room 5208 adj to Riser 74A Work Area D. IHT notes area free of visible
ACM dust and debris. Hillian supervisor informs IHT that Hillian workers encountered no TSI fittings. Deemed
satisfactory. Hillian authorized to encapsulate work area.

1140: IHT conducts pre-commencement inspection of Room 5208 adjto Riser 71A-72A Work Area F. |HT notes that
Hillian has set up a Mini-Containment, with single layer Critical Barrier, Drop Layer of Poly, AFD in operation,
signs & DCON bucket in place. Deemed satisfactory Hillian authorized to commence demolition &
decontamination operations in Mini-Containment F.

1235: IHT conduct pre-sealant inspection of Room 5208 adj to Riser 72A-73A Work Area E. IHT notes area has a
minor amount of visible ACM dust and debris on Mini-Containment floor and Brick wall. Hillian worker performs
necessary fine cleaning. Hillian supervisor informs IHT that Hillian workers encountered (6) TSI fittings.
Deemed satisfactory. Hillian authorized to encapsulate work area.

1300: IHT conduct pre-sealant inspection of Room 5208 adj to Riser 71A-72A Work Area F. IHT notes area free of
visible ACM dust and debris. Hillian supervisor informs IHT that Hillian workers encountered (2) TSI fittings.
Deemed satisfactory. Hillian authorized to encapsulate work area.

Comments

ACM Class | demolition and decontamination operations in proceeded without incident. PCM air sample
analysis preformed: IHT reported no elevated sample results: All area samples outside 5™ Floor 5208 & 5216
Risers 37A-39A to 71A-80A Mini-Containment Work Area's A, B, C, D, E, F, & G reported airborne fiber
concentration levels below 0.01 fibers/cc. IHT notes that a significant amount of PCM area samples located
inside the various work areas were overloaded. IHT recommends that Hillian employ an airless sprayer during
demolition operations.

PCM post abatement air sample analysis preformed: IHT reported no elevated sample resuits: All area
samples inside 5™ Floor 5208 & 5216 Risers 37A-39A to 71A-80A Mini-Containment Work Area's A, B, C,
D, E, F, & G reported airborne fiber concentration levels below 0.01 fibers/cc. Deemed Satisfactory. IHT
authorizes Hillian to tear down 5™ Floor 5208 & 5216 Risers 37A-39A to 71A-80A Mini-Containment Work
Area's A, B, C,D, E, F, & G. Note: Clearance to work areas does not apply to behind hatches inside wall. Area
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 03 March 01

still deemed contaminated.

Signature of Inspector/Project Monitor:

Project Monitor: Ryan S. Reed
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG ORDER

NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 03 March 01

Microscopist:

T

PCM SAMPLE LOG

Signature of Inspector/Project Monitor:

Project Monitor:

Ryan S. Reed

T s

Date: 03 March 01

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019

(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off
2534-030301- REM New Executive Office Building: Hall adj to 3.0 3.0 7:22 11:42 260 780 0.5 <0.004
01RR Room 4212 AM AM
2534-030301- REM New Executive Office Building: Room | 3.0 3.0 7:19 | 11:39 260 780 3.5 <0.004
02RR 6216 AM AM
2534-030301- REM New Executive Office Building: Hall adjto | 5.0 5.0 7:16 | 11:46 270 1350 15.5 0.006
03RR Room 5212 AM AM
2534-030301- REM New Executive Office Building: Hall adj to 5.0 50 717 | 11:47 270 1350 22.0 0.008
04RR Room 5206 AM AM
2534-030301- DCON New Executive Office Buiiding: Room 10.0 | 10.0 7:01 8:31 90 900 11.5 0.006
05RR 5216 adj to Riser 39A Work Area G AM AM
DCON Clean Room
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11P0OMQD0098 PO2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 03 March 01
—= PCM SAMPLE LOG
Microscopist:
(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off

2534-030301- CB New Executive Office Building: Room 10.0 | 10.0 7:01 8:31 90 900 8.5 0.005

06RR 5216 adj to Riser 39A Work Area G AM AM

critical barrier adj to DCON

2534-030301- STA New Executive Office Building: Room 3.0 3.0 7:04 8:34 90 270 40.5 0.074

07RR 5216 adj to Riser 39A Work Area G inside AM AM

Mini-Containment

2534-030301- DCON New Executive Office Building: Room 10.0 | 10.0 7:12 8:22 70 700 13.0 0.009

08RR 5216 adj to Riser 38A -37A 80A-79A AM AM

Work Area A DCON Clean Room

2534-030301- CB New Executive Office Building: Room 10.0 | 10.0 712 8:22 70 700 10.5 0.007

09RR 5216 adj to Riser 38A -37A 80A-79A AM AM

Work Area A critical barrier adj to DCON
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 | GS11POOMQDO0098 P02642534
BUILDING: New Executive Office Bidg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 03 March 01
= PCM SAMPLE LOG
Microscopist:
(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off
2534-030301- STA New Executive Office Building: Room 3.0 3.0 7:04 8:24 80 240 Particle Sample
10RR 5216 adj to Riser 38A -37A 80A-79A AM AM Overload Void
Work Area A DCON Clean Room
2534-030301- DCON New Executive Office Building: Room 10.0 | 10.0 7:08 9:48 160 1600 18.5 0.006
11RR 5216 adj to Riser 79A-77A Work Area B AM AM
critical barrier adj to DCON
2534-030301- CB New Executive Office Building: Room 10.0 | 10.0 7:08 9:48 160 1600 9.0 0.003
12RR 5216 adj to Riser 79A-77A Work Area B AM AM
inside Mini-Containment
2534-030301- STA New Executive Office Building: Room 3.0 3.0 7:04 9:54 170 510 48.5 0.047
13RR 5216 adj to Riser 79A-77A Work Area B AM AM
inside Mini-Containment
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

ORDER
NUMBER: P-11-01-DC-0101

CLIENT: GSA, NCR, SDS, WPYG

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 03 March 01

e

Microscopist:

PCM SAMPLE LOG

(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off
2534-030301- DCON New Executive Office Building: Room 10.0 | 10.0 9:13 11:23 130 1300 14.5 0.005
14RR 5208 adj to Riser 77A-75A Work Area C AM AM
DCON Clean Room
2534-030301- CB New Executive Office Building: Room 10.0 | 10.0 9:13 11:23 130 1300 9.0 0.003
15RR 5208 adj to Riser 77A-75A Work Area C AM AM
critical barrier adj to DCON
2534-030301- STA New Executive Office Building: Room 3.0 3.0 9:09 11:24 135 405 34.0 0.041
16RR 5208 adj to Riser 77A-75A Work Area C AM AM
inside Mini-Containment
2534-030301- REM New Executive Office Building: Hall adjto | 3.0 3.0 11:42 | 2:42 180 540 1.0 <0.006
17RR Room 4212 AM PM
2534-030301- REM New Executive Office Building: Room 3.0 3.0 11:39 | 2:39 180 540 2.0 <0.006
18RR 6216 AM PM

T =

Signature of Inspector/Project Monitor:

Page 10 of 13

Date: 03 March 01

Project Monitor: Ryan S. Reed

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No:

01-0104

(Print/Type)
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER

CONTRACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 03 March 01

Microscopist:

e

PCM SAMPLE LOG

(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber/
Number Type elapsed 100 fields cc
on off on off
2534-030301- REM New Executive Office Building: Hall adj to 5.0 5.0 11:46 | 2:46 180 900 9.5 0.005
19RR Room 5212 AM PM
2534-030301- REM New Executive Office Building: Hali adjto | 5.0 5.0 11:47 | 2:47 180 900 12.5 0.007
20RR Room 5206 AM PM
2534-030301- DCON New Executive Office Building: Room 10.0 | 10.0 9:1 7 11:27 130 1300 15.0 0.006
21RR 5208 adj to Riser 74A Work Area D AM AM
DCON Clean Room
2534-030301- CB New Executive Office Building: Room 10.0 | 10.0 | 9:17 11:27 130 1300 10.0 0.004
22RR 5208 adj to Riser 74A Work Area D AM AM
critical barrier adj to DCON
2534-030301- STA New Executive Office Building: Room 3.0 3.0 9:09 11:29 140 420 29.5 0.034
23RR 5208 adj to Riser 74A Work Area D inside AM AM
Mini-Containment

Signature of Inspector/Project Monitor:

Project Monitor:

Ryan S. Reed

T =
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

DCON Clean Room

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 | GS11P0OMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 03 March 01
Microscopist:
(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off

2534-030301- DCON New Executive Office Building: Room 10.0 | 10.0 | 10:53 | 12:33 100 1000 14.5 0.007

24RR 5208 adj to Riser 72A-73A Work Area E AM PM

DCON Clean Room

2534-030301- CB New Executive Office Building: Room 10.0 | 10.0 | 10:53 | 12:33 100 1000 8.0 0.004

25RR 5208 adj to Riser 72A-73A Work Area E AM PM

critical barrier adj to DCON

2534-030301- STA New Executive Office Building: Room 3.0 3.0 10:48 | 12:38 110 330 23.0 0.034

26RR 5208 adj to Riser 72A-73A Work Area E AM PM

inside Mini-Containment

2534-030301- DCON New Executive Office Building: Room 10.0 | 10.0 | 11:36 | 12:56 80 800 95 0.006

27RR 5208 adj to Riser 71A-72A Work Area F AM PM
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 03 March 01

Microscopist:

T

PCM SAMPLE LOG

(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber/
Number Type elapsed 100 fields cc
on off on off
2534-030301- CB New Executive Office Building: Room 10.0 | 10.0 | 11:36 | 12:56 80 800 7.0 0.004
28RR 5208 adj to Riser 71A-72A Work Area F AM PM
critical barrier adj to DCON
2534-030301- STA New Executive Office Building: Room 3.0 3.0 11:37 | 12:57 80 240 19.0 0.039
29RR 5208 adj to Riser 71A-72A Work Area F AM PM
inside Mini-Containment

Signature of Inspector/Project Monitor:

Project Monitor:

Ryan S. Reed
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT

CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER

CONTRACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 03 March 01

REMOVAL CONTRACTOR: Hillian

CONTRACTOR SUPERVISOR: Silvio Argueta

MONITORING CONTRACTOR:

INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME START: 0615

TIME COMPLETE: 1730

ABATEMENT SCOPE OF WORK: Prep work for potential Class | removal operations

s =

Signature of Inspector/Project Monitor:

TYPE OF ASBESTOS Category 1 Friable | QTY. OF ASBESTOS Unknown
MATERIAL TO BE ABATED MATERIAL TO BE
ABATED
OSHA ACTIVITY CLASSI X CLASS I CLASSIII X CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
WORK SITE BARRIER TAPE TO ISOLATE STAGING AREA AND DECON N/A
ISOLATION
FULL CONTAINMENT MINI
NEGATIVE PRESSURE -0.02 MINIMUM X
FOUR AIR CHANGES PER HOUR X
CRITICAL BARRIERS INTACT (DUCTS, WINDOWS, DOORS, ALL X
PENETRATIONS)
FLOOR COVERED X
WALLS COVERED X
AREA VENTILATION OFF & VENTS COVERED X
GLOVEBAGS SMOKE TESTED AND FOUND SATISFACTORY N/A
SIGNAGE CAUTION SIGNS AT STAGING AREA X
OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X
WASTE CONTAINERS LABELED PER NESHAP & GENERATOR X
HVAC SYSTEM TAGGED OUT X
NO SMOKING, EATING OR DRINKING IN THE WORK AREA X
Page 1 of 3

Date: 03 March 01

Project Monitor: Ryan S. Reed
(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virgin

Training Cert./ License No:

01-0104

(Print/Type)
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bidg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 03 March 01

MARK W/ X, MARK NA IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
INSPECTION HIGH-SPEED ABRASIVE DISC SAWS, COMPRESSED AIR, DRY X
SWEEPING, SHOVELING, EMPLOYEE ROTATION - NOT TO BE USED
LABELED WASTE CONTAINERS ON SITE X
HEPA VACUUM FOUND WORKING AND ACCEPTABLE X
ACCESS TO WATER FOR WET METHODS X
AIRLESS SPRAYER WORKING AND IN WORK AREA X
WORKER DISPOSABLE COVERALLS & BOOT COVERS X
PROTECTION
PROPER NIOSH RESPIRATORS X
TYPE RESPIRATOR;__ s face APR
FILTER: P-100
HEAD PROTECTION NO
EYE PROTECTION NO
SHOWERS FUNCTIONING N/A
HOT AND COLD RUNNING WATER N/A
WATER COLLECTION / FILTERING DEVICE FUNCTIONAL X
WORK HABITS | HOUSE KEEPING - MATERIALS AND EQUIPMENT STORED. LOCKERS | X
AND PERSONAL ITEM CONTAINERS
SAFETY COMPETENT PERSON HAS CONDUCTED A SAFETY MEETING X
MEETING
BASELINE BASELINE MONITORING CONDUCTED PRIOR TO START OF X
MONITORING PREPARATIONS
PROJECT PROJECT DESIGN ON SITE, AND ALL PREPARATIONS COMPLETED IN | X
DESIGN ACCORDANCE WITH DESIGN
DOCUMENTS NOTIFICATION, PERMIT, ABATEMENT PLAN, CONTRACTOR LICENSE, | X
SUPERVISOR LICENSE, WORKER LICENSE, TRAINING, & MEDICAL,
FIT TEST DOCUMENTATION ON SITE AND IN ORDER
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Signature of Inspector/Project Monitor:

Project Monitor:

e ==

Date: 03 March 01

Ryan S. Reed

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 03 March 01

MARK W/ X, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

See Asbestos Abatement Monitoring Checklist and Log of Events- for details concerning project.

Signature of Inspector/Project Monitor;

Project Monitor: Ryan S. Reed

T
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(Print/Type)
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Training Cert./ License No:

01-0104

(Print/Type)
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Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER

NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bidg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Fioor Fan Coil Unit Replacement Project

DATE: 02 March 01

REMOVAL CONTRACTOR: Hillian Brothers

CONTRACTOR SUPERVISOR: silvio Argueta

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME START: 1845

TIME COMPLETE:2215

ABATEMENT SCOPE OF WORK: Prep work for Class | re

moval operations

Signature of Inspector/Project Monitor;

T =

TYPE OF ASBESTOS Category 1 Friable | QTY. OF ASBESTOS Unknown
MATERIAL TO BE ABATED MATERIAL TO BE
ABATED
OSHA ACTIVITY CLASS | X CLASS Il CLASS 1l CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS

WORK SITE BARRIER TAPE TO ISOLATE STAGING AREA AND DECON X- Prep Work

ISOLATION
FULL CONTAINMENT X- Prep Work
NEGATIVE PRESSURE -0.02 MINIMUM X- Prep Work
FOUR AIR CHANGES PER HOUR X- Prep Work
CRITICAL BARRIERS INTACT (DUCTS, WINDOWS, DOORS, ALL X- Prep Work
PENETRATIONS)
FLOOR COVERED X- Prep Work
WALLS COVERED X- Prep Work
AREA VENTILATION OFF & VENTS COVERED X- Prep Work
GLOVEBAGS SMOKE TESTED AND FOUND SATISFACTORY X- Prep Work

SIGNAGE CAUTION SIGNS AT STAGING AREA X- Prep Work
OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X- Prep Work
WASTE CONTAINERS LABELED PER NESHAP & GENERATOR X- Prep Work
HVAC SYSTEM TAGGED OUT X- Prep Work
NO SMOKING, EATING OR DRINKING IN THE WORK AREA X- Prep Work
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Date: 02 March 01

Project Monitor: Ryan S. Reed

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No:

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 02 March 01

MARK W/ X, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
INSPECTION HIGH-SPEED ABRASIVE DISC SAWS, COMPRESSED AIR, DRY X- Prep Work
SWEEPING, SHOVELING, EMPLOYEE ROTATION - NOT TO BE USED
LABELED WASTE CONTAINERS ON SITE X- Prep Work
HEPA VACUUM FOUND WORKING AND ACCEPTABLE X- Prep Work
ACCESS TO WATER FOR WET METHODS X- Prep Work
AIRLESS SPRAYER WORKING AND IN WORK AREA X- Prep Work
WORKER DISPOSABLE COVERALLS & BOOT COVERS X- Prep Work
PROTECTION
PROPER NIOSH RESPIRATORS X- Prep Work
TYPE RESPIRATOR:
FILTER:
HEAD PROTECTION X- Prep Work
EYE PROTECTION X- Prep Work
SHOWERS FUNCTIONING X- Prep Work
HOT AND COLD RUNNING WATER X- Prep Work
WATER COLLECTION / FILTERING DEVICE FUNCTIONAL X- Prep Work

WORK HABITS | HOUSE KEEPING - MATERIALS AND EQUIPMENT STORED. LOCKERS | X
AND PERSONAL ITEM CONTAINERS

SAFETY COMPETENT PERSON HAS CONDUCTED A SAFETY MEETING X
MEETING

BASELINE BASELINE MONITORING CONDUCTED PRIOR TO START OF X
MONITORING | PREPARATIONS

PROJECT PROJECT DESIGN ON SITE, AND ALL PREPARATIONS COMPLETED IN | X
DESIGN ACCORDANCE WITH DESIGN

DOCUMENTS NOTIFICATION, PERMIT, ABATEMENT PLAN, CONTRACTOR LICENSE, | X
SUPERVISOR LICENSE, WORKER LICENSE, TRAINING, & MEDICAL,
FIT TEST DOCUMENTATION ON SITE AND IN ORDER

Page 2 of 7
= s
Signature of Inspector/Project Monitor: Date: 02 March 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 02 March 01

MARK W/ X, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

DAILY LOG OF EVENTS

Remediation Activities

1845:Hillian on site New Executive Office Building 725 17™ Street NW Washington DC . Silvio Argueta, Hillian
superintendent informs IHT that Hillian shall be commencing prepwork for ACM Class | removal operations
using Mini-Containments, hand tools, and wet methods. These removal activities are to occur in 5™ Floor
5208 & 5216 Risers 37A-39A to 71A-80A Mini-Containment Work Area's A, B, C, D, E, F, & G.

1935: Hillian workers mobilize and commence prepwork in 5™ Floor 5208 & 5216 Risers 37A-39A to 71A-80A Mini-
Containment Work Area's A, B,C,D, E, F, & G.

2145: Hillian workers halt prep work operations. Hillian to return to site tomorrow 2/24/01 @ 6:30AM to continue
prepwork operations and commence demolition and decontamination with potential TSI fitting removal.

2200: Hillian departed the site.
Sampling
1830: IHT on site to perform area air monitoring and abatement quality control.
1920: IHT began sampling.
2200: IHT completed sampling. IHT off site.
Inspections
No inspections necessary.
Comments
Hillian Prepwork operations proceeded without incident.

PCM pre abatement air sample analysis preformed: IHT reported no elevated sample results: Allarea samples
reported airborne fiber concentration levels below 0.01 fibers/cc. Deemed Satisfactory.

Page 3 of 7
=
Signature of Inspector/Project Monitor: Date: 02 March 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 02 March 01
= PCM SAMPLE LOG
Microscopist:
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-030201-01RR PRE New Executive Office Building: 10.0 | 10.0 7:36 9:36 120 1200 10.5 0.004
Hall adj to Room 5206 PM PM
2534-030201-02RR PRE New Executive Office Building: 10.0 | 10.0 7:34 9:34 120 1200 8.0 0.003
Hall adj to Room 5212 PM PM
2534-030201-03RR PRE New Executive Office Building: 10.0 | 10.0 7:43 9:43 120 1200 19.0 0.008
Room 5216 adj to Riser 38A -37A PM PM
80A-79A Work Area A
2534-030201-04RR PRE New Executive Office Building: 10.0 | 10.0 7:43 9:43 120 1200 17.0 0.007
Room 5216 adj to Riser 38A -37A PM PM
80A-79A Work Area A
2534-030201-05RR PRE New Executive Office Building: 10.0 | 10.0 7:39 9:39 120 1200 15.5 0.006
Room 5216 adj to Riser 79A-77A PM PM
Work Area B
Page 4 of 7
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Signature of Inspector/Project Monitor: Date: 02 March 01
Project Monitor: Ryan S. Reed Training Cert./ License No: 01-0104
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

P

Signature of Inspector/Project Monitor:

Date: 02 March 01

Project Monitor: Ryan S. Reed

Training Cert./ License No: 01-0104

(Print/Type)

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 02 March 01
— PCM SAMPLE LOG
Microscopist:
(sign)
Sample Number Sample | Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-030201-06RR PRE New Executive Office Building: 10.0 | 10.0 7:39 9:39 120 1200 13.5 0.006
Room 5216 adj to Riser 79A-77A PM PM
Work Area B
2534-030201-07RR PRE New Executive Office Building: 10.0 | 10.0 7:55 9:55 120 1200 14.0 0.006
Room 5208 adj to Riser 77A-75A PM PM
Work Area C
2534-030201-08RR PRE New Executive Office Building: 10.0 | 10.0 7:55 9:55 120 1200 16.0 0.007
Room 5208 adj to Riser 77A-75A PM PM
Work Area C
2534-030201-09RR PRE New Executive Office Building: 10.0 | 10.0 7:54 9:54 120 1200 13.5 0.006
Room 5208 adj to Riser 74A PM PM
Work Area D
Page 5 of 7




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

e

Date: 02 March 01

Signature of Inspector/Project Monitor:

Project Monitor: Ryan S. Reed
(Print/Type)

Training Cert./ License No:

01-0104

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-8015, Fax (703) 541-9019

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 02 March 01
= PCM SAMPLE LOG
Microscopist:
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-030201-10RR PRE New Executive Office Building: 10.0 | 10.0 7:54 9:54 120 1200 14.5 0.006
Room 5208 adj to Riser 74A PM PM
Work Area D
2534-030201-11RR PRE New Executive Office Building: 10.0 | 10.0 7:51 9:51 120 1200 16.0 0.007
Room 5208 adj to Riser 72A-73A PM PM
Work Area E
2534-030201-12RR PRE New Executive Office Building: 10.0 | 10.0 7:51 9:51 120 1200 15.0 0.006
Room 5208 adj to Riser 72A-73A PM PM
Work Area E
2534-030201-13RR PRE New Executive Office Building: 10.0 { 10.0 7:52 9:52 120 1200 18.0 0.007
Room 5208 adj to Riser 71A-72A PM PM
Work Area F
Page 6 of 7




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER

NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE:

02 March 01

Microscopist:

T =

PCM SAMPLE LOG

Signature of Inspector/Project Monitor:

Project Monitor: Ryan S. Reed

T =

Date: 02 March 01

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No:

01-0104

(Print/Type)

(703) 541-9015, Fax (703) 541-9019

(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-030201-14RR PRE New Executive Office Building: 10.0 | 10.0 7:52 9:52 120 1200 12.0 0.005
Room 5208 adj to Riser 71A-72A PM PM
Work Area F
2534-030201-15RR PRE New Executive Office Building: 10.0 | 10.0 7:45 9:45 120 1200 19.0 0.008
Room 5216 adj to Riser 39A PM PM
Work Area G
2534-030201-16RR PRE New Executive Office Building: 10.0 | 10.0 7:45 9:45 120 1200 17.5 0.007
Room 5216 adj to Riser 39A PM PM
Work Area G
Page 7 of 7




Industrial Hygiene Technologies, Inc. Report Prepared for:

Environmental & Industrial Hygiene Consultants

GSA, NCR, Service Delivery Support
Safety, Environmental, & Fire

7% & D Streets, SW

Room 2080

Washington, D.C. 20407

PROJECT PROGRESS / CLOSEOUT REPORT

Site Name:

Project Name:

Work Area Location:

Order Number:

P-11-01-DC-0107

Project Date (s):

Sampling Conducted:

Project Description:

New Executive Office Building

Fan Coil Unit Replacement Project - Chilled Water / Hot Water
Supply Line Access Door Installation, Asbestos Hazard Reduction

5™ Floor Room 5208 Risers 64A - 70A and 5217 Risers A41 and 40, Mini-
Containment work areas A, B,C, D, E, & F

Contract Number: ACT Number:
GS11POOMQDO0098 P0O2642534

March 9,10, 2001

Pre-abatement, Area, Work Area, Remote, and Final Clearance
Monitoring - PCM Analysis (NIOSH 7400 Method)

Industrial Hygiene Technologies, Inc. (IHT) was retained to
conduct asbestos abatement project monitoring and design
conformance control during the demolition of perimeter walls to
allow for future installation of perimeter wall plumbing access
doors associated with the New Executive Office Building Fan Coil
Unit replacement Project.

Hillian Brothers, Inc. was retained to erect mini-negative pressure
enclosures to be used in the demolition of perimeter plaster walls,
cleaning of plumbing chases, and removal of asbestos TSI, as
encountered. Known asbestos hazards associated with this
project include over-spray / delaminated spray applied asbestos
fire retardant, cementitious fittings, pipe insulation, and
contaminated debris. Hillian Brothers is utilizing asbestos
engineering controls to ensure demolition activities which may
disturb friable asbestos materials and contaminated debris within
the chases, do not contaminate adjacent office areas. When
encountered, asbestos is removed using wet methods.
Regardless of the existence of asbestos TSI on plumbing, each
chase area is presumed to be contaminated with asbestos fire
retardant, and decontaminated.

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019 Page 1



Industrial Hygiene Technologies, Inc. Report Prepared for:
Environmental & Industrial Hygiene Consultants GSA, NCR, Service Delivery Support

Project Description
Continued:

Deviations:

Safety, Environmental, & Fire
7" & D Streets, SW

Room 2080

Washington, D.C. 20407

Work began at 6:45 pm, March 9, 2001. Preparation of the work
area, and pre-abatement monitoring were conducted. All work was
conducted as per abatement plan, with the exception of fan coil unit
decontamination. Fan coil units are protected and covered during
these operations. Work to clean fan coil units will take place during
another phase of the project.

The following work shift began at 6:15am, March 10, 2001 and
involved lock-out / tag-out of the HVAC systems, additional
preparations, demolition of perimeter walls, decontamination of wall
chases, and removal of cementitious fittings.

IHT conducted sampling in each of 6 mini-containments (A, B, C, D,
E, & F), within each separate office, at AFD Exhaust, remotely within
adjacent hallways, outside the work area, and on the floors above
and below. The sampling plan was developed by Mark Sovich,
Michael MacCabe, and Ryan Reed during a pre-work walkthrough
conducted February 9, 2001. The sampling plan involves
assessment of each functional area of abatement, within the control
areas, staging areas, AFD exhaust, and remotely such that the
“sampling train” is sufficient to rapidly assess and delineate fiber
migration, should a fiber release episode occur during the operation.
immediate analysis of samples mid and end of shift is conducted to
ensure safety of un-protected workers outside of the control area,
and rapid response to fiber release.

Work was completed and asbestos contractor fully completed with
abatement work by 4:45 PM 03/10/01. All work was completed as
per modified scope of work / abatement plan, with no elevated fiber
concentrations reported outside of the control area. Final clearance
was achieved within each NPE with all results reported below 0.01
F/cc.

The GSA scope of work specifies cleaning of the Fan Coil Units.
This work will be conducted during a future phase of the project. Due
to the size of each mini-containment, 2 final clearance samples were
utilized to clear each containment. This is a deviation from the GSA
clearance protocol, but in conformance with District of Columbia
Asbestos Regulation. Deviation was taken as the change was in
compliance with applicable regulations, provided adequate
assessment for completion, facilitated timely project completion, and
provided significant overall cost savings for the client.

7220-U Telegraph Square Drive, Lorton, Virginia 22079  (703) 541-9015, Fax (703) 541-9019 Page 2



Industrial Hygiene Technologies, Inc. Report Prepared for:

Environmental & Industrial Hygiene Consultants GSA, NCR, Service Delivery Support
Safety, Environmental, & Fire

7" & D Streets, SW
Room 2080
Washington, D.C. 20407

Asbestos Removed: Overspray and fire retardant debris was removed from each wall
penetration. Each pipe chase penetration, and 6 NPE's were fully
decontaminated and encapsulated.

Additional Notes: Installation of access hatch doors took place after encapsulation,

prior to final clearance. Access hatches were opened, and final
clearance requested.

7220-U Telegraph Square Drive, Lorton, Virginia 22079  (703) 541-9015, Fax (703) 541-9019 Page 3



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER

NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Building

LOCATION: 725 17" Street NW, Washington, D.C.

PROJECT: 5" Floor Fan Coil Replacement Project

DATE: 09 March 01

REMOVAL CONTRACTOR: Hillian

CONTRACTOR SUPERVISOR:

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

Juan

TIME START: 1845

TIME COMPLETE: 2215

ABATEMENT SCOPE OF WORK: Prep Work for Class | removal operations

Signature of Inspector/Project Monitor:

(G

TYPE OF ASBESTOS Friable QTY. OF ASBESTOS Unknown
MATERIAL TO BE ABATED MATERIAL TO BE
ABATED
OSHA ACTIVITY CLASS | X CLASS I CLASS Il CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS

WORK SITE BARRIER TAPE TO {SOLATE STAGING AREA AND DECON X- Prep Work

ISOLATION
FULL CONTAINMENT X- Prep Work
NEGATIVE PRESSURE -0.02 MINIMUM X- Prep Work
FOUR AIR CHANGES PER HOUR X- Prep Work
CRITICAL BARRIERS INTACT (DUCTS, WINDOWS, DOORS, ALL X- Prep Work
PENETRATIONS)
FLOOR COVERED X- Prep Work
WALLS COVERED X- Prep Work
AREA VENTILATION OFF & VENTS COVERED X- Prep Work
GLOVEBAGS SMOKE TESTED AND FOUND SATISFACTORY X- Prep Work

SIGNAGE CAUTION SIGNS AT STAGING AREA X- Prep Work
OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X- Prep Work
WASTE CONTAINERS LABELED PER NESHAP & GENERATOR X- Prep Work
HVAC SYSTEM TAGGED OUT X- Prep Work
NO SMOKING, EATING OR DRINKING IN THE WORK AREA X- Prep Work

MARK W/ X, MARK NA IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

Page 1 of 7

Date:__09March 01

A

Project Monitor: Charles Turner
(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No:

051785

(Print/Type)

{(703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

Signature of Inspector/Project Monitor:

Project Monitor:

(s

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Building LOCATION: 725 17" Street NW, Washington, D.C.
PROJECT: 5" Floor Fan Coil Replacement Project DATE: 09 March 01
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
INSPECTION HIGH-SPEED ABRASIVE DISC SAWS, COMPRESSED AIR, DRY X- Prep Work
SWEEPING, SHOVELING, EMPLOYEE ROTATION - NOT TO BE USED
LABELED WASTE CONTAINERS ON SITE X- Prep Work
HEPA VACUUM FOUND WORKING AND ACCEPTABLE X- Prep Work
ACCESS TO WATER FOR WET METHODS X- Prep Work
AIRLESS SPRAYER WORKING AND IN WORK AREA X- Prep Work
WORKER DISPOSABLE COVERALLS & BOOT COVERS X- Prep Work
PROTECTION
PROPER NIOSH RESPIRATORS X- Prep Work
TYPE RESPIRATOR:
FILTER:
HEAD PROTECTION X- Prep Work
EYE PROTECTION X- Prep Work
SHOWERS FUNCTIONING X- Prep Work
HOT AND COLD RUNNING WATER X- Prep Work
WATER COLLECTION / FILTERING DEVICE FUNCTIONAL X- Prep Work
WORK HABITS | HOUSE KEEPING - MATERIALS AND EQUIPMENT STORED. LOCKERS | X
AND PERSONAL ITEM CONTAINERS
SAFETY COMPETENT PERSON HAS CONDUCTED A SAFETY MEETING X
MEETING
BASELINE BASELINE MONITORING CONDUCTED PRIOR TO START OF X
MONITORING PREPARATIONS
PROJECT PROJECT DESIGN ON SITE, AND ALL PREPARATIONS COMPLETED IN | X
DESIGN ACCORDANCE WITH DESIGN
DOCUMENTS NOTIFICATION, PERMIT, ABATEMENT PLAN, CONTRACTOR LICENSE, | X
SUPERVISOR LICENSE, WORKER LICENSE, TRAINING, & MEDICAL,
FIT TEST DOCUMENTATION ON SITE AND IN ORDER
MARK W/ X, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG
Page 2 of 7

Date: _09March 01

Charles Turner Training Cert./ License No:

7220-U Telegraph Square Drive, Lorton, Virginia 22079

051785

(Print/Type)

(Print/Type)

(703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P02642534
BUILDING: New Executive Office Building LOCATION: 725 17" Street NW, Washington, D.C.
PROJECT: 5" Floor Fan Coil Replacement Project DATE: (09 March 01

DAILY LOG OF EVENTS
Remediation Activities
1845:; Hillian on site. Hillian supervisor informs [HT that Hillian shall be commencing prepwork for ACM Class |
removal operations using Mini-Containments, hand tools, and wet methods. These removal activities are
to occur in 5™ floor rooms 5208 Risers 64A - 70A and 5217 Risers A41 and 40, Mini-Containment work
areas A, B,C,D, E, &F.

1915: Hillian workers mobilize and commence prep work on 5" floor.

2145: Hillian workers halt prep work operations. Hillian to return to site tomorrow 3/9/01 @ 6:30AM to continue
prep work operations and commence TS| fitting removal.

2200: Hillian departed the site.

Sampling

1830: IHT on site to perform area air monitoring and abatement quality control.
1950: IHT begins sampling.

2200: IHT completed sampling. IHT offsite.

Inspections

No inspections necessary.

Comments

Mini-containment preparation went without incident. Two of the pre-abatement samples, work area C, were above
0.01f/cc. This was most likely caused by prep work stirring up dust.

Page 3 of 7
Signature of inspector/Project Monitor: 7/ e — Date:_ 09March 01
Project Monitor: Charles Turner Training Cert./ License No: 051785
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P0O2642534
BUILDING: New Executive Office Building LOCATION: 725 17" Street NW, Washington, D.C.
PROJECT: 5" Floor Fan Coil Replacement Project DATE: 09 March 01
W PCM SAMPLE LOG
Microscopist: il
(sign)
Sampie Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-030901-01CT PRE New Executive Office Building: 10.0 | 10.0 8:05 9:50 105 1050 4.0 <0.003
Hall adjacent to room 5218 PM PM
2534-030901-02CT PRE New Executive Office Building: 10.0 | 10.0 8:05 9:50 105 1050 4.5 <0.003
Hall adjacent to room 5230 PM PM
2534-030901-03CT PRE New Executive Office Building: 10.0 | 10.0 8:10 9:55 105 1050 6.0 <0.003
Room 5208: Risers 69A and 70A PM PM
Inside area A
2534-030901-04CT PRE New Executive Office Building: 10.0 | 10.0 8:10 9:55 105 1050 6.5 <0.003
Room 5208: Risers 69A and 70A PM PM
Inside area A
2534-030901-05CT PRE New Executive Office Building: 10.0 | 10.0 8:10 9:55 105 1050 7.5 0.004
Room 5208:Risers 67A and 68A PM PM
Inside area B
Page 4 of 7
Signature of Inspector/Project Monitor: [ s Date:_ 09March 01
Project Monitor: Charles Turner Training Cert./ License No: 051785
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-3015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Building

LOCATION: 725 17" Street NW, Washington, D.C.

PROJECT: 5" Floor Fan Coil Replacement Project

DATE:

09 March 01

Microscopist: [ﬁc‘

PCM SAMPLE LOG

Signature of Inspector/Project Monitor:
Charles Turner

Project Monitor:

(S

Date: 09March 01

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

o Training Cert./ License No:

051785

(Print/Type)

(703) 541-9015, Fax (703) 541-9019

~ (sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber/
Type elapsed 100 fields cc
on off on off
2534-030901-06CT PRE New Executive Office Building: 10.0 10.0 8:10 9:55 105 8.0 0.004
Room 5208: Risers 67A and 68A PM PM 1050
Inside area B
2534-030901-07CT PRE New Executive Office Building: 10.0 | 10.0 8:10 9:55 105 1050 26.0 0.012
Room 5208: Risers 66A Inside PM PM
area C
2534-030901-08CT PRE New Executive Office Building: 10.0 10.0 8:10 9:55 105 1050 22.5 0.011
Room 5208: Risers 66A Inside PM PM
area C
2534-030901-09CT PRE New Executive Office Building: 10.0 10.0 8:10 9:55 105 1050 13.0 0.006
Room 5208: Risers 64A and 65A PM PM
Inside area D
Page 5 of 7




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

Signature of Inspector/Project Monitor:

Charles Turner

i

Date:_09March 01

S

Project Monitor:
(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No:

051785

(Print/Type)

(703) 541-9015, Fax (703) 541-9019

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Building LOCATION: 725 17" Street NW, Washington, D.C.
PROJECT: 5" Floor Fan Coil Replacement Project DATE: 09 March 01
W PCM SAMPLE LOG
Microscopist: il
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-030901-10CT PRE New Executive Office Building: 10.0 | 10.0 8:10 9:55 105 1050 8.5 0.004
Room 5208:Risers 64A and 65A PM PM
Inside area D
2534-030901-11CT PRE New Executive Office Building: 10.0 | 10.0 8:05 9:50 105 1050 3.0 <0.003
Room 5217:Riser A41 Inside area PM PM
E
2534-030901-12CT PRE New Executive Office Building: 10.0 | 10.0 8:05 9:50 105 1050 4.5 <0.003
Room 5217: Riser A41 Inside PM PM
area E
2534-030901-13CT PRE New Executive Office Building: 10.0 { 10.0 8:05 9:50 105 1050 5.5 <0.003
Room 5217: Riser A40 Inside PM PM
area F
Page 6 of 7




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 | GS11POOMQD0098 P02642534

BUILDING: New Executive Office Building LOCATION: 725 17" Street NW, Washington, D.C.

PROJECT: 5" Floor Fan Coil Replacement Project DATE: 09 March 01
W PCM SAMPLE LOG
Microscopist: ([ 7
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-030901-14CT PRE New Executive Office Building: 10.0 | 10.0 8.05 9:50 105 1050 4.0 <0.003
Room 5217: Riser A40 Inside PM PM
area F
Page 7 of 7

Signature of Inspector/Project Monitor: / o Date:__09March 01

Project Monitor: Charles Turner o Training Cert./ License No: 051785

(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

PRE-ABATEMENT CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P02642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 10 March 01

REMOVAL CONTRACTOR: Hillian

CONTRACTOR SUPERVISOR: Silvio Argueta

MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME START: 0615

TIME COMPLETE: 1700

ABATEMENT SCOPE OF WORK: Prep work for potential Class | removal operations

Signature of Inspector/Project Monitor:
Charles Turner

Project Monitor:

L

TYPE OF ASBESTOS Category 1 Friable | QTY. OF ASBESTOS
MATERIAL TO BE ABATED MATERIAL TO BE
ABATED
OSHA ACTIVITY CLASS | X CLASS I CLASS Il CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
WORK SITE BARRIER TAPE TO ISOLATE STAGING AREA AND DECON N/A
ISOLATION
FULL CONTAINMENT MINI
NEGATIVE PRESSURE -0.02 MINIMUM X
FOUR AIR CHANGES PER HOUR X
CRITICAL BARRIERS INTACT (DUCTS, WINDOWS, DOORS, AtL X
PENETRATIONS)
FLOOR COVERED X
WALLS COVERED X
AREA VENTILATION OFF & VENTS GOVERED X
GLOVEBAGS SMOKE TESTED AND FOUND SATISFACTORY N/A
SIGNAGE CAUTION SIGNS AT STAGING AREA X
OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X
WASTE CONTAINERS LABELED PER NESHAP & GENERATOR X
HVAC SYSTEM TAGGED OUT X
NO SMOKING, EATING OR DRINKING IN THE WORK AREA X
MARK W/ X, MARK NA [F NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG
Page 1 of 2

Date: 10 MarchO1

Training Cert./ License No:

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

051785

(Print/Type)

(703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 10 March 01
INSPECTION ACTIVITY TO BE CHECKED WITHIN DEVIATION
CATEGORY LIMITS
INSPECTION HIGH-SPEED ABRASIVE DISC SAWS, COMPRESSED AIR, DRY X
SWEEPING, SHOVELING, EMPLOYEE ROTATION - NOT TO BE USED
LABELED WASTE CONTAINERS ON SITE X
HEPA VACUUM FOUND WORKING AND ACCEPTABLE X
ACCESS TO WATER FOR WET METHODS X
AIRLESS SPRAYER WORKING AND IN WORK AREA X
WORKER DISPOSABLE COVERALLS & BOOT COVERS X
PROTECTION
PROPER NIOSH RESPIRATORS X
TYPE RESPIRATOR:__'% face APR
FILTER: P-100
HEAD PROTECTION NO
EYE PROTECTION NO
SHOWERS FUNCTIONING N/A
HOT AND COLD RUNNING WATER N/A
WATER COLLECTION / FILTERING DEVICE FUNCTIONAL X
WORK HABITS | HOUSE KEEPING - MATERIALS AND EQUIPMENT STORED. LOCKERS | X
AND PERSONAL ITEM CONTAINERS
SAFETY COMPETENT PERSON HAS CONDUCTED A SAFETY MEETING X
MEETING
BASELINE BASELINE MONITORING CONDUCTED PRIOR TO START OF X
MONITORING PREPARATIONS
PROJECT PROJECT DESIGN ON SITE, AND ALL PREPARATIONS COMPLETED IN | X
DESIGN ACCORDANCE WITH DESIGN
DOCUMENTS NOTIFICATION, PERMIT, ABATEMENT PLAN, CONTRACTOR LICENSE, X
SUPERVISOR LICENSE, WORKER LICENSE, TRAINING, & MEDICAL,
FIT TEST DOCUMENTATION ON SITE AND IN ORDER
MARK W/ X, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

See Asbestos Abatement Monitoring Checklist and Log of Events- for details concerning project.

Signature of Inspector/Project Monitor:

Project Monitor:

Charles Turner

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

Page 2 of 2
e Date:_10 March01
Training Cert./ License No: 051785
(Print/Type)

(703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CONTRACTOR SUPERVISOR: Silvio Argueta

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQDO0098 P02642534

BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 10 March 01

REMOVAL CONTRACTOR: Hillian MONITORING CONTRACTOR:

INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME ON SITE: 0615 TIME OFF SITE: TIME ON SITE: 0615

TIME OFF SITE:

ABATEMENT SCOPE OF WORK: Demolition, Decontamination w/ possible TSI removal

GENERAL SHIFT WORK PLAN: (6) Mini-Containments w/ Non-ACM demolition & ACM decontamination

TYPE AND QUANTITY OF ASBESTOS REMOVED THIS SHIFT: N/A

OSHA ACTIVITY CLASS | X CLASS I CLASS Il CLASS IV
CLASSIFICATION
INSPECTION ACTIVITY TO BE CHECKED WITHIN | PROBLEMS
CATEGORY LIMITS | ENCOUNTERED
WORK SITE BARRIER TAPE N/A
ISOLATION FULL CONTAINMENT Mini(s)

NEGATIVE PRESSURE -0.02 MINIMUM X

FOUR AIR CHANGES PER HOUR X

FLOOR COVERED X

WALLS COVERED X

CRITICAL BARRIERS INTACT X

AREA VENTILATION OFF & VENTS COVERED X

NEGATIVE PRESSURE GLOVEBAG USED N/A
SIGNAGE CAUTION SIGNS AT STAGING AREA X

OSHA SIGN (ASBESTOS) AT ENTRANCES TO WORK AREA X

WASTE CONTAINERS LABELED PER NESHAP & GENERATOR X

HVAC TAG QUT X

MARK W/ X - EXPLAIN IN NOTES, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

Page 1 of 10

Date: 10 March 01

Signature of Inspector/Project Monitor: /{//4/1
T

Project Monitor: Charles Turner Training Cert./ License No:

(Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079

051785

(Print/Type)

(703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQD0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coit Unit Replacement Project

DATE: 10 March 01

INSPECTION ACTIVITY TO BE CHECKED WITHIN LIMITS | PROBLEMS
CATEGORY ENCOUNTERED
WORK PRACTICES HIGH-SPEED TOOLS, COMPRESSED AIR, X
DRY SWEEPING, SHOVELING, EMPLOYEE
ROTATION NOT IN USE
REMOVED MATERIAL PROPERLY BAGGED X
WASTE REMOVED PRIOR TO SHIFT END X
HEPA VACUUM IN USE X
MATERIAL KEPT WET / USE OF WET X
METHODS
AIRLESS SPRAYER IN USE X (Hudson
Sprayer)
OSHA COMPLIANT GLOVEBAG PROCEDURE N/A
WORKER DISPOSABLE CLOTHING USED ONCE X
PROTECTION
PROPER NIOSH RESPIRATORS X
TYPE RESPIRATOR:
FILTER: 2 Face APR P-100
PROPER DECON SEQUENCE FOLLOWED X
SHOWERS FUNCTIONING N/A
HOT AND COLD RUNNING WATER N/A
USED EACH DEPARTURE X
WATER COLLECTED & FILTERED PROPERLY | X
WORK HABITS IN NO SMOKING, EATING OR DRINKING IN THE X
WORK AREA WORK AREA
DOCUMENTS NOTIFICATION, PERMIT, ABATEMENT PLAN, X
CONTRACTOR LICENSE, SUPERVISOR
LICENSE, WORKER LICENSE, TRAINING, &
MEDICAL, FIT TEST DOCUMENTATION ON
SITE AND IN ORDER

MARK W/ X - EXPLAIN IN NOTES, MARK N/A IF NOT REQUIRED/UTILIZED, EXPLAIN DEVIATIONS IN LOG

Page 2 of 10

Date: 10 March 01

Signature of inspector/Project Monitor: /W‘A’/t
\/ﬂ bl w

Project Monitor:

Charles Turner

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

Training Cert./ License No:

051785

(Print/Type)

(703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 10 March 01

DAILY LOG OF EVENTS

Remediation Activities

0615:Hillian on site New Executive Office Building 725 17™ Street NW Washington DC . Silvio Argueta Hillian
superintendent informs IHT that Hillian shall be commencing demolition and decontamination operations with
the potential for ACM Class | removal operations using Mini-Containments, hand tools, and wet methods.
These removal activities are to occur in 5™ Floor Room 5208 Risers 64A - 70A and 5217 Risers A41 and 40,
Mini-Containment work areas A, B, C, D, E, & F. Hillian has been contracted to cut out (2) 2'x2' sections of
non-ACM plaster wall per riser at the general location of the fittings associated with the Fan Coil Unit with a
Mini-Containment. Spray-On Surfacing material is located above the position of the cut and there is the
possibility of TSI hard plaster fittings on the elbows. Hillian has been contracted to conduct decontamination
operations for Spray-On Surfacing Material Debris and possible TSI fitting removal once the access panels
have been cut. All debris to be disposed of as regulated ACM waste in EPA approved landfill.

0645: Hillian workers mobilize and continue prepwork on 5™ Floor. Work areas consist of Room 5208: Work Area A -
Risers 69A and 70A, Work area B - Risers 67A and 68A, Work Area C - Riser 66A, Work Area D - Risers 64A
and 65A, Work Area E - Riser Ad41, Work Area F - Riser A40.

0720 - 1210: Hillian workers commence demolition operations in Areas B(0720), C(0820), D(0855), A(0940), E(1055),
and F(1110). Once area passed Post-Abatement inspection, Hillian encapsulated areas.

1215-1330: Hillian Break

1345-1530: Hillian workers commence Mini-containment tear down and wall panel placement as Work Areas were
cleared by PCM analysis.

1830: Hillian departed the site.

Sampling

0615: IHT on site to perform area air monitoring and abatement quality control.
0710: IHT began sampling.

1700: IHT completed sampling. IHT off site.

Inspections

’ Page 3 of 10
Signature of Inspector/Project Monitar: /{//ﬁ/{ é Date: 10 March 01
\.,-/" el (./""_*'
Project Monitor: Charles Turner Training Cert./ License No: 051785
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROQJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 10 March 01

0700-1105: IHT conducts pre-commencement inspection of work areas B(0700), C{(0815), D(0850), A(0935), E(1050),
and F(1105). IHT notes that Hillian has set up a Mini-Containment, with single layer Critical Barrier, Drop Layer
of Poly, AFD in operation, signs & DCON bucket in place. Deemed satisfactory Hillian authorized to
commence demolition & decontamination operations in Mini-Containments.

0915-1205: IHT conducts pre-sealant inspection of work areas B(0915), C(0945), D(1045), A(1130), E(1155), and
F(1205). IHT notes areas are free of visible ACM dust and debris. Hillian authorized to encapsulate work
areas.

Comments

ACM Class | demolition and decontamination operations in proceeded without incident. PCM air sample
analysis performed: IHT reported no elevated sample results outside of work areas. All area samples outside
reported airborne fiber concentration levels below 0.01 fibers/cc.

PCM post abatement air sample analysis performed: IHT reported no elevated sample results. All work area
post abatement samples reported airborne fiber concentration levels below 0.01 fibers/cc. Deemed
Satisfactory. IHT authorizes Hillian to tear down work areas.

Page 4 of 10
Signature of Inspector/Project Monitor: /,4{//&/( ; Date: 10 March 01
[ S (I
Project Monitor: Charles Turner Training Cert./ License No: 051785
{Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

Signature of Inspector/Project Monitor: /;(//A/
[ (I

Project Monitor:

Charles Turner

Date: 10 March 01

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

Training Cert./ License No:

051785

(Print/Type)

(703) 541-9015, Fax (703) 541-9019

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bidg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Fioor Fan Coil Unit Replacement Project DATE: 10 March 01
W PCM SAMPLE LOG
Microscopist: >
(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off

2534-031001- REM New Executive Office Building: Hallway 5.0 50 7:20 11:20 240 1200 3.5 <0.003

01CT adjacent to room 5218 AM AM
2534-031001- REM New Executive Office Building: Hallway 5.0 5.0 7:20 11:20 240 1200 3.0 <0.003

02CT adjacent to room 5230 AM AM
2534-031001- STA New Executive Office Building: Room 3.0 3.0 710 9:20 130 390 100/23 0.546

03CT 5208:Risers 67A and 68A Inside Mini- AM AM

containment for area B

2534-031001- DCON New Executive Office Building: Room 10.0 | 100 7:10 9:20 130 1300 100/50 0.075

04CT 5208:Risers 67A and 68A Inside decon AM AM

for Mini-containment area B

2534-01001- CB New Executive Office Building: Room 10.0 | 10.0 7:10 9:20 130 1300 23.0 0.009

05CT 5208:Risers 67A and 68A Critical barrier AM AM

adjacent to decon of area B
Page 5 of 10




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 10 March 01
W PCM SAMPLE LOG
Microscopist:
(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off
2534-031001- STA New Executive Office Building: Room 3.0 3.0 8:20 9:55 95 285 Particle Sample
06CT 5208: Risers 66A Inside Mini-containment AM AM Overload Void
for area C
2534-031001- DCON New Executive Office Building: Room 10.0 | 10.0 8:20 9:55 95 950 7.5 0.004
07CT 5208: Risers 66A Decon entrance for AM AM
area C
2534-031001- CB New Executive Office Building: Room 10.0 | 100 8:20 9:55 95 950 3.5 <0.004
08CT 5208: Risers 66A Critical barrier adjacent AM AM
to decon of area C
2534-031001- STA New Executive Office Building: Room 3.0 3.0 8:55 10:55 120 360 Particle Sampie
09CT 5208: Risers 64A and 65A Inside of Mini- AM AM Overload Void
containment for area D

Page 6 of 10

Signature of Inspector/Project Monitor: //K//A,/( i Date:_10 March 01
M/ L,.—»-—"""_’

Project Monitor: Charles Turner Training Cert./ License No: 051785
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 10 March 01
W PCM SAMPLE LOG
Microscopist: sl
(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off

2534-031001- DCON New Executive Office Building: Room 10.0 | 10.0 8:55 10:55 120 1200 145 0.006

10CT 5208: Risers 64A and 65A Decon AM AM

entrance for area D

2534-031001- CB New Executive Office Building: Room 10.0 | 10.0 8.55 10:55 120 1200 20.0 0.008

11CT 5208: Risers 64A and 65A Work Area D AM AM

critical barrier adj to Decon

2534-031001- STA New Executive Office Building: Room 3.0 3.0 9:40 11:35 115 345 100/62 0.229

12CT 5208: Risers 69A and 70A Inside Mini- AM AM

containment for area A

2534-031001- DCON New Executive Office Building: Room 10.0 | 10.0 9:40 11:35 115 1150 12.0 0.005

13CT 5208: Risers 69A and 70A Decon AM AM

entrance for area A
Page 7 of 10

Signature of Inspector/Project Monitor: /{//&; E Date: 10 March 01
[ I

Project Monitor:; Charles Turner Training Cert./ License No: 051785

(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG

ORDER
NUMBER: P-11-01-DC-0101

CONTRACT NUMBER:
GS11POOMQDO0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 10 March 01

Microscopist:

s

PCM SAMPLE LOG

Signature of Inspector/Project Monitor: WM
\.//(, e w

Training Cert./ License No:

Project Monitor:

Charles Turner

Date: 10 March 01

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

051785

(Print/Type)

(703) 541-9015, Fax (703) 541-9019

(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cC
on off on off
2534-031001- CB New Executive Office Building: Room 10.0 | 10.0 9:40 11:35 115 1150 10.5 0.004
14CT 5208: Risers 69A and 70A Critical barrier AM AM
adjacent to decon for area A
2534-031001- STA New Executive Office Building: Room 3.0 3.0 10:55 | 12:00 65 195 100/26 0.966
15CT 5217:Riser A41 Inside Mini-containment AM PM
for area E
2534-031001- DCON New Executive Office Building: Room 10.0 10.0 | 10:55 | 12:00 65 650 4.5 <0.005
16CT 5217:Riser A41 Decon entrance for area AM PM
E
2534-031001- CB New Executive Office Building: Room 10.0 10.0 | 10:55 | 12:00 65 650 4.0 <0.005
17CT 5217:Riser A41 Critical barrier adjacent to AM PM
decon for area E
Page 8 of 10




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

Signature of Inspector/Project Monitor: /»(///\.(‘
w - w

Project Monitor:

Charles Turner

Date: 10 March 01

7220-U Telegraph Square Drive, Lorton, Virginia 22079

(Print/Type)

Training Cert./ License No:

051785
(Print/Type)

(703) 541-9015, Fax (703) 541-9019

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 10 March 01
W PCM SAMPLE LOG
Microscopist:
(sign)
Sample Sample Location Fiow rate Time Minutes | Liters | Fibers/ Fiber /
Number Type elapsed 100 fields cc
on off on off

2534-031001- STA New Executive Office Building: Room 3.0 3.0 11:10 | 12:10 60 180 pump fail | Sample

18CT 5217; Riser A40 Inside Mini-containment AM PM Void

for area F

2534-031001- DCON New Executive Office Building: Room 10.0 | 10.0 | 11:10 | 12:10 60 600 6.5 <0.006

19CT 5217: Riser A40 Decon entrance for area AM PM

F

2534-031001- CB New Executive Office Building: Room 10.0 | 10.0 | 11:10 | 12:10 60 600 8.0 0.007

20CT 5217: Riser A40 Critical barrier adjacent AM PM

to decon for area F

2534-031001- REM New Executive Office Building: Hallway 5.0 5.0 11:20 | 2:00 160 800 3.0 <0.004

21CT next to room 5218 AM PM
2534-031001- REM New Executive Office Building: Hallway 5.0 5.0 11:20 | 2:00 160 800 2.0 <0.004

22CT next to room 5230 AM PM

Page 9 of 10




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ASBESTOS ABATEMENT MONITORING DAILY CHECKLIST & LOG OF EVENTS

CLIENT: GSA, NCR, SDS, WPYG ORDER

CONTRACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQDO0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 10 March 01

Microscopist: Mf%

PCM SAMPLE LOG

(sign)
Sample Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Number Type elapsed 100 fields cc
on off on off
2534-031001- REM New Executive Office Building: Hallway 5.0 5.0 7:23 1:48 385 1925 3.5 <0.002
35CT next to room 6210 (6" floor) AM PM
2534-031001- REM New Executive Office Building: Hallway 50 |50 7:25 1:50 385 1925 4.5 <0.002
36CT next to room 4210 (4" floor) AM PM

Page 10 of 10

Date: 10 March 01

Signature of Inspector/Project Monitor: /JW/‘/( i
e G

Project Monitor: Charles Turner
(Print/Type)

7220-U Teiegraph Square Drive, Lorton, Virginia 22079

Training Cert./ License No: 051785

(Print/Type)

(703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG

ORDER

CONTRACT NUMBER:

NUMBER: P-11-01-DC-0101 GS11POOMQD0098

ACT NUMBER:
P0O2642534

BUILDING: New Executive Office Bldg:

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Floor Fan Coil Unit Replacement Project

DATE: 10 March 01

REMOVAL CONTRACTOR: Hillian

CONTRACTOR SUPERVISOR: Silvio Argueta

MONITORING CONTRACTOR:

INDUSTRIAL HYGIENE TECHNOLOGIES, INC.

TIME START: 0615 TIME COMPLETE: 1700

ABATEMENT SCOPE OF WORK: Demalition, Decont

amination w/ possible TSI removal

TYPE OF ASBESTOS N/A QTY. OF ASBESTOS N/A

MATERIAL ABATED MATERIAL ABATED

OSHA ACTIVITY CLASSI CLASS I CLASS Il CLASS IV
CLASSIFICATION

DESCRIBE SPECIFIC WORK AREA INSPECTED: NEOB: 5™ Floor Room 5208 & 5217 Risers 69A to 65A
& Risers 40A to 41A Mini-Containment Work Area's A,B,C,D, E, & F.

TOTAL SQUARE FOOTAGE OF WORK AREA: 6 Mini-Containments 40ft? per work area

FINAL CLEARANCE (AHERA, PCM, NIOSH 7402, AGGRESSIVE): PCM

INSPECTION ACTIVITY TO BE WITHIN PROBLEMS ENCOUNTERED
CATEGORY CHECKED LIMITS
Residual Dust / Floor YES
Debris
Horizontal Surfaces YES
Pipes YES
Ventilation Equip. YES
Ductwork N/A
Registers N/A
Lights N/A
Other N/A

(The above questions are to be answered “YES” or “Problem Encountered Noted".)

See Asbestos Abatement Monitoring Checklist and Log of Events- Daily Log of Events for details

concerning project.

Signature of Inspector/Project Monitor:

Project Monitor:

Page 1 of 4

Date:_10March 01

Charles Turner

A

(Print/Type)

Training Cert./ License No:

051785

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax

(Print/Type)

(703) 541-9019



Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 10 March 01
W PCM SAMPLE LOG
Microscopist: 7l
(sign)
Sample Number Sample Location Fiow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-031001-23CT POST New Executive Office Building: 10.0 | 10.0 | 11:23 1:23 120 1200 6.5 <0.003
Room 5208:Risers 67A and 68A AM PM
Inside area B
2534-031001-24CT POST New Executive Office Building: 10.0 | 10.0 | 11:23 1:23 120 1200 10.0 0.004
Room 5208: Risers 67A and 68A AM PM
Inside area B
2534-031001-25CT POST New Executive Office Building: 10.0 | 10.0 | 11:27 1:27 120 1200 3.0 <0.003
Room 5208: Risers 66A Inside AM PM
area C
2534-031001-26CT POST New Executive Office Building: 10.0 | 10.0 | 11:27 1.27 120 1200 4.5 <0.003
Room 5208: Risers 66A Inside AM PM
area C

Page 2 of 4

Signature of Inspector/Project Monitor: M;é Date:_10March 01
L~~~ —m

Project Monitor: Charles Turner Training Cert./ License No: 051785
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P02642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 10 March 01
W PCM SAMPLE LOG
Microscopist: rall
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters Fibers / Fiber /
Type elapsed 100 fields cc
on off on off
2534-031001-27CT POST New Executive Office Building: 10.0 | 10.0 | 12:18 | 2:18 120 1200 4.5 <0.003
Room 5208: Risers 64A and 65A PM PM
Inside area D
2534-031001-28CT POST New Executive Office Building: 10.0 | 10.0 | 12:18 | 2:18 120 1200 6.0 <0.003
Room 5208:Risers 64A and 65A PM PM
Inside area D
2534-031001-29CT POST New Executive Office Building: 10.0 | 10.0 | 12:23 | 2:23 120 1200 4.0 <0.003
Room 5208: Risers 69A and 70A PM PM
Inside area A
2534-031001-30CT POST New Executive Office Building: 10.0 | 10.0 | 12:23 | 2:23 120 1200 5.0 <0.003
Room 5208: Risers 69A and 70A PM PM
Inside area A
{/ Page 3 of 4
Signature of Inspector/Project Monitor: / /;é Date:_10March 01
T
Project Monitor: Charles Turner Training Cert./ License No: 051785
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




Industrial Hygiene Technologies, Inc.
Environmental & Industrial Hygiene Consultants

ABATEMENT FINAL INSPECTION CHECKLIST & LOG

CLIENT: GSA, NCR, SDS, WPYG ORDER CONTRACT NUMBER: ACT NUMBER:
NUMBER: P-11-01-DC-0101 GS11POOMQD0098 P0O2642534
BUILDING: New Executive Office Bldg: LOCATION: 725 17™ Street NW. Washington, DC
PROJECT: 5™ Floor Fan Coil Unit Replacement Project DATE: 10 March 01
W PCM SAMPLE LOG
Microscopist: il
(sign)
Sample Number Sample Location Flow rate Time Minutes | Liters | Fibers/ Fiber /
Type elapsed 100 fields cc
on off on off
2534-031001-31CT POST New Executive Office Building: 10.0 | 10.0 1:00 3:00 120 1200 3.0 <0.003
Room 5217:Riser A41 Inside area PM PM
E
2534-031001-32CT POST New Executive Office Building: 10.0 | 10.0 1:00 3:00 120 1200 25 <0.003
Room 5217: Riser A41 Inside PM PM
area E
2534-031001-33CT POST New Executive Office Building: 10.0 | 10.0 1:10 3:10 120 1200 4.0 <0.003
Room 5217: Riser A40 Inside PM PM
area F
2534-031001-34CT POST New Executive Office Building: 10.0 | 10.0 1:10 3:10 120 1200 4.0 <0.003
Room 5217: Riser A40 Inside PM PM
area F
/// Page 4 of 4
Signature of Inspector/Project Monitor: / /;é Date:_10March 01
i —
Project Monitor: Charles Turner Training Cert./ License No: 051785
(Print/Type) (Print/Type)

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-9015, Fax (703) 541-9019




v3/11/2901

15:15 7636458722

CHARLES TURNER: IHT

Industrial Hygiens Tochnologus, inc.

Environmenis! & industrisl Hygiene Consulle.

GSA ABATEMENT PERSONNEL REPORT

PAGE 82

BUILDING: New Executive Office Building

LOCATION: 725 17™ Street NW. Washington, DC

PROJECT: 5™ Fioor Fan Coit Unit Replacement DAYE: ,mm
Project
REMOVAL CONTRACTOR: Hillian Brothers MONITORING CONTRACTOR:

INDUSTRIAL HYGIENE TECHNOLOGIES, INC

SHIFT START TIME: 1845

SHIFY COMPLETION TIME: 2215

SCOPE OF WORK
ASBESTOS WORK: 5™ Fioor Fan Coil Unit Replacement Project Demolition & Decontamination (Prep Work)
ASBESTOS CLASS | ASBESTOS CLASS H ASBESTOS CLASS I | X| ASBESTOS CLASS IV
NEA OBTAINED NEA OBTAINED NEA OBTAINED NEA OBTAINED
LEAD WORK: NA
LEAD ABATEMENT LEAD DEMOLITION INTACT ITEMS STRIPPING
NEG. INIT. DETERM. NEG. INIT. DETERM. NEG. INIT. DETERM. NEG. INIT. DETERM.

SOCIAL SECURITY NO. pueegid sﬂ:::ﬁ::ﬁ;:%;:r!
o ARCuETA | 225 35- 2644 & 124433290
uay G RO S - 25-5440 ¢ 13oo® 4304 |
ay Girow  I5HE- 7o 457 2 9957658 |
Jlua_Floges |518-z(-0218 = 12493 234 ]
RANGZo TOBAR: |(21-S2-598% “ 1z793/05%
1yaly ToBAR 230 -81- 34971 1299 s g
RS A Aac,marA 230-S9-3/5 L U 2953 329F |
' 212 (- 2004 7| Tt
145 - 96- 34% “ L
66- 55 9156 ~ 2495 3293

Signature of In Monitor:

e

Page 1 of 1

Date:__ 03/02/01

Lravies TURNER,

Project Monitor m Training Cert./ Liconse No: 01-0104 -

7220-U Telegraph Square Drive, Lorton, Virginia 22079 (703) 541-8015, Fax (703) 541-8019




U5/ L1/ £U0E 131410 FU3BIDBILL CHAORLES TURNER:. IHT Pt-‘\GE‘ 4]

indusiniai Hygiene roctmologns inc.
Environmertat & incusinal Hygene Consultents

GSA ABATEMENT PERSONNEL REPORT

BUILDING: New Executive Office Building LOCATION: 725 17* Street NW, Washington, DC
PROJECT: 5" Floor Fan Coif Unit Repiacement DATE: 10 March 01
Project
REMOVAL CONTRACTOR: Hillian Brothers MONITORING CONTRACTOR:
INDUSTRIAL HYGIENE TECHNOLOGIES, INC
SHIFT START TINE: 0630 SHIFY COMPLETION TIME:
SCOPE OF WORK
ASBESTOS WORK: 5” Fioor Fan Coil Unit Replacement Project Prap Work & Abstemant
ASBESTOS CLASS ¢ x | ASBESTOS CLASS U} ASBESTOS CLASS I ASBESTOS CLASS IV
NEA CBTAINED NEA OBTAINED NEA OBTAINED NEA OBTAINED
LEAD WORK:
LEAD ABATEMENT LEAD DEMOLITION INTACT ITEMS STRIPPING
NEG. INIT. DETERM. NEG. INIT. DETERM. NEG. INIT. DETERM. NEG. INIT. DETERM.
ﬂ — PERSONAL INFORMATION ____
NAME: (LAST, FIRST, W - PRINT) | SOCIAL SECURITY MEDICALS / AIT STATE LICENSE NO./
{TRAINING CERY. NO)
Siluit AR GupETA  [225-35- 2644 L [299332 90
O0irRsA_ArpugTA 230 -59-2472 — 2993 329%
b:knudzw [ OBAR 2(-5t-51%% — 12§93 93
Iyuly TOBAR 30 54-%§2 L lza9t 1z 40
Siluin  Flores 515 -21-0231 % L7 12993 3374
NApoleow  UWQUE #1321 ot 2]  19926%/L |
EISIRA ngzs o -55-9196 129933 29%
[Clemenie /w;:LA b3 -9E - 34 94 "
Page 1 of 2
e
Signature of inspector/Project Monitor: ( / — Dste:____10 March 01
Project Monitor__________ ChanesTurner Training Cert./LicenseNo____ 051785
(Pri/Type) (Print/Type}

7220-U Telegraph Square Drive, Lonton, Virginia 22079  (703) 541-9015, Fax (703) 541-8019



NOTE TO FILE
BUILDING NAME: NEOB DATE: 2/16/94
BUILDING NUMBER: DCO0105Z7Z

BUILDING ADDRESS: 725 17TH STREET, NW
WASHINGTON, DC

COMMENTS:

On the above date Bob Reever of the White House Projects
Office, Ray Granados of the White House Fire Alarm Shop, and
myself met at the NEOB to discuss the fire alarm sub-systems
in the 4th floor main computer room for the building. This
computer room was originally smaller than what it is now.
The separate fire alarm system provided for part of it is an
Autocall system tied to the existing building fire alarm
system via the HOW loop. This system consists of smoke
detectors, a waterflow switch and tamper switch. It covers
about 1/4 of the overall computer room. Per Ray, the smoke
detectors tied to this system are from Hawaii and can no
longer be obtained.

The other 3/4 of the computer room is provided with another
fire alarm system, a Fire-Lite Sensiscan 1000 panel, with
smoke detectors tied to it and an annunciator. This panel
is not presently tied to the building system. Therefore, it
must be interfaced to transmit both an alarm and trouble
signals to the new building fire alarm systemn.

Once the existing building fire alarm system is removed, the
smaller computer fire alarm system will not be able to
function. 1Its communication loop will be gone. Therefore,
the meeting was to decide the best plan of action to provide
a solution to this problemn.

Ray made a great suggestion to incorporate the smaller part
of the computer room's detection into the larger part's
system. He is very familiar with both systems and stated
that even all or some of the existing conduit may be able to
be reused. Also, this changeover could take place within
one day.

This is workable, because the Fire-Lite panel has spare
zones and more can be added if necessary. We discussed and
decided on the following: new smoke detectors matching the
existing ones tied to the Fire-Lite panel will replace the
existing ones tied to the Autocall system (smokes are
presently placed above the ceiling, at the ceiling and in
the underfloor); the waterflow and tamper switches will be



tied to the Fire-Lite panel; alarm and trouble signals will
be sent from the computer room fire alarm system to the
building fire alarm system via addressable interface
devices. If the existing conduit can be reused, then it
will be; however, if new conduit must be run then it will
have to be provided. Asbestos is an issue. Any ceiling
work will have to be coordinated with the asbestos removal.
The existing transmitter/Autocall cabinet can be used as a
junction box if necessary.

I stated that the tamper switch may also be tied to the
building fire alarm system. It does not have to be tied to
the computer room fire alarm system, although Ray would
prefer it to be. Hoever, it would actually be better to tie
it to the building fire alarm system, so that we get a
supervisory signal verses a trouble signal.

A new waterflow switch and tamper switch are being added to
separate and isolate the computer room from the rest of the
floor's sprinkler system. This is mandatory, because
computer power shutdown is done by a relay upon activation
of the waterflow switch.

Ray stated that the White House Fire Alarm Shop can do the
work and prefers to do the work. I agreed that this was the
best way to approach it and that there should be money Bob
can allocate under the fire alarm contract for fire alarm
shop support. I stated that this has been done before on
many occasions where similar situations have arisen.

The only other issue to be resolved is the annunciator.

This will also be required to be changed to indicate the
additional underfloor smoke detectors. The additional smoke
detectors will also need to be point wired to the
annunciator so that the appropriate LED will 1light upon
activation of the detector. This will need to be
coordinated with Ray.

It is very important to ensure that the computer room is
provided with fire protection at all times. Any down time
should be held to a minimum and a fire watch provided, if
necessary, during the down time to ensure early notification
and evacuation.

Provided by: g:)QLLUﬂ/ZA IA&}K ZJZ5ZQL/

Deidre A. Traff
Fire Protection Englneer
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MEMORANDUM FOR DOUGLAS E. NELSON
DISTRICT MANAGER-DESIGN (WPCOD)

ATTN: LARRY AITCHESON

FROM: JOHN H. GOT 042%2&%§ZZ§?Z;’/

- CHIEF, FIRE OTE GINEERING BRANCH (WPXF)
SUBJECT: Fire Protection Engineerlng Review Comments

PROJECT TITLE: Install Sprinkler System and Fire Alarm System
New Executive Office Building

BUILDING NUMBER: DCO105ZZ

JOB NUMBER: IDC 18222

CONTRACTOR (CONSTR. OR A/E): Halliburton Nus Environmental Corp.
SUBMISSION TYPE & DATE: 60 %, dt'd 04/27/92

FILE NAME:cdNEOB60

Submission is approved.

XXX Submission is approved as noted.
Submission is disapproved.

Resubmission is required.

NO: } FIRE AND LIFE SAFETY REVIEW COMMENTS:

1. The specifications should explain the project areas so that the
contractor can properly bid this job.

. Please determine if there are any duct smoke detectors in the
uilding. They must be monitored by the new fire alarm system.
3. Please determine if there are any existing kitchen suppression
systems or computer room fire alarm systems. These systems must be
connected to the building fire alarm system.

4. Provide a two way fire department communication system in all
areas required per BOCA 1990, Section 602.8.

5. Provide elevation drawings.

6. Provide drawings of the elevator machine rooms and penthouse
level(s).

7. Provide heat detectors, smoke detectors and waterflow switchs for
the elevator machine room. Provide a means to disconnect the power to
the elevator equipment upon activation of any heat detector or
waterflow switch.

PAGE 1



8. Please indicate on the drawings if there are any SCIF areas.
SPECIFICATIONS

9. Spec 01300, Section 1.5: Add the following: All fire protection
submittals require a 30 day review period.

10. Spec 15310, Section 2.3: Include the fire pump size.
11 Spec 15310, Section 4.6: Delete.

12. Spec 15310, Section 6.3: Provide a sentence permitting the use
of butterfly valves for the riser control valves.

13. Spec 15310, Section 8.2: Changg 5.8 to 5/8.

e
14. Spec 15310, Section 10.6: the following: supplied from the
highest and most remote part of the system when possible ...

15. Spec 16723: Edit the entire specification for this project.
DRAWINGS
16. Provide a symbols list for the drawings.

17. Provide the structural ceiling height on the drawings. This can
be done as a general note but should not be located only in the
asbestos notes.

18. Provide the proposed project areas on all drawings to avoid
confusion.

19. Provide wall construction types for all floors.

20. Dwg A-PA-B2: No project areas are shown on this drawing, however
fire alarm and sprinkler work must be done on this floor. Please
clarify.

21. Dwg A-PA-Bl - A-PA-10: The corridors and elevator lobbies are
not included in a project area however fire alarm and sprinkler work
must be done in these areas. Please clarify.

22. Dwg A-PA-B1 - A-PA-10: Provide heavier lines for the project
areas. \

23. Dwg A-PA-04: The computer room is designated as NIC however new
sprinkler piping is being routed through this area and fire alarm
devices are being provided for this area. Please clarify.

24. Dwg A-RC-B2 - 10: Provide a description of these symbols, ® © ¥ |
(See comment #14). If these are sprinkler heads, provide a note
stating that the actual location of heads may vary from that shown on
the drawings due to obstructions above the ceiling.

PAGE 2



25. Dwg A-RC-Bl: The location of sprinkler heads is shown for the
existing systems in some areas and not in others. Please be
consistent. We recommend not showing the location of the heads.

26. Dwg A-RC-01: On this drawing a sprinkler head is being shown in
the stair vestibule and on other floors the vestibule is not being
sprinkled. Please clarify.

27. Dwg A-RC-04: See comment 23 for the existing computer room
sprinkler system.

28. Dwg A-RC-09 - 10: Sidewall sprinkler heads are being used to

cover Windiigﬁ eas when they are not required. Please resolve.
L

29. Dwg M-FP-B2 - 10: Identify any areas which are extra hazard
areas on the drawings.

30. Dwg M-FP-B2 - 10: Add a note stating that the actual location of
the sprinkler piping may vary from that shown on the drawings due to
obstructions above the ceiling.

31. Dwg M-FP-B2: Show where the existing sprinkler feed is located
and where the new system connects to it.

32. Dwg M-FP-Bl: Show the feed to the area adjacent to stair 2.

33. Dwg M-FP-04: Show the connection to the existing computer room
sprinkler system from the new system.

34. Dwg M-FP-__: Provide a sprinkler system riser diagram.

35. Dwg M-FP-11: This drawing, Sprinkler Zone Control Details, is
not provided. Please resolve.

36. Dwg E-LP-B2 - E-FN-10: Provide the floor number in the title
block type area as was done in the other drawings.

37. Dwg E-FD-B2 - E-FD-10: There is no note or legend stating
whether these devices are existing to be removed.or existing to
remain. Please clarjfy. '

38. Dwg E-FD-B2 - E-FD-10: These drawing are not necessary since all
existing devices are shown on the new work drawings also. Please
resolve.

39. Dwg E-FN-B2: Provide speakers, waterflow and tamper switches for
this floor. ' )

™

40. Dwg E-FN-B2 - 10: Provide addressible interface devices for the
waterflow and tamper switches.

41. Dwg E-FN-Bl1 - 10: Provide manual pull stations within 5 feet of
all exits.

PAGE 3



42. Dwg E-FN-

43. Dwg E-FN-

Bl - 2: Provide speakers/strobes on these floors.

03 - 10: Coordinate the location of the speakers as

they are shown where walls are located in some areas.

44. Dwg E-FN-

45. Dwg E-FN-

11/12: Please define all symbols. (See comment #0)

11/12: Show where the remote panels are to be located

on the floor plans.

46. Dwg E-FN-
etc.

47. Dwg E-FN-

11/12: Show the connections to RCC, power, batteries,

11/12: Provide the minimum number of wires in the

conduct runs on the riser diagram.

48. Dwg E-FN-
incomplete on

49. Dwg E-FN-

11/12: Please explain the system loops, etc. They are
this riser diagram. -

11/12: Provide the devices on the riser which were not

included in this submission.

50. Dwg E-FN-

: Provide a drawing with fire alarm details,

annunciator, etc.

A written response, individually addressing the comments listed

above, must accompany the next submittal.

Reviewed by:

(WPXF) * . Date -
Laurie Doyle

Fire Protection Engineering Branch

(202) 708-5236

WPXF FORM # 02, (3/89)
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P ————

1.CONTRACT ID CODE PAGE OF PAGES

GS-11P87MKC7498"N" | 1 | 2

'AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT

Z. AMENOMENT/MODIFICATION NG. 3. EFFECTIVE DATE |4, RECUISITION/PURCHASE REQ NG |5. PROJECT NO_if applicabic)
One (1) 7/15/87 RDC78042
6. 1SSED BY 7. ADMINISTERED BY (If other than Tfem 6) r
CODE

CODE

General Services Administration, NCR
Construction Contracts Branch (WQPC)
GSA Regional Office Building, Room 2640
7th & D Streets, SW.

Washington, DC 20407

8. NAME AND ADDRESS OF CONTRACTOR (No., street, county, State and ZIP Code)

) |9A. AMENDMENT OF SOLICITATION NO.

GS-11P87MKC7498 "NEG"
AL PROSPECTIVE OFFERORS 98. DATED (SEE ITEM 11)

10A, ngIFICATION OF CONTRACT/ORDER

10B. DATED (SEE ITEM 13)

CODE |FACILITY CODE
11. THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS

The above numbered solicitation is amended as set forth in Item 14, The hour and date specified for receipt of Offers D is extended, » B is not ex-
ended.

Offers must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended, by one of the following methods:

(a) By completing Items 8 and 15, and returning copies of the amendment;f(b) By acknowledging receipt of this amendment on each capy of the offer
submitted; or lc} By separate letter or telegram which includes a reference to the solicitation and amendment numbers, FAILURE OF YOUR ACKNOWLEDG-
MENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT
IN KEJECTION OF YOUR OFFER. If by virtue of this amendment you desire to change an offer already submitted, such change may be made by telegram or
ietter, provided each telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and date specified.

12. ACCOUNTING AND APPROPRIATION DATA (If required)

13. THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS,
IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14,

W) A.THIS CHANGE ORDER IS ISSUED PURSUANT TO: (Specify authority) THE CHANGES SET FORTH IN iTEM 14 ARE MADE IN THE CON-
—— TRACT ORDER NO.1iN ITEM 10A.

B. THE ABOVE NUMBERED CONTRACI/ORDER 1S MODIFIED TO REFLECT THE ADMINISTRATIVE CHANGES (such as changes in paying office,
appropriation date, etc.) SET FORTH IN ITEM 14, PURSUANT TO THE AUTHORITY OF FAR 43.103(b).

C. THIS SUPPLEMENTAL AGREEMENT IS ENTERED INTO PURSUANT TO AUTHORITY OF:

D. OTHER (Specify type of modification and authority)

E. IMPORTANT: Contractor is not, D is required to sign this document and return __________ copies to the issuing office.
14, DESCRIPTION OF AMENDMENT/MODIFICATION (Organized by UCT section headings, including solicitation/contract subject matter where feasible.)

SPECIFICATIONS - VOLUME I OF II

S-1: The following sections are added and made a part of the contract specifications:

Section 15310, Fire Protection Sprinkler System
Section 16010, Electric, Basic Requirements
Section 16050, Basic Wiring and Methods

Section 16723, Fire Alarm System

DRAWINGS: The attached drawing Nos.FP-1 and E-1 dated 7-14-87, showing new fire pump with
associated piping and controls, sprinkler deluge valve and requirements for

Except as provided herein, all terms and conditions of the document referenced in |tem 9A or 10A, as heretofore changed, remains unchanged and in fuli force
and effect,
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Amendment No. 1 to Contract GS-11P87MKC7498 "NEG" continued

provision of sprinkler system for cooling tower, are added and made a -part of
the contract documents.

END OF AMENDMENT NO. 1

Attachments: Sections 15310, 16010, 16050 and 16723
Drawing Nos. FP-1 and E-1



SECTION 15310

FIRE PROTECTION SPRINKLER SYSTEM

1. APPLICABLE PUBLICATIONS: Unless otherwise
indicated, the system, its specified components, their installation and
operation shall conform to the applicable requ1rements of the following
publications:

1.1 National Fire Protection Association (NFPA):
No. 13 Standard for the Installation of
Sprinkler Systems
No. 214 Standard on Water Cooling Towers.
No. 20 Standard for the Installation of
Centrifugal Fire Pumps.
No. 70 National Electrical Code
1.2 Underwriters Laboratories (UL):

Fire Protection Equipment Directory (January 1987.)
Building Material Directory (January 1987.)

1.3 Factory Mutual Engineering Corporation (FM):
Approval Guide 1986
1.4 American National Standards Institute (ANSI):

A 53.1-1979 Safety Color Code for Marking
Physical Hazards

A 14.3-1974 Safety Requirements for Fixed

Ladders
1.5 American Society for Testing and Materials (ASTM):
E 84-77a Surface Burning Characteristics of
Building Materials
E 119-78 Fire Tests of Building Construction
and Materials
1.6 Federal Specification (Fed. Spec.):
TT-P-86G Paint, Red-lLead-Base, Ready Mixed
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1.7 General Services Administration (GSA):

PBS P Accident and Fire Prevention-
5900.2A General
1.8 Acceptable evidence of compliance of devices and

equipment, unless otherwise specifically indicated, is a UL listing or
FM 1abel, for its intended use, satisfactory to the Contracting Officer,
that the devices and equipment meet the applicable standards. AN
devices and equipment shall be products being manufactured and having
the required UL listing or FM label, for its intended use, at the date
of bid opening.

2. DESCRIPTION:

2.1 This section of the specification includes the
furnishing of all Tabor and materials for the installation of a
hydraulically calculated cooling tower deluge system, complete in all
respects and ready for operation for the New Executive Office Building.
The system is subject to the requirements of Section, MECHANICAL
EQUIPMENT, GENERAL. Design and installation of the sprinkler system
shall be such that no parts interfere with doors, windows, heating,
plumbing, air conditioning systems or electrical equipment.

2.2 The work shall be installed in accordance with the
drawings, specifications and referenced publications. In case of
conflict of requirements, the requirements in GSA Handbook PBS P 5900.2A
shall govern.

2.3 Sprinkler heads shall be spaced, located, and
positioned according to section 5-2.3 for crossflow towers of NFPA No.
214 piping sizes and configurations shall be on the basis of hydraulic
calculations. Under the fan decks the rate of application of water
shall be 0.33 gpm/square feet including fan opening. Over the fill
areas the rate of application of water shall be 0.5 gpm/square feet.

2.4 Contractor shall obtain fTow information from the
following:

Bernard L. Gascon

Chief Project Development Section
Department of Public Works

5000 Overload Avenue, SW

Room 406

Washington, D.C. 20032

Hydraulic calculations shall be based on a 78 psi static water pressure
to the building.

3. SPECIALIST: Installation shall be by a specialist
who is experienced in the installation of automatic sprinkler systems
(minimum five years). Refer to Section SPECIAL CONDITIONS for
additional specialist requirements.

15310-2



4 HYDRAULIC CALCULATIONS: Hydraulic calculations
shall be prepared in accordance with Chapter 7 of NFPA No. 13 with the
following exceptions:

4.1 Minimum operating pressure of any sprinkler shall
be 15 psi.
4.2 Pipe friction losses may be calculated by using the

nearest foot for all piping over one foot in length. Horizontal lengths
less than one foot may be neglected. Vertical lengths less than one
foot shall be included for elevation purposes only.

4.3 Flows shall be calculated to the nearest whole
gallon.

4.4 Velocity pressures may be neglected.

4.5 Velocities in all piping shall not exceed 16 feet
per second. .

5. SUBMITTALS:

5.1 Shop Drawings:

5.1.1 Detailed working drawings in accordance with

Sections 1-9 and 7-2 of NFPA No. 13 shall be prepared and submitted to
the Contracting Officer for approval prior to fabrication of piping.
Hydraulic calculations shall be a part of this submittal. Partial
submissions are not acceptable.

5.1.2 Catalog cuts of all essential equipment such as
sprinkler heads, hangers and fittings shall be submitted for approval
along with the working drawings.

5.1.3 A layout with sufficient detail to indicate the
coordination of the location of sprinkler heads and piping with the
cooling tower configuration shall be provided.

5.1.4 The submittal shall include a statement from the
sprinkler contractor certifying that the design meets the hydraulic
design parameters stated in this specification.

5.2 As-Built Drawings:

5.2.1 Detailed as-built drawings shall be prepared and
submitted to the Contracting Officer. The drawings shall indicate all
information as required for working plans by Sections 1-9 and 7-2 of
NFPA No. 13. The drawings shall also show the system as installed
including all deviations from the approved shop drawings. The drawings
shall be on uniform size sheets no smaller than 30 inches by 42 inches.

5.2.2 Five sets of as-built drawings shall be provided.
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5.2.3 Final testing will be conducted only after receipt
of the as-built drawings.

6. PIPE, VALVES, AND FITTINGS:

6.1 Piping shall be ferrous piping or copper tube
listed in NFPA No. 13 Table 3-1.1.1 and in accordance with Section 3-1
of NFPA NO. 13.

6.1.1 A1l exterior piping shall be copper tube listed in
NFPA. No. 13

6.2 A11 valves shall be suitable for 175 psi working
water pressure.

6.3 Riser and sectional control valves shall be iron
body, brass mounted approved 0S&Y type.

6.4 Each control valve shall be provided with adequate
means for mounting an electrical supervisory contact unit which is
specified in Section 16723, FIRE ALARM SYSTEM.

6.5 Drainage and test valves shall be all-bronze,
globe, angle or gate valves.

6.6 Check valves two inches and smaller shall be all-
bronze with screw ends. Check valves 2-1/2 inches and larger shall be
iron body, brass mounted with flange ends and non-ferrous metal set
rings and bearings.

6.7 Fittings: Fittings shall be in accordance with
Section 3-13 of NFPA No. 13 and suitable for 175 psi working pressure.
Joining of3pipe and fittings shall be in accordance with Section 3- 12 of
NFPA No. 1

7. DELUGE VALVES: De]uge valves shall be UL listed
Special System Water Control Valves Class I. Adequate means for
mounting a deluge valve actuation device to operate each deluge valve
shall be provided. In addition, each deluge valve shall actuate
manually from a pull handle located at the valve. Deluge valve clappers
shall incorporate a latching mechanism that will not be affected by
changes in pressure of the water system. All valves shall be suitable
for 175 psi working water pressure. If six inch valves are used in
eight inch risers, smoothly tapered connections shall be provided. All
necessary gauges, trimmings, and other appurtenances shall be provided
for a standard approved unit. A1l equipment shall be UL 1isted, and
installed in accordance with its listing and Section 5-3 of NFPA No. 13.

8. WATERFLOW DETECTORS: Waterflow detectors are
included under Section 16723, FIRE ALARM SYSTEM, however adequate means
for mounting these units sha]l be provided. Coordinate waterflow
detectors with pipe sizes.
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9. RELEASE SYSTEM: Provide a pneumatic release system
to open deluge valve. Fixed temperature releases (pilot heads) shall
have identical spacing to the spray nozzles in the cooling tower.
Release system shall be manufacturers standard system, compatible with
deluge valve and system provided.

10. CONTROL VALVE SUPERVISION: The OS&Y valve
supervisory contact units, detectors and all conduit and wiring
connected thereto, are included in Section 16723, FIRE ALARM SYSTEM of
this specification.

11. FIRE PUMP SYSTEM:

11.1 Provide a fire pump system complete with fire pump,
motor, controller, pressure maintenance pump (jockey pump), and
accessories. The pumping system shall be listed by Underwriters
Laboratories, Inc. and shall conform to all requirements of NFPA 20.
See drawings for base bid and option bid items.

11.2 Pump shall be horizontal centrifugal split- case
type. Pump shall be rated at 1000 gpm at 105 psi. Pumps shall furnish
not less than 150 percent of rated capacity at not less than 65 percent
of the total rated head. The shut-off head shall not exceed 120 percent
of rated head. Split case pumps which are automatically controlled
shall be provided with a listed float-operated air release not less than
1/2 inch in size, to automatically release air from the pump. Pressure

'gauges shall be installed on the suction and discharge sides of the pump
in accordance with NFPA No. 20. An automatic circulation relief valve
shall be provided. Pump shall be provided with a nameplate giving
manufacturer’s name, model number and pump discharge characteristics.

11.3 An electric motor shall be provided and shall be
rated for continuous duty. Motors shall not be used at voltages in
excess of 110 percent of rated voltage. Motor shall be non overloading
at all points on pump curve.

11.4 Controller: A1l controllers shall be specifically
listed for electric motor-driven fire pump service and installed in
accordance with NFPA No. 20. Isolating means and circuit breaker shall
be provided. A pilot power on lamp shall be provided. Supervisory
signals shall be sent to the Fire Alarm System, Section 16721, to
indicate either a motor running condition or loss of line power.
Controller shall operate automatically and manually. A water pressure
actuated switch having independent high and low calibrate adjustments
responsible to the water pressure in the fire protection system shall be
provided. Shutdown shall be accomplished manually and automatically.

11.5 - Pressure Maintenance Pump (Jockey Pumps): Jockey
pump shall be provided and shall have a rated capacity of 5 gpm and
rated pressure of 50 psi. An electric motor and controller shall be
provided.

12. Piping, General:
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12.1 . A test header shall be provided. The number and
size of hose header valves and the header supply pipe size shall be in
accordance with NFPA No. 20. Header shall be located three feet above
grade. Hose valve threads shall be National Standard Fire Hose Thread
type. Caps with chains shall be provided for each outlet. A ball drip
valve shall be located in the pipe line to the hose header.

12.2 Relief valve shall be set to prevent pressure on
the fire protection system in excess of that pressure which the system
;;P;apable of withstanding. Valve shall be installed in accordance with

No. 20.

13. SLEEVES AND ESCUTCHEONS:

13.1 Pipe passing through walls, floors and partitions
shall be provided with standard weight steel pipe sleeves. Sleeves
through walls and finished spaces shall be flush. Where located in the
floor construction the sleeves shall project not less than two inches
above the floor line. Holes for pipe passing through floor slabs, walls
or partitions with fire rated doors, corridor walls, and vertical
service shafts shall be firestopped. Materials used for firestopping
shall comply with the following as a minimum:

13.1.1 Be capable of preventing the passage of flame and
hot gases sufficient to ignite cotton waste when subject to ASTM E 119
time-temperature fire conditions for two hours.

13.1.2 Flame Spread: 25 or less, ASTM E 84.
13.1.3 UL Classified Fill, Void, or Cavity material.
13.2 Provide escutcheons for pipes passing through

walls, partitions and finished ceilings. Escutcheons shall be chrome
plated steel.

14. INSTALLATION:

14.1 The waterflow device shall be installed on the
discharge side of the deluge valve above the supervisory system check
valve.

14.2 The deluge valve shall be fitted with an alarm by-
pass test connection in accordance with Section 3-17 of NFPA No. 13; so
the waterflow device may be tested without opening of the deluge valve.

14.3 Provide all test and drain lines as required by
Section 3-11 of NFPA No. 13. Pressure gauges, signs and other such
standard appurtenances shall be furnished as required for a complete
installation in accordance with NFPA No. 13. A nameplate data sign
shall be provided at the main controlling valve to identify the system
as a hydraulically designed system indicating the location and basis for
design in accordance with Chapter 7 of NFPA No. 13.
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14.4 A1l sprinkler piping shall be so installed that it
can be thoroughly drained, and where practicable shall be arranged to
drain at the main drain valve. The main drain valve shall be capable of
a full discharge test without allowing water to flow onto the floor.

A1l drips and drains shall conform to Section 3-11 of NFPA No. 13. Al1l
drain outlets discharging to the outside shall be located no higher than
one foot above grade level. .

14.5 Field changes in the piping layout or pipe sizes
shall not be made without prior approval of the Contracting Officer.

14.6 Pipe supports, hangers, and clamps shall conform to
and be placed in accordance with Section 3-15 of NFPA No. 13 and listed
by Underwriters Laboratories, Inc., or approved by Factory Mutual.

14.7 Inspector’s Test Valves shall be provided in
accordance with Section 3-9 of NFPA No. 13, supplied from the highest
and most remote part of the system in re]ation to the riser assembly,
and shall discharge to the outside of the building or to a building
d;a1a f']l’est valves shall be conveniently accessible within seven feet
of the floor.

14.8 Sterilization with a chlorinating material,
approved by the Contracting Officer, shall be accomplished upon
completion of the sprinkler installation and prior to placing the system
in operation. The amount of chlorine applied shall be such as to
provide a dosage of not less than 50 parts per million. The
chlorinating materials shall be introduced into the water-supply lines
and sprinklier systems in an approved manner. Following a contact period
of not less than eight hours and not more than 12 hours, the chlorinated
water shall be flushed from the system with clean water until the
chlorine is not greater than 0.4 part per million. A1l valves in lines
being sterilized shall be opened and closed several times during the
eight hour period.

15. PAINTING: . Exposed threads of all ferrous pipe
shall be given one coat of corrosion resistant paint at the time of
installation. After the system has passed all tests, all iron and steel
parts shall be thoroughly cleaned. A1l piping and other metal that is
exposed, except sprinkler heads, bronze, chrome or brass fittings, and
moving parts shall be given a priming coat of red lead type paint
conforming to Fed. Spec. TT-P-86G. A finish coat shall meet ANSI Z 53.1
and be federal safety red conforming to OSHA color coding. Concealed
piping shall have four inch wide red painted bands placed at most every
ten feet on center.

16. TESTING: Sprinkler systems shall be
hydrostatically tested by the Contractor upon compietion of the
installation as required by Section 1-11.2 of NFPA No. 13 in the
presence of the Contracting Officer or his designated representative.
When hydrostatic and alarm tests have been completed and all necessary
corrections made, the Contracting Officer shall be advised so as to
permit final inspection and testing. A the final inspection, a material
and test certification shall be provided in accordance with Section 1-12
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of NFPA No. 13. The final tests shall be witnessed by a member of the
GSA Regional Accident and Fire Prevention Branch. Final inspection
shall include full flow testing through both the main drain and the
inspector’s test connection. Water shall flow out of the inspector’s
test connection within one minute after simultaneous opening of the
deluge valve and the inspector’s test valve. Equipment in areas being
tested (during hydrostatic and final testing) shall be covered with
polyethylene sheets to protect from accidental spilling of water.

END OF SECTION
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SECTION 16010
ELECTRICAL BASIC REQUIREMENTS

PART 1 - GENERAL
1.1 WORK INCLUDED IN THIS SECTION:

1.1.1 This section of the specification applies to the
furnishing and installation of electrical materials as specified in the
following electrical sections.

1.1.2 The work includes, but is not limited to, the
installation and connection of fire pump, fire pump controller, jockey
 pump, and the service to that equipment:

1.2 GENERAL REQUIREMENTS:

1.2.1 The Contractor shall submit proof, if requested by
the Contracting Officer, that the materials, appliances, equipment or
devices that he furnishes and installs under this contract, meet the
requirements of all applicable Underwriters Laboratories (UL) Standards.
The label of, or listing by, Underwriters Laboratories will be accepted
as conformance with this requirement. In lieu of the label or listing,
thé Contractor may submit reports, done by testing agencies satisfactory
to the Contracting Officer, indicating that the materials, appliances,
or devices conform to the published standards, including methods of
test, of Underwriters Laboratories.

1.2.2 ‘,‘ The National Electrical Code (NEC) of the National
Fire Protection Association (NFPA) shall apply to all electrical work in
this project.

1.2.3 Appliances, equipment, and fixtures shall be
current models for which replacement parts are available. Materials and
equipment delivered to the site shall be stored and protected in such a
manner as to effectively prevent damage form climatic conditions,
condensation, dust, and physical abuse. Materials and equipment shall
be installed and connected in accordance with manufacturer’s
instructions and recommendations. Each major component of equipment
shall have the manufacturer’s name, address, model number, and ratings
on a plate securely affixed in a conspicuous place.

1.2.4 Conduits, wiring and equipment shall be arranged
generally as indicated. Any change resulting in a savings in labor or
materials shall be made only in accordance with a contract change order.
Deviations shall be made only where necessary to avoid interferences and
only after drawings showing the proposed deviations have been submitted
to and approved by the Contracting Officer.
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1.2.5 Drawings other than electrical drawings, and other
sections of this specification may show or specify electrically operated
equipment and wiring diagrams. A1l such drawings and specification
sections shall be examined and characteristics of the required
;onnect;ons for all equipment for which wiring is to be provided shall

e noted.

1.2.6 The motor horsepowers and apparatus wattage ratings
shown on drawings or specified herein are estimated values, and the
corresponding sizes of feeders and other electrical equipment indicated
to serve them are minimum sizes. Motors of greater horsepower and
apparatus with larger wattage ratings may be furnished if necessary to
meet the requirements of the various sections of the specification in
which they are specified. Where larger motors or apparatus with larger
wattage ratings are furnished, the feeders and other electrical
equipment serving them shall be increased in capacity to correspond.
The increase in the capacity of the feeder and other apparatus shall be
_furnished at no additional cost to the Government in each case in which
the Contracting Officer determines that apparatus meeting the
specification requirements and requiring a horsepower or wattage not
exceeding that listed is available from two or more sources.

1.2.7 Electrical welders used in the erection and
fabrication of the building and its equipment shall be provided with an
independent grounding cable connected directly to the structure on which
the weld is being made rather than to adjacent conduit or piping.

1.3 SUBMITTALS:

1.3.1 Submit shop drawings and catalog data within 30
days after the receipt of notice to proceed.

1.3.2 Submit shop drawings for each item and system
listed below for which shop drawings are required elsewhere except
where the information is included with manufacturers catalog data. Shop
drawings shall show the ratings of items and systems and how the
components of an item and system are assembled, function together and
how they will be installed on the project. Data and shop drawings for
component parts of an item or system shall be coordinated and submitted
as a unit. Data and shop drawings shall be included in a single
submission. Multiple submissions are not acceptable except where prior
approval has been obtained from the Contracting Officer. In such cases,
a list of data to be submitted later shall be included with the first
submission.

1.3.3 Data and shop drawings shall be identified in
accordance with section, "General Conditions". Shop drawings shall be
identified by the name of the item and system and the applicable
specifications paragraph number.

1.3.3.1 Catalog data shall be submitted for:

Mineral insulated cable
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Mineral insulated cable fittings and
connectors

Fire pump controller

Motor circuit protector circuit breaker
Wires and Cables

Motors

1.3.3.3 No item and system 1isted above shall be delivered
~to the site, or installed, until approved. After the proposed materials
have been approved, no substitution shall be permitted except where
approved by the Contracting Officer.

1.3.4 Should the Contractor fail to comply with the
requirements of paragraph SUBMITTALS, the Government reserves the right
to select its own choice of any or all items and systems listed in
paragraph 1.3.3. Section shall be final and binding upon the
Contractor. Materials so selected or approved shall be used in the work
at no additional cost to the Government.

1.3.5 Unless otherwise provided, all items used shall be
substantially the same as items of manufacture which, on the date of
opening of bids, have been in successful commercial use and operation
for not Tess than one year in projects and units of comparable size.

The right is reserved by the Contracting Officer to require the
Contractor to submit a list of buildings where specified items have been
in operation, so that such investigation as may be deemed necessary may
be made before approval.

1.4 MANUALS:

1.4.1 In addition to and after approval of data and shop
drawings, furnish to the Contracting Officer three copies of operation
and maintenance manuals consisting of corrected copies of all catalog
data, shop drawings, performance curves and rating data, applicable to
the equipment furnished. Deliver all such material a minimum of 90 days
before the start of operation by the Government.

1.5 COORDINATION:

1.5.1 Coordinate the work of the different trades so
that:

(1) Interferences between mechanical, electrical,
architectural, and structural work, including existing services shall be
avoided; and

(2) Within the limits indicated on the drawings,
the maximum practicable space for operation, repair, removal, and
testing of electrical equipment shall be provided.
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1.5.2 A1l electrical materials and equipment shall be
kept close as possible to ceiling, walls and columns, to take up a
minimum amount of space.

1.5.3 Furnish and install all offsets, fittings and
similar items necessary in order to accomplish the requirements of
coordination without additional expense to the Government.

PART 2 - PRODUCTS

2.1 MECHANICAL EQUIPMENT REQUIREMENTS: The electrical
components of mechanical equipment such as motors, motor starters,
control or pushbutton stations, float-or pressure-switches, solenoid
valves, and other devices functioning to control associated mechanical
equipment are specified in the appropriate sections covering such work.
Interconnecting wiring for components of packaged equipment shall be
provided as an integral part of the equipment as specified elsewhere in
the appropriate sections covering such work.

PART 3 - EXECUTION
3.1 PAINTING AND FINISHING:

3.1.1 Factory finishes, shop priming, and special
protective coatings are specified in the individual sections.

3.1.2 Where factory finishes are provided on equipment
and no additional field painting is specified, all marred or damaged
surfaces shall be touched up or refinished so as to leave a smooth,
uniform finish at the time of final inspection.

3.2 SUPPORT OF ELECTRICAL ITEMS:

3.2.1 Unless otherwise indicated, all electrical items
and their supporting hardware, including but not limited to, conduits,
raceways, cabinets, boxes, and disconnect switches, shall be securely
fastened to the building structure with the following methods.

Fastening shall be done by wood screws or screw-type nails on wood; by
toggle bolts on hollow masonry units; by concrete inserts or expansion
bolts on concrete or brick; by machine screws, welded threaded studs, or
spring-tension clamps on steel work. Threaded C-clamps with retainers
may be used on rigid steel conduit only. Conduits or pipe straps shall
not be welded to steel structures.

3.2.2 The load applied to any fastener shall not exceed
one-fifth of the proof test load. Fasteners attached to concrete
ceilings shall be vibration and shock-resistant.

3.3 REPAIR OF EXISTING WORK: The work shall be
carefully laid out in advance, and where cutting, channeling, chasing,
or drilling of floors, walls, partitions, ceilings, or other surfaces is
necessary for the proper installation, support, or anchorage of the
conduit, raceways, or other electrical work, this work shall be
carefully done, and any damage to the building, piping, or equipment
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shall be repaired by skilled mechanics of the trades involved at no
additional cost to the Government.

3.4 CLOSING OF OPENINGS:

3.4.1 Wherever slots, sleeves or other openings are
provided in walls, for the passage of conduits or other forms of
raceway, such openings, if unused, or the spaces left in such openings
after installation of the conduit or raceway shall be filled.

3.4.2 Filling materials for openings in walls generally
shall be fire-resistive and constructed and installed so as to prevent
passage of water, smoke and fumes. Materials and installation shall
conform to the requirements of the "Firestopping” section.

3.4.3 Where conduits passing through the opénings are
exposed in finished rooms, the finishes of the filling materials shall
match and be flush with the adjoining floor, ceiling or wall finishes.

3.5 TESTS: Feeders shall have their insulation tested
after installation, and before connection. Tests shall be performed
with a 500-volt megger, and conductors shall test free from short-
circuits and grounds. Conductors shall be tested phase-to-phase and
phase-to-ground. Motors shall be meggered after installation but before
start-up, and shall test free from grounds. The Contractor shall
furnish the instruments, materials, and labor, and the tests shall be
performed in the presence of the Contracting Officer. Test readings
shall be recorded and delivered to the Contracting Officer.

END OF SECTION
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SECTION 16050
BASIC WIRING AND METHODS

1. GENERAL:

1.1 Unless otherwise noted, all wiring shall be
installed in rigid metal conduit, conduit spec1f1ed below or as
indicated on the drawings. Surface metal raceways shall not be used
definitely shown on the drawings. Fibrous nonmetallic tubing (loom),
gonmet:111c sheathed cable, and armored cable (Bx or Type AC) shall not

e use

1.2 A1l wiring shall be furnished and installed
complete from point of service connection to utilization equipment as
indicated on drawings. Ample slack wire shall be provided for
connections. '

1.3 Cables shall not be bent, either permanently or
temporarily during installation, to radii less than 10 times the outer
diameters, except where shorter radii are approved by the Contracting
Officer for conditions making the specified radius impracticable.

1.4 A1l conductors located in switchboards, motor
controllers and pull boxes shall be neatly and securely cabled in
individual circuits. Cabling shall be done with nylon straps made of
self-extinguishing nylon having a temperature range of -65 degrees F. to
+350 degrees F. Each strap shall be constructed with a locking hub or
head on one end and a taper on the other.

2. MOTOR CIRCUIT WIRING:

2. Mount and align all starters, control devices, and
other related electrical equipment whether specified in this or other
sections of this specification, except where such items are factory
mounted on the driven equipment.

2.2 Furnish all wiring, including conduit, wire,
Junction boxes, disconnecting switches and overcurrent protection
devices not specified elsewhere in this specification, to and between
all motors, starters, control devices and related electrical equipment
whether specified in this or other sections of this specification,
except where such items are factory wired as well as factory mounted on
the driven equipment.

2.3 A1l wiring to motors, control equipment and related
electrical equipment shall be run in rigid metal conduit, with flexible
metal conduit connections or liquid-tight flexible connections where
required. Conduits shall be large enough to accommodate motor branch
circuits and grounding conductors whether or not so indicated on
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drawings. Wire sizes shall be as shown, or, if not shown, as required
by the NEC.

3. CONDUIT AND FITTINGS;

3.1 Threaded steel conduit shall be in accordance with
Fed. Spec. WW-C-581E. Conduit shall be zinc-coated on the outside and
shall be either zinc-coated or coated with an approved corrosion-
resistant coating on the inside.

3.2 Flexible metal conduit (commercial Greenfie]d)
shall be in accordance with Fed. Spec. WW-C-566C.

3.3 Fittings for threaded steel conduit shall be in
accordance with Fed. Spec. W-F-408C, except that the material shall be
either iron or steel.

3.4 Bushings for threaded steel conduit shall be of
the insulated type, designed to prevent abrasion of wires without
impairing the continuity of the conduit grounding system. The
insulating insert shall be made of thermosetting or fiber material which
conforms to the flame test requirements of UL 514, molded or locked into
the metallic body of the fitting. Conduit bushings made entirely of
nonmetallic material shall not be used.

3.5 Fittings for flexible metal conduit shall be in
accordance with Fed. Spec. W-F-406B. Fitting shall be made of steel or
malleable iron and shall be of one of the following types:

(1) Wedge and screw type having an angular wedge
fitting between the convolutions of the conduit.

(2) Squeeze or clamp type having a bearing surface
contoured to wrap around the conduit and clamped by one or more screws.

(3) Steel, multiple point type, for threading into
internal wall of the c